
INTERIOR
CEILING
RECESSED
Delta Light® offers an extensive range of
ceiling recessed solutions for a wide
variety of ceiling conditions. 
Be it for general lighting, wall wash or accent 
lighting, all recessed luminaires are designed to 
combine the light source with the best optics, 
reflectors and lenses. The result of which is 
quality of light and energy efficiency. 
As so, Delta Light® helps you to apply the best 
lighting solutions for the intended purpose of 
the space.

www.deltalight.com/ICR

To discover more, or download technical files of your preferred product,
just add the product reference (without colour) or name to the deltalight.com url.
E.g. www.deltalight.com/41431811922 or www.deltalight.com/spy-trimless	

http://www.deltalight.com/ICR
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SOFT CEILING®

INTRO

The Soft Ceiling® concept
enables you to create
discreet but diverse lighting 
schemes, using one
luminaire type. It allows
architects and designers to
work with different lighting
applications, beams,
effects, filters and output
levels, using unobtrusive
and glare-free fixtures for a
zero-sightline ceiling.

Thanks to precise
engineering, the use of
superior reflector materials
and a multitude of 
accessories, Soft Ceiling® 
fixtures guarantee optimal 
optic performance and 
maximum eye comfort. 
The vast range of options 
allow you to work
with a Soft Ceiling® luminaire
throughout the entire 
project, meeting the different
needs of each room, without
unnecessary cluttering of the
ceiling.

iMax®  / 3 beams / Extreme Narrow (SP-6°), Medium (FL-29°) and Wide (WFL-43°)

iMax® Adjustable - Trimless / 3 beams / Extreme Narrow (SP-6°), Medium (FL-29°) and Wide (WFL-43°)

iMax®  Wallwash / 2 beams / Medium (FL-29°) and Wide (WFL-43°)

	play.deltalight.com/imaxsoftceiling
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CLEAN
SIGHTLINES

MINIMAL
APPEARANCE

MAXIMUM EYE 
COMFORT

GLARE-FREE
ONE LUMINAIRE 

TYPE FOR 
MULTIPLE 
LIGHTING 

SCENOGRAPHIES

iMax®

The iMax® range is the first collection
 in the Soft Ceiling® concept. 
The name symbolizes the maximum 
eye comfort / minimal appearance
philosophy, offering a vast assortment 
of refined and discreet lighting 
solutions.

Best lighting quality
The iMax® Soft Ceiling® range is using 
the most advanced LED engines 
available, delivering high performance,
maximum efficacy and high quality 
illumination. The collection features 
different colour temperatures, high CRI 
and multiple output levels.
Throughout all versions, specially 
designed reflectors guarantee uniform 
illumination and optimal beam alignment.
Premium lenses are used to obtain real 
spot optics and best industry accuracy 
and quality.

Wet locations
The fixed and adjustable
versions in the range are
available with a clear glass,
offering IP54. This enables you
to continue the Soft Ceiling®

minimalism and uniformity
throughout bathrooms,
wellness areas and other
indoor damp locations.

Less is more
The Soft Ceiling® concept
focuses on minimal appearance, 
giving focus to the light instead of the 
fixture. As such, the collection fuses
Delta Light’s aspirations for design
sophistication and attention to
detail, with precise engineering
and premium materials, resulting in 
minimal fixtures with maximum impact. 
The interchangeable covers and
colour finishes allow you to apply 
luminaires that disappear
into the background.



iMAX®

SOFT CEILING
iMAX®

Uniform light to create general,
glare-free illumination for all
areas of application. A discreet
appearance is combined with
a variety of options, including 
different beams, outputs,
CRI and colour finishes.
A timeless, highly functional
and inconspicuous architectural
lighting solution.

iMAX® ADJUSTABLE
A versatile accent lighting solution
to emphasize individual objects or
architectural elements.
The tilt mechanism allows the
luminaire to be angled with 
precision up to 30°, allowing for
optimum beam alignment.
As a result, the light is emitted
exactly where you want it.
The tilting indicator and double
locking system enable precise
alignment of multiple fixtures

Multitude of Options
The iMAX® collection features a wide range of minimal 
recessed lighting fixtures, combining a discreet presence 
with high quality results. You can choose from fixed or 
adjustable, trimless or with trim, and a wallwash version, 
each one available with different finishes.
While the wallwasher comes in LED only, the other three 
versions can be applied with either LED or halogen lamps.

Height adjustable LED module and HE cover
Within the BR versions of iMax, you now have the 
opportunity to adjust the led module in height. Choosing 
for higher efficiency means lowering the led module closer 
to the cover. 
In this case, efficiency can be raised up to 10%. Choosing 
for extreme visual comfort can be done by lifting the led 
module to its highest position.
An additional High Efficiency cover has been added to the 
finishing options. By widening the hole in this new cover, 
light output can again be raised by 10%. In total, when 
combining the height-adjustable LED module together with 
the HE cover, a drastic increase of efficiency by 20% is 
possible, without compromising on the characteristics of 
the Soft Ceiling® concept.

LOW POSITION

COVER ROUND HE

HIGH EFFICIENCY
+10% ADJUSTABLE

HEIGHT

HIGH POSITION
LOW GLARE

+20%
EFFICIENCY

INT 12
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iMAX® ADJUSTABLE TRIMLESS
A super smooth finish combines 
ultimate minimalism with maximum 
eye comfort.
This version comes with a trimless
mounting kit enabling quick and
precise installation and finishing.
The interchangeable black, white
or gold insert allows you to match
the fixture with its surroundings.
iMax® Adjustable Trimless is 
available in round and square finish.

iMAX® WALLWASH
This fitting creates evenly 
illuminated walls, thanks
to the high performance soft
ceiling® wallwashers. 
The specially designed 
reflector enables uninterrupted, 
homogenous illumination of 
the wall, from floor to ceiling.

One cut-out for multiple versions: Non Adjustable / Adjustable / Wallwash

Ø98
Configure your iMax online at 
imax.deltalight.com

 IMAX®

CONFIGURATOR

INT 13deltalight.com
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Optimal cooling for lumen packages 
up to 2160lm, respecting minimal 
recessing depth. 

Height-adjustable LED engine in BR versions, 
resulting in either optimum visual comfort or 
maximum luminaire efficiency.

Wide range of lenses and reflectors 
available, guaranteeing uniform illumination. 

Range of light shaping 
Accessories available. 
Combining maximum eye 
comfort, full beam control 
and minimal light loss.
 Up to 2 accessories can 
be combined in 1 luminaire.

iMAX®

Using advanced LED engines,
delivering high performance,
maximum efficacy and high
quality illumination. Available
in different colour temperatures, 
CRI and output levels. Colour 
Consistency 2 SDCM.
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BEAM / HONEYCOMB BEAM / LINEAR SPREAD LENS BEAM / SPREAD LENS BEAM / SOFTENING LENS BEAM / GLASS SBL
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iMAX®

OVERVIEW

4.5

Ø106

iMAX® 
ADJUSTABLE

EXAMPLE

iMAX® COVER

3

106 106

56

102102

iMAX®

Honeycomb
iMAX®

Linear Spread Lens
iMAX®

Spread Lens
iMAX®

Softening Lens
iMAX®

Glass SBL

PAG 24

PAG 30

PAG 36

PAG 18

COMBINATION OF 
MAX. 2 ACCESSORIES 

Configure your iMax online at 
imax.deltalight.com

 IMAX®

CONFIGURATOR

REQUIREMENTS : iMAX® COVER

SQUARE SQUARE TRIMLESS ROUND HE ROUND ROUND IP (IP54) ROUND FLUSH ROUND TRIMLESS ROUND WALLWASH

BASE

iMAX®

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

 

_ _ _ _ _

iMAX®

ADJUSTABLE

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

 

QR-C51 QPAR51

_ _ _

iMAX®

ADJUSTABLE
TRIMLESS

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

QR-C51 QPAR51

_ _ _ _ _ _

iMAX®

WALLWASH

774 - 1075lm
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

_ _ _ _ _ _ _ _ _

ACCESSORIES only for iMAX® / iMAX® ADJUSTABLE / iMAX® ADJUSTABLE TRIMLESS LED QR-C51 QPAR51

_ _
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	play.deltalight.com/imaxcovers

MORE INFO PAG 12

REQUIREMENTS : iMAX® COVER

SQUARE SQUARE TRIMLESS ROUND HE ROUND ROUND IP (IP54) ROUND FLUSH ROUND TRIMLESS ROUND WALLWASH

BASE

iMAX®

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

 

_ _ _ _ _

iMAX®

ADJUSTABLE

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

 

QR-C51 QPAR51

_ _ _

iMAX®

ADJUSTABLE
TRIMLESS

172 - 2160lm
LENS 6°
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

QR-C51 QPAR51

_ _ _ _ _ _

iMAX®

WALLWASH

774 - 1075lm
REFLECTOR 29° / 43°
CRI 80 / 90 / 95
3000

K
 

2700
K

_ _ _ _ _ _ _ _ _
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 98 x 115 /  max.25  98 x 145 /  max.25  98 x 185 /  max.25  98 x 170 /  max.25

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® CL iMAX® BR8 iMAX® BR20 iMAX® XR 13

3000
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

401 22 02 939

REFL
FL
29°

401 01 811 932 401 01 21 931

REFL
WFL
43°

401 01 811 933 401 01 21 932 401 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

401 22 02 929

REFL
FL
29°

401 01 811 922 401 01 21 921

REFL
WFL
43°

401 01 811 923 401 01 21 922 401 11 13 922

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 350-500mA-DC / DIM 
ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

          

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 500mA-DC / DIM 
ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

REQUIREMENTS

OPTIONS

MOUNTING SET S2
400 99 00

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

iMAX® COVER ROUND   
400 00 11

= B-B / B-MMAT / W-W / W-B / W-MMAT
IP20

IP54

IP20

IP20

iMAX® COVER ROUND HE   
400 00 12

= B-B / B-MMAT / W-W
IP20

iMAX® COVER SQUARE   
400 00 55

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND IP   
400 00 21

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND FLUSH  
400 00 19

= B-B / B-MMAT / W-W / W-B / W-MMAT

*ONLY FOR COVER ROUND FLUSH

MOUNTING KIT FLUSH*
400 90 01 

 121      12

MORE INFO PAG 12

ACCESSORIESFULL INFO / PAG 16

iMAX® HONEYCOMB 
400 03 01 

 =  B

iMAX® LINEAR SPREAD LENS 
400 03 02 

iMAX® SPREAD LENS 
400 03 03 

iMAX® SOFTENING LENS 
400 03 04 

iMAX® GLASS SBL 
400 03 05 NOT IN COMBINATION WITH

HONEYCOMB / LENS / GLASS SBL

iMAX® BR 8 + MOUNTING SET S2

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5
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iMAX®

102

 98 x 115 /  max.25  98 x 145 /  max.25  98 x 185 /  max.25  98 x 170 /  max.25

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® CL iMAX® BR8 iMAX® BR20 iMAX® XR 13

3000
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

401 22 02 939

REFL
FL
29°

401 01 811 932 401 01 21 931

REFL
WFL
43°

401 01 811 933 401 01 21 932 401 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

401 22 02 929

REFL
FL
29°

401 01 811 922 401 01 21 921

REFL
WFL
43°

401 01 811 923 401 01 21 922 401 11 13 922

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 350-500mA-DC / DIM 
ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

          

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 500mA-DC / DIM 
ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER

OPTIONS
MOUNTING SET S2
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

117-132

157-172 157

CRI > 90 iMAX® SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

401 31 1902 

NON ADJUSTABLE

         

REQUIREMENTS
iMAX® COVER
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
MOUNTING SET S2

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

CTRL
DELTA

R
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 98 x 115 /  max.25  98 x 145 /  max.25  98 x 185 /  max.25  98 x 170 /  max.25

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® ADJUSTABLE CL iMAX® ADJUSTABLE BR8 iMAX® ADJUSTABLE BR20 iMAX® ADJUSTABLE XR 13

3000
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

402 22 02 939

REFL
FL
29°

402 01 811 932 402 01 21 931

REFL
WFL
43°

402 01 811 933 402 01 21 932 402 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

402 22 02 929

REFL
FL
29°

402 01 811 922 402 01 21 921

REFL
WFL
43°

402 01 811 923 402 01 21 922 402 11 13 922

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

          

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

REQUIREMENTS

OPTIONS

iMAX® COVER ROUND   
400 00 11

= B-B / B-MMAT / W-W / W-B / W-MMAT
IP20

IP54

IP20

IP20

iMAX® COVER ROUND HE   
400 00 12

= B-B / B-MMAT / W-W
IP20

iMAX® COVER SQUARE   
400 00 55

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND IP   
400 00 21

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND FLUSH  
400 00 19

= B-B / B-MMAT / W-W / W-B / W-MMAT

*ONLY FOR COVER ROUND FLUSH

MOUNTING KIT FLUSH*
400 90 01 

 121      12

MORE INFO PAG 12

ACCESSORIESFULL INFO / PAG 16

iMAX® HONEYCOMB 
400 03 01 

 =  B

iMAX® LINEAR SPREAD LENS 
400 03 02 

iMAX® SPREAD LENS 
400 03 03 

iMAX® SOFTENING LENS 
400 03 04 

iMAX® GLASS SBL 
400 03 05 

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

 30°
ADJUSTABLE
&  LOCKABLE

LOW
POSITION_
HIGH

EFFICIENCY

HIGH
POSITION_
LOW
GLARE

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

LOW POSITION / HIGH EFFICIENCY

HIGH POSITION / LOW GLARE

+10%
EFFICIENCY

+10%
HE COVER
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355°

0 - 30°

98

iMAX® ADJUSTABLE

 98 x 115 /  max.25  98 x 145 /  max.25  98 x 185 /  max.25  98 x 170 /  max.25

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® ADJUSTABLE CL iMAX® ADJUSTABLE BR8 iMAX® ADJUSTABLE BR20 iMAX® ADJUSTABLE XR 13

3000
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

402 22 02 939

REFL
FL
29°

402 01 811 932 402 01 21 931

REFL
WFL
43°

402 01 811 933 402 01 21 932 402 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

402 22 02 929

REFL
FL
29°

402 01 811 922 402 01 21 921

REFL
WFL
43°

402 01 811 923 402 01 21 922 402 11 13 922

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

          

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

117-132

355°

0 - 30°

0°-30°

355°

150-165

355°

0 - 30°

153

CRI > 90 iMAX® ADJUSTABLE SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

402 31 1902 

ADJUSTABLE 0-30° / 355°

         

REQUIREMENTS
iMAX® COVER
LED POWER SUPPLY 650mA-DC DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

CTRL
DELTA

R
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ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW
INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO
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REQUIREMENTS

355°

0 - 30°

151

iMAX® COVER ROUND   
400 00 11

= B-B / B-MMAT / W-W / W-B / W-MMAT
IP20

IP54

IP20

IP20

iMAX® COVER ROUND HE   
400 00 12

= B-B / B-MMAT / W-W
IP20

iMAX® COVER SQUARE   
400 00 55

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND IP   
400 00 21

= B-B / B-MMAT / W-W / W-B / W-MMAT

iMAX® COVER ROUND FLUSH  
400 00 19

= B-B / B-MMAT / W-W / W-B / W-MMAT

*ONLY FOR COVER ROUND FLUSH

MOUNTING KIT FLUSH*
400 90 01 

 121      12

MORE INFO PAG 12

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

min 190
FOR FULL ADJUSTMENT

 98 x 150 /  max.25

iMAX® ADJUSTABLE 50

 
1 x QR-C51 max.50W / 35W (COVER IP)

402 60 00

ADJUSTABLE 0-30° / 355°
GX5.3 / 12V

       0,5     

REQUIREMENTS
iMAX® COVER 

OPTIONS
TRANSFO

 SOLUTION - PAG TEC 8

iMAX® ADJUSTABLE 50Hi

1 x QPAR51 max.35W / 20W (COVER IP)

402 61 00

ADJUSTABLE 0-30° / 355°
GU10 / 100-240V / 50-60Hz

       0,5     

REQUIREMENTS
iMAX® COVER 

OPTIONS
 SOLUTION - PAG TEC 8

iMAX® 
ADJUSTABLE

CTRL
DELTA

R



INT 24

 ØKIT x 125  ØKIT x 160  ØKIT x 200  ØKIT x 185

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® ADJUSTABLE TRIMLESS CL iMAX® ADJUSTABLE TRIMLESS BR8 iMAX® ADJUSTABLE TRIMLESS BR20 iMAX® ADJUSTABLE TRIMLESS XR 13

3000
K

LED [F] 2W /  / 700mA 
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

403 22 02 939

REFL
FL
29°

403 01 811 932 403 01 21 931

REFL
WFL
43°

403 01 811 933 403 01 21 932 403 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

403 22 02 929

REFL
FL
29°

403 01 811 922 403 01 21 921

REFL
WFL
43°

403 01 811 923 403 01 21 922 403 11 13 922

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

          

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

REQUIREMENTS

iMAX® COVER ROUND TRIMLESS 
 400 00 30

= B / MMAT / W
IP20

iMAX® COVER ROUND TRIMLESS 
 400 00 30

= B / MMAT / W
IP20

iMAX® COVER SQUARE TRIMLESS 
 400 00 35

= B / MMAT / W
IP20

iMAX® COVER SQUARE TRIMLESS 
 400 00 35

= B / MMAT / W
IP20

ACCESSORIESFULL INFO / PAG 16

iMAX® HONEYCOMB 
400 03 01 

 =  B

iMAX® LINEAR SPREAD LENS 
400 03 02 

iMAX® SPREAD LENS 
400 03 03 

iMAX® SOFTENING LENS 
400 03 04 

iMAX® GLASS SBL 
400 03 05 

55

195

195

264
264

55

55

125
220

MOUNTING KIT R102 TRIMLESS O.F.A.
400 91 02 OFA

 133  

    

MOUNTING KIT S102 TRIMLESS O.F.A.
400 92 00 OFA

 230 x 160  

    

MOUNTING KIT S102 TRIMLESS
400 92 00

 125 x 125 /  min.11 - max.18

   

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

MOUNTING KIT R
TRIMLESS

MOUNTING KIT S
TRIMLESS

COVER R
TRIMLESS

COVER S
TRIMLESS

iMAX
ADJUSTABLE

TRIMLESS

MIN 10 / MAX 15

MIN 4 / MAX 9

MIN 10 / MAX 15

MIN 4 / MAX 9

MOUNTING KIT S 102 TRIMLESS O.F.A.
IN CONCRETE

MOUNTING KIT S 102 TRIMLESS
IN PLASTERBOARD

iMAX® ADJUSTABLE TRIMLESS + 
iMAX® COVER SQUARE TRIMLESS B

iMAX® ADJUSTABLE TRIMLESS + 
iMAX® COVER ROUND TRIMLESS B



INTERIOR CEILING RECESSED

INT 25deltalight.comOTHER CRI OR KELVIN ON REQUEST

355°

0 - 15°

76

 ØKIT x 125  ØKIT x 160  ØKIT x 200  ØKIT x 185

CRI > 90 (CL - BR)
CRI > 95 (XR) iMAX® ADJUSTABLE TRIMLESS CL iMAX® ADJUSTABLE TRIMLESS BR8 iMAX® ADJUSTABLE TRIMLESS BR20 iMAX® ADJUSTABLE TRIMLESS XR 13

3000
K

LED [F] 2W /  / 700mA 
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

403 22 02 939

REFL
FL
29°

403 01 811 932 403 01 21 931

REFL
WFL
43°

403 01 811 933 403 01 21 932 403 11 13 932

2700
K

LED [F] 2W /  / 700mA
LED [F] 3,2W /  / 1050mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA LED [L] 11W /  / 500mA

LENS
SP
6°

403 22 02 929

REFL
FL
29°

403 01 811 922 403 01 21 921

REFL
WFL
43°

403 01 811 923 403 01 21 922 403 11 13 922

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

          

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

CRI > 90 iMAX® ADJUSTABLE TRIMLESS SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

403 31 1902 

ADJUSTABLE 0-15° / 355°

         

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER R
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER S
LED POWER SUPPLY 650mA-DC DIM

ACCESSORIES
iMAX® HONEYCOMB / LENS / GLASS

iMAX® ADJUSTABLE TRIMLESS

0°-15°

355°

94-109

0°-15°

355°

151-166

355°

0 - 15°

130

CTRL
DELTA

R





INTERIOR CEILING RECESSED

INT 27deltalight.com

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

REQUIREMENTS

355°

0 - 15°

130

 ØKIT x 170

iMAX® ADJUSTABLE TRIMLESS 50

 
1 x QR-C51 max.50W

403 60 00

ADJUSTABLE 0-15° / 355°
GX5.3 / 12V

       0,5     

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
TRANSFO

 SOLUTION - PAG TEC 8

iMAX® ADJUSTABLE TRIMLESS 50Hi

1 x QPAR51 max.35W 

403 61 00

ADJUSTABLE 0-15° / 355°
GU10 / 100-240V / 50-60Hz

       0,5     

REQUIREMENTS
MOUNTING KIT R102 TRIMLESS O.F.A.
+ iMAX® COVER ROUND TRIMLESS
or
MOUNTING KIT S102 TRIMLESS (O.F.A.)
+ iMAX® COVER SQUARE TRIMLESS

OPTIONS
 SOLUTION - PAG TEC 8

iMAX® 
ADJUSTABLE 

TRIMLESS

iMAX® COVER ROUND TRIMLESS 
 400 00 30

= B / MMAT / W
IP20

iMAX® COVER ROUND TRIMLESS 
 400 00 30

= B / MMAT / W
IP20

iMAX® COVER SQUARE TRIMLESS 
 400 00 35

= B / MMAT / W
IP20

iMAX® COVER SQUARE TRIMLESS 
 400 00 35

= B / MMAT / W
IP20

55

195

195

264
264

55

55

125
220

MOUNTING KIT R102 TRIMLESS O.F.A.
400 91 02 OFA

 133  

    

MOUNTING KIT S102 TRIMLESS O.F.A.
400 92 00 OFA

 230 x 160  

    

MOUNTING KIT S102 TRIMLESS
400 92 00

 125 x 125 /  min.11 - max.18  

    

MOUNTING KIT R
TRIMLESS

MOUNTING KIT S
TRIMLESS

COVER R
TRIMLESS

COVER S
TRIMLESS

iMAX
ADJUSTABLE

TRIMLESS

MIN 10 / MAX 15

MIN 4 / MAX 9

MIN 10 / MAX 15

MIN 4 / MAX 9

MOUNTING KIT S 102 TRIMLESS O.F.A.
IN CONCRETE

MOUNTING KIT S 102 TRIMLESS
IN PLASTERBOARD

CTRL
DELTA

R



INT 28

iMAX® WALLWASH + iMAX® COVER W-B



INTERIOR CEILING RECESSED

INT 29deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS

112
127

iMAX® COVER ROUND WALLWASH  
400 00 41

= B-B / B-MMAT / W-W / W-B / W-MMAT

IP43 INCL.GLASS

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 98 x 120 /  max.25  98 x 135 /  max.25

CRI > 90 (BR)
CRI > 95 (XR) iMAX® WALLWASH BR8 iMAX® WALLWASH XR13

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [L] 11W /  / 500mA

REFL
FL
29°

404 01 811 932

REFL
WFL
43°

404 01 811 933 404 11 13 932

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [L] 11W /  / 500mA

REFL
FL
29°

404 01 811 922

REFL
WFL
43°

404 01 811 923 404 11 13 922

NON ADJUSTABLE 25°

         

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

NON ADJUSTABLE 25°

          

REQUIREMENTS
iMAX® COVER

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

CRI > 90 iMAX® WALLWASH SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

404 31 1902

NON ADJUSTABLE 25°

         

REQUIREMENTS
iMAX® COVER
LED POWER SUPPLY 650mA-DC DIM

iMAX® WALLWASH

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R



INT 30DE CORT & DERVICHIAN / GHELAMCO



INT 31deltalight.com

WWW.SAAI.CO



OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

PINTOR 63 FRONTRING 
202 40 63 

 = B / W

MOUNTING KIT PINTOR 63 TRIMLESS 
202 40 092 

 127 x 120 /  min.8

  

SPY TUBE S 
414 02 00 

 = B / MMAT / SG / W

40

Ø67

77

181

30

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

PINTOR 63 XR TUBE 
414 07 00 

 = B / MMAT / SG / W
19

Ø60

POSITION OF ACCESSORY

TUBE

FRONTRING

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

PINTOR 63 TRIMLESS + PINTOR 63 FRONTRING W +  PINTOR 63 TUBE B



INTERIOR CEILING RECESSED

INT 33deltalight.comOTHER CRI OR KELVIN ON REQUEST

 ØKIT x 120  ØKIT x 120  ØKIT x 120

CRI > 90 (BR)
CRI > 95 (XR) PINTOR 63  TRIMLESS BR PINTOR 63 TRIMLESS XR 09 PINTOR 63 TRIMLESS XR 19

3000
K

LED [H] 7,1W /  / 350mA 1

LED [H] 10,4W /  / 500mA 1

LED [H] 15W /  / 700mA 2

LED [M] 10,9W /  / 500mA 1

LED [M] 13,4W /  / 600mA 1
LED [N] 10,9W /  / 500mA 1

LED [N] 13,4W /  / 600mA 2

REFL
SP
16°

202 403 13 931

REFL
SP
18°

202 403 811 931

REFL
FL
33°

202 403 811 932 202 403 13 932*

REFL
WFL
43°

202 403 13 933*

REFL
WFL
55°

202 403 13 934

2700
K

LED [H] 7,1W /  / 350mA 1

LED [H] 10,4W /  / 500mA 1

LED [H] 15W /  / 700mA 2

LED [M] 10,9W /  / 500mA 1

LED [M] 13,4W /  / 600mA 1
LED [N] 10,9W /  / 500mA 1

LED [N] 13,4W /  / 600mA 2

REFL
SP
16°

202 403 13 921

REFL
SP
18°

202 403 811 921

REFL
FL
33°

202 403 811 922 202 403 13 922*

REFL
WFL
43°

202 403 13 923*

REFL
WFL
55°

202 403 13 924

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
MOUNTING KIT PINTOR 63 TRIMLESS
PINTOR 63 FRONTRING
SPY TUBE S

OPTIONS
LED POWER SUPPLY 350-500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
MOUNTING KIT PINTOR 63 TRIMLESS
PINTOR 63 FRONTRING
PINTOR 63 XR TUBE

OPTIONS
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
MOUNTING KIT PINTOR 63 TRIMLESS
PINTOR 63 FRONTRING
PINTOR 63 XR TUBE

OPTIONS
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

PINTOR 
63 TRIMLESS

115

Ø6330°

355°

PINTOR 63 TRIMLESS XR
 + FRONTRING W

 + PINTOR 63 XR TUBE W

CRI > 90 PINTOR 63 TRIMLESS SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 403 1902

ADJUSTABLE 0°-30° / 355°

         

REQUIREMENTS
MOUNTING KIT PINTOR 63 TRIMLESS
PINTOR 63 FRONTRING
SPY TUBE S
LED POWER SUPPLY 650mA-DC DIM

1 RECESSED VOLUME Ø210 x 120
2 RECESSED VOLUME Ø390 x 120

* SOFTENING LENS 50 RECOMMENDED

CTRL
DELTA

R



INT 34

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

PLASTERKIT 164  230 x 230  200 x 200
207 01 164

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

PINTOR 63 XR TUBE 
414 07 00 

 = B / MMAT / SG / W

SPY TUBE S 
414 02 00 

 = B / MMAT / SG / W
30

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

19

Ø60

POSITION OF ACCESSORY

TUBE

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 35deltalight.comOTHER CRI OR KELVIN ON REQUEST

 105 x 120 /  max.25  105 x 120 /  max.25  105 x 120 /  max.25

CRI > 90 (BR)
CRI > 95 (XR) PINTOR 63  ST BR PINTOR 63 ST XR 09 PINTOR 63 ST XR 19

3000
K

LED [H] 7,1W /  / 350mA 1

LED [H] 10,4W /  / 500mA 1

LED [H] 15W /  / 700mA 2

LED [M] 10,9W /  / 500mA 1

LED [M] 13,4W /  / 600mA 1
LED [N] 10,9W /  / 500mA 1

LED [N] 13,4W /  / 600mA 2

REFL
SP
16°

202 401 13 931 
 = B / W

REFL
SP
18°

202 401 811 931 
 = B / W

REFL
FL
33°

202 401 811 932 
 = B / W

202 401 13 932* 
 = B / W

REFL
WFL
43°

202 401 13 933* 
 = B / W

REFL
WFL
55°

202 401 13 934 
 = B / W

2700
K

LED [H] 7,1W /  / 350mA 1

LED [H] 10,4W /  / 500mA 1

LED [H] 15W /  / 700mA 2

LED [M] 10,9W /  / 500mA 1

LED [M] 13,4W /  / 600mA 1
LED [N] 10,9W /  / 500mA 1

LED [N] 13,4W /  / 600mA 2

REFL
SP
16°

202 401 13 921 
 = B / W

REFL
SP
18°

202 401 811 921 
 = B / W

REFL
FL
33°

202 401 811 922 
 = B / W

202 401 13 922* 
 = B / W

REFL
WFL
43°

202 401 13 923* 
 = B / W

REFL
WFL
55°

202 401 13 924 
 = B / W

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
SPY TUBE S

OPTIONS
PLASTERKIT 164
LED POWER SUPPLY 350-500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
PINTOR 63 XR TUBE

OPTIONS
PLASTERKIT 164
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
PINTOR 63 XR TUBE

OPTIONS
PLASTERKIT 164
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

PINTOR 63 ST

PINTOR 63 ST W +  SPY TUBE S B

30°

355°

113

Ø113

CRI > 90 PINTOR 63 ST SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 401 1902 
 = B / W

ADJUSTABLE 0°-30° / 355°

         

REQUIREMENTS
SPY TUBE S
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 164

1 RECESSED VOLUME Ø210 x 120
2 RECESSED VOLUME Ø390 x 120

* SOFTENING LENS 50 RECOMMENDED

CTRL
DELTA

R



INT 36

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIES

GLASS SBL 78 Ø78
201 02 05

HONEYCOMB 78 Ø78  
201 02 01
      B

SOFTENING LENS 78 Ø78
201 02 04

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

PINTOR 90 FRONTRING 
202 40 90 

 = B / W

MOUNTING KIT PINTOR 90 TRIMLESS 
202 40 115 

 168 x 130 /   min.8

  

PINTOR 90 TUBE 
414 06 00 

 = B / MMAT / SG / W

48

Ø94

87

224

POSITION OF ACCESSORY

TUBE

FRONTRING

20

Ø86



INTERIOR CEILING RECESSED

INT 37deltalight.comOTHER CRI OR KELVIN ON REQUEST

 ØKIT x 170  ØKIT x 170  ØKIT x 170

CRI > 90 (BR)
CRI > 95 (XR) PINTOR 90 TRIMLESS BR PINTOR 90 TRIMLESS XR 09 PINTOR 90 TRIMLESS XR 19

3000
K

LED [J] 16,8W /  / 500mA 1

LED [J] 20,5W /  / 600mA 1

LED [J] 24,3W /  / 700mA 2

LED [O] 13,6W /  / 500mA
LED [O] 19,5W /  / 700mA

LED [P] 12W /  / 500mA
LED [P] 14,4W /  / 600mA

REFL
SP
11°

202 408 20 931

REFL
FL
20°

202 408 21 931

REFL
FL
24°

202 408 20 932*

REFL
FL
35°

202 408 21 932

REFL
WFL
42°

202 408 20 933

REFL
WFL
57°

202 408 20 934

2700
K

LED [J] 16,8W /  / 500mA 1

LED [J] 20,5W /  / 600mA 1

LED [J] 24,3W /  / 700mA 2

LED [O] 13,6W /  / 500mA
LED [O] 19,5W /  / 700mA

LED [P] 12W /  / 500mA
LED [P] 14,4W /  / 600mA

REFL
SP
11°

202 408 20 921

REFL
FL
20°

202 408 21 921

REFL
FL
24°

202 408 20 922*

REFL
FL
35°

202 408 21 922

REFL
WFL
42°

202 408 20 923

REFL
WFL
57°

202 408 20 924

ADJUSTABLE 0°-30° / 355°

          

REQUIREMENTS
MOUNTING KIT PINTOR 90 TRIMLESS
PINTOR 90 FRONTRING
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-600-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

          

REQUIREMENTS
MOUNTING KIT PINTOR 90 TRIMLESS
PINTOR 90 FRONTRING
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

          

REQUIREMENTS
MOUNTING KIT PINTOR 90 TRIMLESS
PINTOR 90 FRONTRING
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

PINTOR
90 TRIMLESS

PINTOR 90 TRIMLESS XR
+ PINTOR 90 FRONTRING W +  PINTOR 90 TUBE W

120

Ø89
30°

355°

1 RECESSED VOLUME Ø240 x 170
2 RECESSED VOLUME Ø300 x 170

* SOFTENING LENS 78 RECOMMENDED

CTRL
DELTA

R



INT 38

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIES

GLASS SBL 78 Ø78
201 02 05

HONEYCOMB 78 Ø78  
201 02 01
      B

SOFTENING LENS 78 Ø78
201 02 04

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

PINTOR 90 TUBE 
414 06 00 

 = B / MMAT / SG / W

POSITION OF ACCESSORY

TUBE

PINTOR 90 ST W +  PINTOR 90 TUBE B

20

Ø86



INTERIOR CEILING RECESSED
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 146 x 170 /  max.30  146 x 170 /  max.30  146 x 170 /  max.30

CRI > 90 (BR)
CRI > 95 (XR) PINTOR 90 ST BR PINTOR 90 ST XR 09 PINTOR 90 ST XR 19

3000
K

LED [J] 16,8W /  / 500mA 1

LED [J] 20,5W /  / 600mA 1

LED [J] 24,3W /  / 700mA 2

LED [O] 13,6W /  / 500mA
LED [O] 19,5W /  / 700mA

LED [P] 12W /  / 500mA
LED [P] 14,4W /  / 600mA

REFL
SP
11°

202 406 20 931  
 = B / W

REFL
FL
20°

202 406 21 931  
 = B / W

REFL
FL
24°

202 406 20 932*  
 = B / W

REFL
FL
35°

202 406 21 932  
 = B / W

REFL
WFL
42°

202 406 20 933  
 = B / W

REFL
WFL
57°

202 406 20 934  
 = B / W

2700
K

LED [J] 16,8W /  / 500mA 1

LED [J] 20,5W /  / 600mA 1

LED [J] 24,3W /  / 700mA 2

LED [O] 13,6W /  / 500mA
LED [O] 19,5W /  / 700mA

LED [P] 12W /  / 500mA
LED [P] 14,4W /  / 600mA

REFL
SP
11°

202 406 20 921  
 = B / W

REFL
FL
20°

202 406 21 921  
 = B / W

REFL
FL
24°

202 406 20 922*  
 = B / W

REFL
FL
35°

202 406 21 922  
 = B / W

REFL
WFL
42°

202 406 20 923  
 = B / W

REFL
WFL
57°

202 406 20 924  
 = B / W

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-600-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-30° / 355°

           

REQUIREMENTS
PINTOR 90 TUBE

OPTIONS
LED POWER SUPPLY 500-600mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

PINTOR 90 ST W +  PINTOR 90 TUBE B

PINTOR 90 ST

30°

355°

120

Ø155

1 RECESSED VOLUME Ø240 x 170
2 RECESSED VOLUME Ø300 x 170

* SOFTENING LENS 78 RECOMMENDED

CTRL
DELTA

R



INT 40

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

40

135
190

MOUNTING KIT SNEAK-R TRIMLESS
415 91 102

 137 /   0 or 12

    



INTERIOR CEILING RECESSED

INT 41deltalight.comOTHER CRI OR KELVIN ON REQUEST

125

Ø102

SNEAK-R
TRIMLESS

 ØKIT x 130

CRI > 90 SNEAK-R TRIMLESS

3000
K LED [ I ] 11,7W /  / 350mA

WALL
WASH

415 362 930  
 = SG / W

2700
K LED [ I ] 11,7W  /  / 350mA

WALL
WASH

415 362 920  
 = SG / W

NON ADJUSTABLE

      IP20

REQUIREMENTS 
MOUNTING KIT SNEAK-R TRIMLESS

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

L H

example: H=3000 mm L= 3000 mm x 0,4 = 1200 mm

L= H x 0,4

L

HL= H x 0,35

example: H=3000 mm L= 3000 mm x 0,35 = 1050 mm

CTRL
DELTA

R

123

Ø129

SNEAK-R

 114 x 130 /  max.25

SNEAK-R

LED [ I ] 11,7W /  / 350mA

415 361 930  
 = W-SG / W-W

LED [ I ] 11,7W  /  / 350mA

415 361 920  
 = W-SG / W-W

NON ADJUSTABLE

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

CTRL
DELTA

R

POSITION FOR INSTALLATION
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TWEETER
OVERVIEW
For years, Tweeter has been an iconic family within 
the Delta Light® collection. The patented Ex-centric 
Rotation System enables the luminaires head to be 
tilted and rotated in one smooth movement, without 
mechanical parts being visible.
Next to the standard version that is available as a 
recessed, surface mounted or pendant spotlight, 
Tweeter M is the latest addition to this family. 
The looks are the same and it has equal flexibility as 
its bigger brother, but the design is more compact.
To integrate the Tweeter family throughout the entire 
project, also wall applications and bollards are 
available for outdoor use.

 
TWEETER

M TRIMLESS / 
TRIMLESS

 
TWEETER M ST /

TWEETER ST
                     

TWEETER M ON 1 / 2
                          

TWEETER ON 1 / 2 / 4 SPLITLINE M 
TWEETER

 
TWEETER ON 4 C

 
FINNLINE 

1 / 2 TWEETER

p

t

PAG INT 239

PAG INT 849 PAG INT 885

TWEETER P  TWEETER W



INTERIOR CEILING RECESSED

INT 45deltalight.com

LAMP
POWER
SUPPLY

PAG

Ø133 — EXCL. INT 47

Ø114 — EXCL. INT 49

Ø152 —
QR111

EXCL. INT 51

Ø160 — EXCL. INT 53

TWEETER M TRIMLESS

TWEETER M ST

TWEETER TRIMLESS

TWEETER ST



INT 46



INTERIOR CEILING RECESSED

INT 47deltalight.comOTHER CRI OR KELVIN ON REQUEST

0°-45°

355°

63

TWEETER-S TRIMLESS +
MOUNTING KIT R102 TRIMLESS OFA.
IN CONCRETE

Ø102
45°

0°-45°

355°

63

TWEETER-S TRIMLESS +
MOUNTING KIT R102 TRIMLESS OFA.
IN CONCRETE

Ø102
45°

TWEETER M
TRIMLESS

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

PATENTED EX-CENTRIC ROTATION SYSTEM®

ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

TWEETER M TRIMLESS+ 
MOUNTING KIT R102 TRIMLESS O.F.A.
IN CONCRETE

 ØKIT x 80

CRI > 90 TWEETER M TRIMLESS

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

418 11 811 932  
 = B-C / W-W

REFL
WFL
50°

418 11 811 933 
 = B-C / W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

418 11 811 922  
 = B-C / W-W

REFL
WFL
50°

418 11 811 923 
 = B-C / W-W

ADJUSTABLE 0-45° / 355°

       

REQUIREMENTS 
MOUNTING KIT R102 TRIMLESS O.F.A.

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

55

195

195

MOUNTING KIT R102 TRIMLESS O.F.A.
400 91 02 OFA

 133  

    

CRI > 90 TWEETER M TRIMLESS SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

418 13 1902 
 = B-C / W-W

ADJUSTABLE 0-45° / 355°

       

REQUIREMENTS 
MOUNTING KIT R102 TRIMLESS O.F.A.
LED POWER SUPPLY 650mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R





INTERIOR CEILING RECESSED

INT 49deltalight.comOTHER CRI OR KELVIN ON REQUEST

0°-45°

355°

Ø126

151

45°

TWEETER M ST

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

PATENTED EX-CENTRIC ROTATION SYSTEM®

ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 114 x 80 /  max.25

CRI > 90 TWEETER M ST

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

418 21 811 932  
 = B-C / W-W

REFL
WFL
50°

418 21 811 933 
 = B-C / W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

418 21 811 922  
 = B-C / W-W

REFL
WFL
50°

418 21 811 923 
 = B-C / W-W

ADJUSTABLE 0-45° / 355°

       

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

CRI > 90 TWEETER M ST SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

418 23 1902 
 = B-C / W-W

ADJUSTABLE 0-45° / 355°

       

REQUIREMENTS
LED POWER SUPPLY 650mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R
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214125

70

Ø143

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

MOUNTING KIT TWEETER TRIMLESS
202 15 61 971

 152 x 100   

    

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

TWEETER TRIMLESS W-W 

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

TWEETER TRIMLESS+ 
MOUNTING KIT TWEETER TRIMLESS 
IN CONCRETE



INTERIOR CEILING RECESSED

INT 51deltalight.comOTHER CRI OR KELVIN ON REQUEST

153

Ø141
0°- 45°

355° 45°

153

Ø141
0°- 45°

355° 45°

TWEETER TRIMLESS

PATENTED EX-CENTRIC ROTATION SYSTEM®

	play.deltalight.com/tweeter

	 play.deltalight.com/ers

 ØKIT x 100  ØKIT x 100

CRI > 90 TWEETER TRIMLESS TWEETER TRIMLESS SBL

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [ J ] 16,8W /  / 500mA

REFL
FL
33°

206 21 811 932  
 = B-W / W-W

REFL
WFL
50°

206 21 811 933 
 = B-W / W-W

PC SBL
206 23 21 93  

 = B-W / W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA LED [ J ] 16,8W /  / 500mA

REFL
FL
33°

206 21 811 922  
 = B-W / W-W

REFL
WFL
50°

206 21 811 923 
 = B-W / W-W

PC SBL
206 23 21 92  

 = B-W / W-W

ADJUSTABLE 0-45° / 355°

       

REQUIREMENTS 
MOUNTING KIT TWEETER TRIMLESS

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-45° / 355°

       

REQUIREMENTS 
MOUNTING KIT TWEETER TRIMLESS

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

 ØKIT x 100     

TWEETER TRIMLESS 111

 
1 x QR-LP111 max.50W

206 21 11 
 = B-B / B-W / W-W

ADJUSTABLE 0-45° / 355°
G53 / 12V

       IP20   1,0     

REQUIREMENTS 
MOUNTING KIT TWEETER TRIMLESS
OPTIONS
TRANSFO

0°-45°

350°

183

45°

Ø147

33

TWEETER TRIMLESS SBL

CTRL
DELTA

R
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ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW

INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO



INTERIOR CEILING RECESSED

INT 53deltalight.comOTHER CRI OR KELVIN ON REQUEST

114

0°- 45°

355°

Ø168

45°

TWEETER ST DOPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 118  280 x 280  220 x 220
202 56 99 01

ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

TWEETER ST D W-W + TWEETER CLIP W + SOFTENING LENS 40

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

Fixation S1

 160 x 115 /  max.25

CRI > 90 TWEETER ST D

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

206 11 811 932  
 = W-W

REFL
WFL
50°

206 11 811 933 
 = W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

206 11 811 922  
 = W-W

REFL
WFL
50°

206 11 811 923 
 = W-W

ADJUSTABLE 0-45° / 355°

      IP20  

OPTIONS
PLASTERKIT 118
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

PATENTED EX-CENTRIC ROTATION SYSTEM®

	play.deltalight.com/tweeter

	 play.deltalight.com/ers

CTRL
DELTA

R



INT 54

WWW.SAAI.CO



WWW.SAAI.CO
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INT 58



INTERIOR CEILING RECESSED

INT 59deltalight.comOTHER CRI OR KELVIN ON REQUEST

OREO

71

Ø110

OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 170  230 x 230  100 x 220
207 01 170

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 98 x 75 /  max.22

CRI > 90 OREO

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

206 06 811 932 
 = W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

206 06 811 922 
 = W

NON ADJUSTABLE

          

OPTIONS
PLASTERKIT 170
LED POWER SUPPLY 350-500mA-DC / DIM

CTRL
DELTA

R
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GYN 1 FRAME + GYN SNAP IN

GYN

CRI > 90 GYN SNAP-IN

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

415 411 811 931 
 = W

REFL
FL
33°

415 411 811 932 
 = W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

415 411 811 921 
 = W

REFL
FL
33°

415 411 811 922 
 = W

NON ADJUSTABLE

         

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 GYN SNAP-IN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

415 411 1902 
 = W

NON ADJUSTABLE

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

 140 x 140 x 80 /  min.7 - max.18

GYN 1 FRAME

415 95 63

 

REQUIREMENTS 
1 x GYN SNAP-IN 

57

Ø65

45

200200

OptionsFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R



INTERIOR CEILING RECESSED
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GYN OK 1 FRAME + GYN OK SNAP IN

GYN OK

CRI > 90 GYN OK SNAP-IN

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

415 412 811 931 
 = W

REFL
FL
33°

415 412 811 932 
 = W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

415 412 811 921 
 = W

REFL
FL
33°

415 412 811 922 
 = W

ADJUSTABLE 0°- 20° / 350°

          

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 GYN OK SNAP-IN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

415 412 1902 
 = W

ADJUSTABLE 0°- 20° / 350° 

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

 155 x 155 x 80 /  min.7 - max.18

GYN OK 1 FRAME

415 95 79

 

REQUIREMENTS 
1 x GYN OK SNAP-IN 

GYN OK 1 FRAME + GYN OK SNAP IN

57

Ø81
0-20°

350°

50

210 210

CTRL
DELTA

R
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OBUMEX
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REO
OVERVIEW
The Reo collection is more than one product, 
it’s a family which can give a solution to 
almost any lighting demand, from residential 
to hotels, restaurants, to retail, and much 
more. In line with this philosophy, Reo comes 
in single and multiple lighting fixtures, round 
or square, orientable or fixed, in white, black, 
chrome or gold, for both indoor and outdoor 
usage. 
The design of these recessed conical spots 
deliver a hardly visible transition from the 
intense light to the ceiling, resulting in 
a halo-like effect, ideal to give the space 
an extra dimension.

 
MICRO

REO

 
MINI
REO

GRAND
REO

TRIMLESS
GRAND

REO

GRAND
REO
OK

GRAND
REO

XL OK

 
MINI
REO
OK

 
MINI
REO
OK 1

 
REO

 
REO
OK

 
REO
S OK



LAMP PAG

Ø46 - INT 66
EXT 752

Ø67

- INT 67
EXT 753

INT 67

Ø76 - INT 73
EXT 753

Ø98 INT 73

Ø98 INT 75

190 x 98
INT 75

Ø133 - INT 76

Ø102 - INT 77

Ø121 INT 77

Ø156 INT 79

REO

MICRO

REO S

MINI

GRAND REO TRIMLESS

GRAND REO

GRAND REO XL OK
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 46 x 90 /  min.5

CRI > 90 MICRO REO

3000
K LED [H] 7,1W /  / 350mA

REFL
FL
35°

302 22 811 932 
 = B / W

2700
K LED [H] 7,1W /  / 350mA

REFL
FL
35°

302 22 811 922 
 = B / W

NON ADJUSTABLE

      IP20  

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

MINI REO HONEYCOMB Ø37 / H6 
415 03 01
      B / W

MINI REO SOFTENING LENS Ø37 / H6 
415 03 04
      B / W 

MINI REO GLASS SBL Ø37 / H6 
415 03 05
      B / W 

MINI REO OK B + MINI REO HONEYCOMB B

MICRO REO

MINI REO OK1 W + MINI REO HONEYCOMB B

MINI REO B + MINI REO HONEYCOMB B

85

Ø54

CTRL
DELTA

R

 46 x 90 /  min.5

CRI > 90 MICRO REO X

3000
K LED [H] 7,1W /  / 350mA

REFL
FL
35°

302 23 811 932 
 = B / W

2700
K LED [H] 7,1W /  / 350mA

REFL
FL
35°

302 23 811 922 
 = B / W

NON ADJUSTABLE

        

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM



INTERIOR CEILING RECESSED

INT 67deltalight.comOTHER CRI OR KELVIN ON REQUEST

 67 x 60 /  min.5

CRI > 80 MINI REO

3000
K LED [B] 3,3W /  / 1050mA

LENS
SP
10°

415 112 831 
 = B / MMAT / W

2700
K LED [B] 3,3W /  / 1050mA

LENS
SP
10°

415 112 821 
 = B / MMAT / W

NON ADJUSTABLE

      IP20    

OPTIONS
LED POWER SUPPLY 1050mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

 76 x 70 /  min.5

MINI REO OK1

LED [B] 3,3W /  / 1050mA

415 212 831 
 = B / W

LED [B] 3,3W /  / 1050mA

415 212 821 
 = B / W

ADJUSTABLE 0°- 20° / 350° 

      IP20    

OPTIONS
LED POWER SUPPLY 1050mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

 67 x 70 /  min.5

MINI REO OK

LED [B] 3,3W /  / 1050mA

415 222 831 
 = B / W

LED [B] 3,3W /  / 1050mA

415 222 821 
 = B / W

ADJUSTABLE 0°- 20° 

      IP20

OPTIONS
LED POWER SUPPLY 1050mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 80

3000
K LED [C] 6W /  / 500mA

LENS
FL
20°

415 112 832 
 = B / MMAT / W

2700
K LED [C] 6W /  / 500mA

LENS
FL
20°

415 112 822 
 = B / MMAT / W

NON ADJUSTABLE

      IP20

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [C] 6W /  / 500mA

415 212 832 
 = B / W

LED [C] 6W /  / 500mA

415 212 822 
 = B / W

ADJUSTABLE 0°- 20° / 350° 

      IP20

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [C] 6W /  / 500mA

415 222 832 
 = B / W

LED [C] 6W /  / 500mA

415 222 822 
 = B / W

ADJUSTABLE 0°- 20° 

      IP20

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90

3000
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 111 933 
 = B / MMAT / W

2700
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 111 923 
 = B / MMAT / W

NON ADJUSTABLE

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [D] 6,4W /  / 350mA

415 211 933 
 = B / W

LED [D] 6,4W /  / 350mA

415 211 923 
 = B / W

ADJUSTABLE 0°- 20° / 350° 

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [D] 6,4W /  / 350mA

415 221 933 
 = B / W

LED [D] 6,4W /  / 350mA

415 221 923 
 = B / W

ADJUSTABLE 0°- 20° 

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

0°-20° 0°-20°

68

Ø82
0°-20°

MINI REO

0-20°

70

Ø86

350°

0-20°

57

Ø75

CTRL
DELTA

R
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NADIA CORNELISSEN / ACES OF SPACE



INT 72

PLASTERKIT 170  230 x 230  100 x 220
207 01 170

OPTIONSFULL INFO TECHNICAL CHAPTER

Fixation S1 Fixation S2

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

REO SOFT W

PLASTERKIT 101  205 x 205  80 x 180
202 11 19

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 73deltalight.comOTHER CRI OR KELVIN ON REQUEST

 76 x 55 /  max.22  76 x 55

CRI > 90 REO S1 REO S2

4000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 26 811 942 
 = B / C / MMAT / W

202 262 811 942 
 = B / MMAT / W

REFL
WFL
50°

202 26 811 943 
 = B / C / MMAT / W

202 262 811 943 
 = B / MMAT / W

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 26 811 932 
 = B / C / MMAT / W

202 262 811 932 
 = B / MMAT / W

REFL
WFL
50°

202 26 811 933 
 = B / C / MMAT / W

202 262 811 933 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 26 811 922 
 = B / C / MMAT / W

202 262 811 922 
 = B / MMAT / W

REFL
WFL
50°

202 26 811 923 
 = B / C / MMAT / W

202 262 811 923 
 = B / MMAT / W

NON ADJUSTABLE

        

OPTIONS
PLASTERKIT 101 (ONLY FOR S1)
LED POWER SUPPLY 350-500mA-DC / DIM

 98 x 65 /  max.30  98 x 65

REO OK S1 REO OK S2

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

202 37 811 942 
 = A / B / W

202 372 811 942 
 = A / B / W

202 37 811 943 
 = A / B / W

202 372 811 943 
 = A / B / W

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

202 37 811 932 
 = A / B / W

202 372 811 932 
 = A / B / W

202 37 811 933 
 = A / B / W

202 372 811 933 
 = A / B / W

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

202 37 811 922 
 = A / B / W

202 372 811 922 
 = A / B / W

202 37 811 923 
 = A / B / W

202 372 811 923 
 = A / B / W

ADJUSTABLE 0°- 30° / 350°

           

OPTIONS
PLASTERKIT 170 (ONLY FOR S1)
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 REO SOFT S1 REO SOFT S2

2700
1800

K  
LED 10W / 565lm / 650mA LED 10W / 565lm / 650mA

REFL
WFL
40°

202 26 1902 
 = B / C / MMAT / W

202 262 1902 
 = B / MMAT / W

NON ADJUSTABLE

        

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 101 (ONLY FOR S1)

REO OK SOFT S1 REO OK SOFT S2

LED 10W / 565lm / 650mA LED 10W / 565lm / 650mA

202 37 1902 
 = A / B / W

202 372 1902 
 = A / B / W

ADJUSTABLE 0°- 30° / 350°

           

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 170 (ONLY FOR S1)

REO

57

2

Ø104

350°

30°

57

2

Ø104

350°

30°

S1 S2

56

Ø82

3
56

Ø82

3

S1 S2

NEW
COLOUR

B
NEW

COLOUR
B

CTRL
DELTA

R
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INTERIOR CEILING RECESSED

INT 75deltalight.comOTHER CRI OR KELVIN ON REQUEST

 98 x 70 /  max.30  190 x 98 x 70 /  max.30

CRI > 90 REO S OK S1 REO 2 S OK S1

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 38 811 932  
 = A / W

202 38 812 932 
 = A / W

REFL
WFL
50°

202 38 811 933 
 = A / W

202 38 812 933 
 = A / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 38 811 922  
 = A / W

202 38 812 922 
 = A / W

REFL
WFL
50°

202 38 811 923 
 = A / W

202 38 812 923 
 = A / W

ADJUSTABLE 0°- 30° / 350°

           

OPTIONS
PLASTERKIT 170
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 30° / 350°

           

OPTIONS
2 x LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 REO S OK SOFT S1 REO 2 S OK SOFT S1

2700
1800

K  
LED 10W / 565lm / 650mA 2 x LED 10W / 565lm / 650mA

REFL
WFL
40°

202 38 1902 
 = A / W

202 38 2902 
 = A / W

ADJUSTABLE 0°- 30° / 350°

          

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 170

ADJUSTABLE 0°- 30° / 350°

           

REQUIREMENTS
2 x LED POWER SUPPLY 650mA-DC DIM

REO S OK

57

104 104

4

350°

30°

57

196

104

4

350°

30°

OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 170  230 x 230  100 x 220
207 01 170

Fixation S1

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R



INT 76

GRAND REO
TRIMLESS

OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 185  200 x 200  133-180

207 01 185

PLASTERKIT 193  230 x 230  161 - 220
207 01 193

ACCESSORIES

GLASS SBL 78 Ø78
201 02 05

HONEYCOMB 78 Ø78  
201 02 01
      B

SOFTENING LENS 78 Ø78
201 02 04

FULL INFO TECHNICAL CHAPTER

GRAND REO W-W +  GLASS SBL 78

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

Fixation S1 Fixation S2

GRAND REO OK W-W +  HONEYCOMB 78

 ØKIT x 130

CRI > 90 GRAND REO TRIMLESS

3000
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 395 21 932 

REFL
FL
35°

202 395 21 933 

2700
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 395 21 922  

REFL
FL
35°

202 395 21 923  

NON ADJUSTABLE

      IP20

REQUIREMENTS 
MOUNTING KIT GRAND REO TRIMLESS
GRAND REO TR TUBE

OPTIONS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

110

Ø102

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

GRAND REO TR TUBE Ø102 x 36
202 03 00
      B / MMAT / W

 

MOUNTING KIT 
GRAND REO TRIMLESS

 185 x 130 x 30

133 x 130       12 or 16

202 39 60

CTRL
DELTA

R



INTERIOR CEILING RECESSED

INT 77deltalight.comOTHER CRI OR KELVIN ON REQUEST

 102 x 120 /  max.22  102 x 120 

CRI > 90 GRAND REO S1 GRAND REO S2

3000
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LENS
FL
20°

202 391 21 932 
 = B-B / W-B / W-W

202 392 21 932 
 = B-B / W-B / W-W

REFL
FL
35°

202 391 21 933 
 = B-B / W-B / W-W

202 392 21 933 
 = B-B / W-B / W-W

2700
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LENS
FL
20°

202 391 21 922 
 = B-B / W-B / W-W

202 392 21 922 
 = B-B / W-B / W-W

REFL
FL
35°

202 391 21 923 
 = B-B / W-B / W-W

202 392 21 923 
 = B-B / W-B / W-W

NON ADJUSTABLE

          

OPTIONS
PLASTERKIT 193
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

 121 x 132 /  max.22  121 x 132

GRAND REO OK S1 GRAND REO OK S2

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

202 393 21 932 
 = B-B / W-B / W-W

202 394 21 932 
 = B-B / W-B / W-W

202 393 21 933 
 = B-B / W-B / W-W

202 394 21 933 
 = B-B / W-B / W-W

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

202 393 21 922 
 = B-B / W-B / W-W

202 394 21 922 
 = B-B / W-B / W-W

202 393 21 923 
 = B-B / W-B / W-W

202 394 21 923 
 = B-B / W-B / W-W

ADJUSTABLE 0°-20° / 350°

          

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

GRAND REO

110

Ø120

110

Ø120

S1 S2

120

Ø132

350°

20°

120

Ø132

350°

20°

S1 S2

CTRL
DELTA

R



INT 78

OPTIONSFULL INFO TECHNICAL CHAPTER

ACCESSORIES

HONEYCOMB 111 Ø111  
201 06 01
      B

SOFTENING LENS 111 Ø111
201 06 04

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

REFLECTOR 111/H67 SP14° 
414 97 14 

REFLECTOR 111/H70 SP12° 
414 96 12 

REFLECTOR 111/H67 FL28° 
414 97 28

REFLECTOR 111/H70 FL24° 
414 96 24

REFLECTOR 111/H67 WFL40° 
414 97 40

REFLECTOR 111/H70 WFL40° 
414 96 40

REFL
SP
14°

REFL
SP
12°

REFL
FL
28°

REFL
FL
24°

REFL
WFL
40°

REFL
WFL
40°

LED POWER SUPPLY 165 x 43 x 30 Ø53700mA-DC / 30W
300 90 138
120-240V / 50-60Hz IP20

LED POWER SUPPLY 220 x 85 x 31
700mA-DC / 35W DIM4
300 90 139
220-240V / 50-60Hz

LED POWER SUPPLY 210 x 43 x 30
1050mA-DC / 45W DIM4
300 90 140
220-240V / 50-60Hz

LED POWER SUPPLY 190 x 43 x 30
1050mA-DC / 47W
300 90 141
220-240V / 50-60Hz

IP20

IP20

IP20

Ø53

Ø53

Ø89

DIM4: DIMMING BY DALI / PUSH BUTTON / DSI

APPLICATION

GOLD BAKERIES, YELLOW/RED  JEWELRY

FRESH MEAT MARBLED MEAT (MEAT WITH SOME FAT), CHARCUTERIE, YELLOW CHEESE, WHITE CHEESE

MEAT RED MEAT

ART FRUITS AND VEGETABLES, ART GALLERIES, TOY STORES, CAR DEALERS

FASHION
CLOTHES, FABRICS, CARPETS, FLOOR TILES, COATINGS, 
WHITE- GOLD/SILVER JEWELRY, SPECTACLES STORE

The visual perception of 
an object is influenced by 
both the colour reflectance 
of the object and the light 
that illuminates the object.
Delta Light® already offers 
high CRI (Colour Rendering 
Index) solutions to get a 
true colour representation, 
but CRI only applies for light 
sources with an emission 
spectra on or close to the 
Planckian curve (Black Body 
Locus). 
In some particular 
applications, objects are 
more truly perceived with 
light sources moving away 
from this curve, as shown in 
the figure. To give your art, 
clothing, meat or cheese 
a vivid look, take a look in 
the table and choose the 
appropriate Grand Reo XL 
solution from the table 
below.

0

0.1

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

0.2

0.3

0.4

0.5

0.6

0.7

0.9

X

0.8

Y

Planckian Curve

Fresh Meat

Meat+

Gold+
2,400 K

FASHION

ART



INTERIOR CEILING RECESSED

INT 79deltalight.comOTHER CRI OR KELVIN ON REQUEST

 156 x 165 /  max.22

CRI > 90 GRAND REO XL OK

3000
K

LED [K] 37,2W /  / 1050mA
LED [K] 43,1W /  / 1200mA1

LED [K] 51,1W /  / 1400mA1

202 396 301 93 
 = W-B

ADJUSTABLE 0°-30° / 350°

          

REQUIREMENTS
REFLECTOR 111/H67 SP14°
or
REFLECTOR 111/H67 FL28°
or
REFLECTOR 111/H67 WFL40°

OPTIONS
LED POWER SUPPLY 1050-1400mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS

 156 x 165 /  max.22

GRAND REO XL OK - GOLD

2400
K

LED 24,1W / 1999lm / 700mA2

LED 37,8W / 2856lm / 1050mA3

202 396 41 
 = W-B

GRAND REO XL OK - FRESH MEAT

LED 24,1W / 1824lm / 700mA2

LED 37,8W / 2606lm / 1050mA3

202 396 42 
 = W-B

GRAND REO XL OK - MEAT

LED 24,1W / 1940lm / 700mA2

LED 37,8W / 2771lm / 1050mA3

202 396 43 
 = W-B

GRAND REO XL OK - ART

3000
K

LED 24,1W / 2722lm / 700mA2

LED 37,8W / 3889lm / 1050mA3

202 396 44 
 = W-B

CRI > 90 GRAND REO XL OK - FASHION

3000
K

LED 24,1W / 2848lm / 700mA2

LED 37,8W / 4069lm / 1050mA3

202 396 45 
 = W-B

ADJUSTABLE 0°-20° / 350°

          

REQUIREMENTS
REFLECTOR 111/H70 SP12°
or
REFLECTOR 111/H70 FL24°
or
REFLECTOR 111/H70 WFL40°
+
LED POWER SUPPLY 700-1050mA-DC / DIM

GRAND REO XL OK

0-30°

163

Ø115

Ø168

350°

CTRL
DELTA

R

1 RECESSED VOLUME 370 x 370 x 165

2 RECESSED VOLUME 240 x 240 x 165
3 RECESSED VOLUME 450 x 450 x 165
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INTERIEUR MADDENS
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DIRO
OVERVIEW
Diro can be very discreet, hiding in the ceiling - 
like Mini Diro – or it can be very present, giving that 
extra touch to a room – like Diro ST - with a golden 
finish. But one thing all members of the Diro family 
have in common, is that the light source is deeply 
recessed into the luminaire, resulting in a high level 
of visual comfort.
This range has LED or halogen solutions, with 
or without trim, in single or double versions, with 
different colour finishes. Moreover, the IP44 rating on 
some Diro luminaires means that they can be used 
even in bathrooms or other damp indoor locations.

 
MINI
DIRO
R / S

 
MINI
DIRO

TRIMLESS

 
DIRO

TRIMLESS

DIRO
GT

DIRO
SBL S

DIRO
SBL M

DIRO
SBL L

 
DIRO

TRIMLESS OK

 
DIRO

ST OK

 
DIRO
OK

 
DIRO

DUO ST OK

 
DIRO
130



INTERIOR CEILING RECESSED

INT 83deltalight.com

LAMP PAG

Ø67 - INT 85

Ø67 - INT 85
EXT 754

Ø122 - INT 88

Ø105 QR-C51 INT 89

Ø122 INT 88

Ø76
QR-C51

INT 89

Ø76
QR-C51
QPAR51

INT 93
EXT 755

153 x 75 INT 91

Ø76 - QR-C51 INT 93

Ø76 -

QR-C51

INT 95
EXT 755

Ø121 - INT 97

Ø156 - INT 97

Ø208 - INT 97

MINI DIRO
TRIMLESS

MINI DIRO R / S

DIRO TRIMLESS

DIRO TRIMLESS OK

DIRO ST OK

DIRO OK

DIRO DUO

DIRO 130

DIRO GT

DIRO SBL



ARCHITECTES ANONYMES



INTERIOR CEILING RECESSED

INT 85deltalight.comOTHER CRI OR KELVIN ON REQUEST

65

Ø100

Ø25

MINI DIROOPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 67 x 70 /   max.25

CRI > 80 MINI DIRO TRIMLESS

3000
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
FL
20°

415 332 832

2700
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
FL
20°

415 332 822

NON ADJUSTABLE

      IP20

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 80 MINI DIRO R IP

3000
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
FL
20°

415 143 831 
 = B / W

2700
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
FL
20°

415 143 821 
 = B / W

NON ADJUSTABLE

      IP44 

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

 67 x 70 /  min.5

MINI DIRO R

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

415 132 832 
 = B / W

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

415 132 822 
 = B / W

NON ADJUSTABLE

      IP20

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

 67 x 70 /  min.5

MINI DIRO S

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

415 142 832 
 = B / W

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

415 142 822 
 = B / W

NON ADJUSTABLE

      IP20

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

66

7575

66

Ø75

CTRL
DELTA

R



PETYA DEMIREVA





INT 88

PLASTERKIT 101  205 x 205  80 x 180
202 11 19

OPTIONSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

ANTI GLARE TUBE 
201 34 00 

 = B / W
max. 20W

Ø52 x 63

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

84

Ø81

 ØKIT x 95  ØKIT x 105

CRI > 90 DIRO TRIMLESS LED DIRO TRIMLESS OK LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 144 811 932 
 = B / MMAT / W

202 145 811 932 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 144 811 922 
 = B / MMAT / W

202 145 811 922 
 = B / MMAT / W

NON ADJUSTABLE

          

REQUIREMENTS 
MOUNTING KIT R82 TRIMLESS O.F.A.

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°-30° / 355°

      IP20   

REQUIREMENTS 
MOUNTING KIT R82 TRIMLESS O.F.A.

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 DIRO TRIMLESS LED SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 144 1902 
 = B / MMAT / W

NON ADJUSTABLE

        

REQUIREMENTS 
MOUNTING KIT R82 TRIMLESS O.F.A.
LED POWER SUPPLY 650mA-DC DIM

43

168

Ø82

44

Ø82

170

170

MOUNTING KIT R82 TRIMLESS
202 11 82

 105 x 135      max. 22

  

MOUNTING KIT R82 TRIMLESS O.F.A.
202 11 82 OFA

 122

  

CONCRETE PACK TMK R82
207 02 9123 TMK

  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

133

Ø175

235
85

226 226

70 Ø85

Fixation S1

DIRO TRIMLESS LED + MOUNTING KIT R82 TRIMLESS OFA IN CONCRETE

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

98

Ø81
0-30°

355°

CRI > 90 DIRO TRIMLESS LED IP

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 146 811 932 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 146 811 922 
 = B / MMAT / W

NON ADJUSTABLE

      IP44  

REQUIREMENTS 
MOUNTING KIT R82 TRIMLESS O.F.A.

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

NEW
COLOUR

B

NEW
COLOUR

B

CTRL
DELTA

R



INTERIOR CEILING RECESSED

INT 89deltalight.comOTHER CRI OR KELVIN ON REQUEST

132     

Ø81

20°

 ØKIT x 135

DIRO TRIMLESS OK

 
1 x QR-C51 max.50W

202 14 90 
 = A / B / W

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

REQUIREMENTS 
MOUNTING KIT R82 TRIMLESS
or
CONCRETE PACK TMK R82
OPTIONS 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES
ANTI GLARE TUBE

121

Ø81

20°

100

Ø82

350°

0-20°

DIRO TRIMLESS DIRO ST OK

 76 x 115 /  min.5

CRI > 90 DIRO ST OK LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 292 811 932 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 292 811 922 
 = B / MMAT / W

ADJUSTABLE 0°-20° / 350°

      

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

 76 x 100 /  max.22

DIRO ST OK

 
1 x QR-C51 max.50W

202 14 61 
 = B / MMAT / W

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 101

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

NEW
COLOUR

B

CTRL
DELTA

R



INT 90



INTERIOR CEILING RECESSED

INT 91deltalight.comOTHER CRI OR KELVIN ON REQUEST

PLASTERKIT 104  219 x 225  160 x 190
202 14 29

OPTIONSFULL INFO TECHNICAL CHAPTER DIRO DUO ST

0°-20°0°-20°

350° 350°

100

160
82

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 153 x 75 x 110 /  max.22

CRI > 90 DIRO DUO ST OK LED

3000
K

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 292 812 932 
 = MMAT / W

2700
K

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 292 812 922 
 = MMAT / W

2 x ADJUSTABLE 0°-20° / 350°

       

OPTIONS 
PLASTERKIT 104 
LED POWER SUPPLY 350-500mA-DC / DIM

CTRL
DELTA

R



INT 92

PLASTERKIT 101  205 x 205  80 x 180
202 11 19

ANTI GLARE TUBE 
201 34 00 

 = B / W
max. 20W

Ø52 x 63

ACCESSORIESFULL INFO TECHNICAL CHAPTER

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

Fixation S1 Fixation S2



INTERIOR CEILING RECESSED

INT 93deltalight.com

110

3

Ø85

20°

Ø85

33

20° 20°

Ø85

138123

DIRO 130

121

Ø81

30°
S1 S2

 76 x 100 /   max.22  76 x 100

DIRO OK S1 DIRO OK S2

 1 x QR-C51 max.50W  1 x QR-C51 max.50W

202 14 11 
 = W-W

202 14 12 
 = W-W

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 101 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

DIRO OK Hi S2

 1 x QPAR51 max.35W

202 14 1210 
 = ALU-ALU / W-W

ADJUSTABLE 0°- 20°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

DIRO OK

 76 x 125 /  max.25

DIRO 130 S1

 1 x QR-C51 max.35W

202 14 80 
 = W

NON ADJUSTABLE 30°
GX5.3 / 12V

      IP20   0,5     

OPTIONS
PLASTERKIT 101 

 SOLUTION - PAG TEC 8
TRANSFO

CTRL
DELTA

R
CTRL

DELTA
R



INT 94

STUDIO YO DEZEEN



INTERIOR CEILING RECESSED

INT 95deltalight.comOTHER CRI OR KELVIN ON REQUEST

132

3

Ø85

OPTIONSFULL INFO TECHNICAL CHAPTER

86

3

Ø85

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

 76 x 90 /  min.5

CRI > 90 DIRO GT LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 342 811 932 
 = A / B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 342 811 922 
 = A / B / W

NON ADJUSTABLE

           

OPTIONS 
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 DIRO GT LED SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 342 1902 
 = A / B / W

NON ADJUSTABLE

        

REQUIREMENTS 
LED POWER SUPPLY 650mA-DC DIM

DIRO GT

 76 x 115 /  min.5

DIRO GT

 
1 x QR-C51 max.50W

202 34 12 
 = W

NON ADJUSTABLE
GX5.3 / 12V

          0,5       

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO 

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

NEW
COLOUR

B

NEW
COLOUR

B

CTRL
DELTA

R



INT 96

PYRAMID GROUP



INTERIOR CEILING RECESSED

INT 97deltalight.com

63

Ø130

63

Ø163

63

Ø218

 121 x 65 /  max.25  156 x 70 /  max.25  208 x 70 /  max.25

CRI > 80 DIRO SBL S DIRO SBL M DIRO SBL L

3000
K LED CLUSTER 5,9W / 882lm / 350mA LED CLUSTER 9,8W / 1500lm / 350mA LED CLUSTER 17,5W / 2635lm / 1050mA

202 295 83 
 = W

202 296 83 
 = W

202 297 83 
 = W

NON ADJUSTABLE
220-240V / 50-60Hz

       

NON ADJUSTABLE
220-240V / 50-60Hz

      

NON ADJUSTABLE
220-240V / 50-60Hz

      

DIRO SBL

DIRO SBL L W



INT 98



INT 99deltalight.com



INT 100

INTERIEURBURO VANDECANDELAERE





PINKEYE DESIGN 



INT 103deltalight.com

NADIA CORNELISSEN / ACES OF SPACE



INT 104

ABC PROJECTS / ANJA VERROEYE



INTERIOR CEILING RECESSED

INT 105deltalight.com

Ø95 Ø95

5 5

145 145

Ø95

5

145

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

S1 S2

Fixation S1 Fixation S2

 82 x 100

C-MAX Hi S1 C-MAX Hi S2

 
1 x QPAR51 max.50W

 
1 x QPAR51 max.50W

202 23 25 
 = A / ALU / W (max.35W)

202 23 35 
 = A / ALU / W (max.35W)

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

        0,5    

OPTIONS 
 SOLUTION - PAG TEC 8

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

        0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

 82 x 100 /  max.35   

C-MAX S1

 
1 x QR-C51 max.50W

202 23 05 
 = A / ALU / W

NON ADJUSTABLE
GX5.3 / 12V

          0,5   

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO

C-MAX
CTRL

DELTA
R



INT 106

B2AI



INTERIOR CEILING RECESSED

INT 107deltalight.comOTHER CRI OR KELVIN ON REQUEST

MICRO
DEEP RINGO

2

Ø44

70

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 38 x 80 /  max.35

CRI > 80 MICRO DEEP RINGO S1

3000
K

LED [A] 1,1W /  / 350mA
LED [A] 1,6W /  / 500mA

LENS
SP
10°

302 22 831 
 = A / W

NON ADJUSTABLE

      IP20

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

S1

CTRL
DELTA

R



INT 108



INTERIOR CEILING RECESSED

INT 109deltalight.comOTHER CRI OR KELVIN ON REQUEST

59

Ø59

57

155 155

MOUNTING KIT R60 TRIMLESS O.F.A.
415 91 60 

 92     max.25

    

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = B / MMAT / W

TUBE SBL 
415 32 05 

 = W
INCL.GLASS SBL

TUBE SL 
415 32 04 

 = W
INCL.SOFTENING LENS

53

Ø60

51

Ø60

51

Ø60

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

MINI DEEP RINGO TRIMLESS + MOUNTING KIT R60 TRIMLESS OFA IN CONCRETE

MINI DEEP RINGO TRIMLESS + TUBE SL W

MOUNTING KIT R60 TRIMLESS O.F.A. + 
MINI DEEP RINGO TRIMLESS + 
TUBE SBL

MINI DEEP RINGO TRIMLESS + 
TUBE SBL W

MINI DEEP RINGO TRIMLESS B + SPY TUBE B

 ØKIT x 100

CRI > 80 MINI DEEP RINGO TRIMLESS

3000
K LED [B] 3,3W /  / 1050mA

LENS
SP
10°

415 312 831 
 = B 

2700
K LED [B] 3,3W /  / 1050mA

LENS
SP
10°

415 312 821 
 = B 

NON ADJUSTABLE 

      IP20  

REQUIREMENTS 
MOUNTING KIT R60 TRIMLESS O.F.A. 
SPY TUBE or TUBE SBL or TUBE SL

OPTIONS
LED POWER SUPPLY 1050mA-DC / DIM   

CRI > 80

3000
K LED [C] 6W /  / 500mA

LENS
FL
20°

415 312 832 
 = B

2700
K LED [C] 6W /  / 500mA

LENS
FL
20°

415 312 822 
 = B

NON ADJUSTABLE 

      IP20  

REQUIREMENTS 
MOUNTING KIT R60 TRIMLESS O.F.A. 
SPY TUBE or TUBE SBL or TUBE SL

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM

CRI > 90

3000
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 311 933 
 = B

2700
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 311 923 
 = B

NON ADJUSTABLE 

      IP20  

REQUIREMENTS 
MOUNTING KIT R60 TRIMLESS O.F.A. 
SPY TUBE or TUBE SBL or TUBE SL

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

MINI DEEP RINGO

86

Ø73

 67 x 90 /  min.5

MINI DEEP RINGO

LED [B] 3,3W /  / 1050mA

415 122 831 
 = B / MMAT / W

LED [B] 3,3W /  / 1050mA

415 122 821 
 = B / MMAT / W

NON ADJUSTABLE 

      IP20  

OPTIONS
LED POWER SUPPLY 1050mA-DC / DIM      

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [C] 6W /  / 500mA

415 122 832 
 = B / MMAT / W

LED [C] 6W /  / 500mA

415 122 822 
 = B / MMAT / W

NON ADJUSTABLE 

      IP20  

OPTIONS
LED POWER SUPPLY 500mA-DC / DIM      

ACCESSORIES
HONEYCOMB / LENS / GLASS

LED [D] 6,4W /  / 350mA

415 121 933 
 = B / MMAT / W

LED [D] 6,4W /  / 350mA

415 121 923 
 = B / MMAT / W

NON ADJUSTABLE 

      IP20  

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM      

ACCESSORIES
HONEYCOMB / LENS / GLASS

ACCESSORIESFULL INFO TECHNICAL CHAPTER

MINI REO HONEYCOMB Ø37 / H6 
415 03 01
      B / W

MINI REO SOFTENING LENS Ø37 / H6 
415 03 04
      B / W 

MINI REO GLASS SBL Ø37 / H6 
415 03 05
      B / W 

CTRL
DELTA

R



GOVAERT & VANHOUTTE ARCHITECTS





INT 112

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

PLASTERKIT 101  205 x 205  80 x 180
202 11 19

Fixation S1

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

WWW.SAAI.CO DEEP RINGO Hi S1 B + LED SOLUTION



INTERIOR CEILING RECESSED

INT 113deltalight.comOTHER CRI OR KELVIN ON REQUEST

DEEP RINGO

 76 x 90 /  min.5

CRI > 90 DEEP RINGO LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 272 811 932 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 272 811 922 
 = B / MMAT / W

NON ADJUSTABLE

        

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 DEEP RINGO LED IP

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 273 811 932 
 = B / MMAT / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 273 811 922 
 = B / MMAT / W

NON ADJUSTABLE

      20   

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

 76 x 105 /  max.15  76 x 105    

DEEP RINGO Hi S1 DEEP RINGO Hi S2

 QPAR51 max.35W  QPAR51 max.35W

202 11 26 
 = B / W

202 01 26 
 = B / W

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
PLASTERKIT 101 

 SOLUTION - PAG TEC 8

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

DEEP RINGO Hi IP S2

 QPAR51 max.35W

202 014 26 
 = B / W

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      20   0,5     

Ø81

86

2

 76 x 100 /  max.15

DEEP RINGO S1

 QR-C51 max.50W

202 11 16 
 = ALU / B / C / W

NON ADJUSTABLE
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 101 

 SOLUTION - PAG TEC 8
TRANSFO

Ø82

100

CRI > 90 DEEP RINGO LED SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 272 1902 
 = B / MMAT / W 

NON ADJUSTABLE

        

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

125

Ø82

S2S1

CTRL
DELTA

R





INTERIOR CEILING RECESSED

INT 115deltalight.comOTHER CRI OR KELVIN ON REQUEST

DEEP RINGO S LED S1 B

79

7979

2

79

7979

2

DEEP RINGO S LED

PLASTERKIT 161  200 x 200  175 x 175
207 01 161

CONCRETE BOX 161  202 x 202 x 186 207 x 207
270 11 161

OPTIONSFULL INFO TECHNICAL CHAPTER

S1 S2

Fixation S1 Fixation S2

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

MOUNTING KIT 75  117 x 117 x 22  Ø121
202 00 75

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

CONCRETE PACK S75  250 x 220 x 150 -
207 02 9071

CONCRETE PACK C S75 310 x 250 x 150 -
207 02 9071 C

CONCRETE PACK T S75  450 x 250 x 150 -
207 02 9071 T

EXPOSED CONCRETE
PACK S75

 250 x 200 x 150 -

207 02 9093

EXPOSED CONCRETE
PACK C S75

 310 x 250 x 150 -

207 02 9093 C

EXPOSED CONCRETE
PACK T S75

 450 x 250 x 150 -

207 02 9093 T

 75 x 75 x 90 /  max.25  75 x 75 x 90

CRI > 90 DEEP RINGO S LED S1 DEEP RINGO S LED S2

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 28 811 932 
 = B / W / MMAT

202 282 811 932 
 = B / W / MMAT

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 28 811 922 
 = B / W / MMAT

202 282 811 922 
 = B / W / MMAT

NON ADJUSTABLE

           

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75
CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)
EXPOSED CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 DEEP RINGO S LED SOFT S1 DEEP RINGO S LED SOFT S2

2700
1800

K  
LED 10W / 565lm / 650mA LED 10W / 565lm / 650mA

REFL
WFL
40°

202 28 1902 
 = B / W / MMAT

202 282 1902 
 = B / W / MMAT

NON ADJUSTABLE

             

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75
CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)
EXPOSED CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R



DE CORT & DERVICHIAN / GHELAMCO



INT 117deltalight.com

WWW.SAAI.CO



INT 118

Ø80
Ø80

69 69 S2

RINGO

 70 x 70

RINGO S2

 QR-C51 max.50W

 QR-CBC51 max.35W

202 01 13 
 = ALU / W

NON ADJUSTABLE
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO

ACCESSORIES 
TUBE R

RINGO Hi S2

 1 x QPAR51 max.50W

202 01 1310 
 = ALU / W (max. 35W)

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

= B 

Ø50 / Ø52 x 18TUBE R
202 02 08

= B 

Ø50 / Ø52 x 27TUBE C
202 02 05

OPTIONSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

RINGO S2 ALI + TUBE R Fixation S2

55

Ø74

2

 67 x 60 /  min.5

CRI > 90 RINGO LED

3000
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 223 933 
 = W / B

2700
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 223 923 
 = W / B

NON ADJUSTABLE

      IP43 

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

ACCESSORIES 
MINI REO HONEYCOMB / LENS / GLASS

MINI REO HONEYCOMB Ø37 / H6 
415 03 01
      B / W

MINI REO SOFTENING LENS Ø37 / H6 
415 03 04
      B / W 

MINI REO GLASS SBL Ø37 / H6 
415 03 05
      B / W 

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

CRI > 90 RINGO LED IP

3000
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 225 933 
 = W / B

2700
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 225 923 
 = W / B

NON ADJUSTABLE

      IP44      

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

ACCESSORIES 
MINI REO HONEYCOMB / LENS / GLASS

RINGO HI S2 W + LED SOLUTION

CTRL
DELTA

R



INTERIOR CEILING RECESSED

INT 119deltalight.comOTHER CRI OR KELVIN ON REQUEST

CIRCLE

Ø89

69

Ø89

69

350°

30°

350°

30°

S2

 82 x 70

CIRCLE S2

 QR-C51 max.50W

 QR-CBC51 max.35W

202 01 10 
 = A / ALU / W

ADJUSTABLE 0°- 30° / 350°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO

ACCESSORIES 
TUBE C

 82 x 70

CIRCLE S S2

 QR-C51 max.50W

 QR-CBC51 max.35W

202 01 40 
 = ALU / W

ADJUSTABLE 0°- 30° / 350°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

TRANSFO

ACCESSORIES
TUBE C

CIRCLE Hi S2

 1 x QPAR51 max.50W

202 01 1010 
 = A / ALU / W (max. 35W)

ADJUSTABLE 0°- 30° / 350°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

CIRCLE S Hi S2

 1 x QPAR51 max.50W

202 01 4010 
 = ALU / W (max. 35W)

ADJUSTABLE 0°- 30° / 350°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
 SOLUTION - PAG TEC 8

90 90

70

70

2

2

90 90

350°

30°

350°

30°

S2

55

2

Ø80

0 - 20°

 70 x 65 /  min.5mm

CRI > 90 CIRCLE LED

3000
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 224 933 
 = W / B

2700
K LED [D] 6,4W /  / 350mA

REFL
WFL
40°

415 224 923 
 = W / B

ADJUSTABLE 0-20° 

      IP23     

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

ACCESSORIES 
MINI REO HONEYCOMB
MINI REO SOFT CEILING LENS
MINI REO GLASS SBL

CTRL
DELTA

R





INT 121deltalight.com



INT 122



INTERIOR CEILING RECESSED

INT 123deltalight.com

140

59

Ø60

TWENTY-7
TRIMLESS

57

155 155

MOUNTING KIT R60 TRIMLESS O.F.A.
415 91 60 

 92  

    

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = MMAT / W
53

Ø60

OPTIONS

 ØKIT x 100   

TWENTY-7 TRIMLESS

 1 x A60 max.20W

415 35 00

NON ADJUSTABLE
INCL.1 x SPY TUBE B
E27Ls / 100-240V / 50-60Hz

      IP20    

REQUIREMENTS 
MOUNTING KIT R60 TRIMLESS O.F.A. 

OPTIONS 
 SOLUTION - PAG TEC 8

SPY TUBE MMAT / W

CTRL
DELTA

R



YOU-TURN
OVERVIEW
You-Turn is a pioneering lighting system that allows 
comprehensive illumination alternatives, in combination 
with timeless design and outstanding comfort of use and 
installation. As the name of the fixture indicates, the user 
is free to turn and play with it whenever and however 
needed. 
Starting as a closed downlighter, the body of the 
You-Turn can be tilted in a 90° angle, and rotated no 
less than 350°, establishing a customised dialogue with 
its environment. The agility of the lamp disc is combined 
with a gracious silhouette of the upper body. While the 
rotating disc ensures maximum flexibility, the upper 
body remains in line, resulting in a uniform and elegant 
appearance.

 
YOU-TURN

QR

 
YOU-TURN

20 / OPTO 20

 
YOU-TURN

ON / ON QR

 
YOU-TURN

ON 30

 
YOU-TURN

ON ADM / ON 
OPTO ADM

 
YOU-TURN

ON 30 ADM / ON 
OPTO 30 ADM

t PAG INT 545

PAG INT 249



INTERIOR CEILING RECESSED

INT 125deltalight.com

LAMP PAG

Ø121 QR INT 127

Ø121 INT 127

Ø121 INT 127

YOU-TURN

YOU-TURN

YOU-TURN OPTO



INT 126

OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 185  200 x 200  133-180
207 01 185

ACCESSORIES

OPTO CLIP Ø102 / Ø83 / H22 
201 02 00
      B

HONEYCOMB 78 Ø78  
201 02 01
      B

SOFTENING LENS 78 Ø78
201 02 04

FULL INFO TECHNICAL CHAPTER

YOU-TURN OPTO + OPTO CLIP + SOFTENING LENS 78

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

 121 x 110 /  max.30  121 x 110 /  max.30  121 x 110 /  max.30

CRI > 90 YOU-TURN YOU-TURN 20 YOU-TURN OPTO 20

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
SP
15°

313 011 21 931 
 = W-B

REFL
FL
33°

313 01 811 932 
 = W-B

313 010 21 932 
 = W-B

313 011 21 932 
 = W-B

REFL
WFL
50°

313 01 811 933 
 = W-B

313 010 21 933 
 = W-B

REFL
WFL
55°

313 011 21 933 
 = W-B

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
SP
15°

313 011 21 921 
 = W-B

REFL
FL
33°

313 01 811 922 
 = W-B

313 010 21 922 
 = W-B

313 011 21 922 
 = W-B

REFL
WFL
50°

313 01 811 923 
 = W-B

313 010 21 923 
 = W-B

REFL
WFL
55°

313 011 21 923 
 = W-B

ADJUSTABLE 0°- 90° / 350°

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 90° / 350°

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 500-700mA-DC / DIM

ADJUSTABLE 0°- 90° / 350°
INCL.1 x EFT FILTER*

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
OPTO CLIP + HONEYCOMB 78
OPTO CLIP + SOFTENING LENS 78

CRI > 90 YOU-TURN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

313 01 1902 
 = W-B

ADJUSTABLE 0°- 90° / 350°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 185

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 127deltalight.comOTHER CRI OR KELVIN ON REQUEST

YOU-TURN

110

159

49

Ø127 350°

0-90°

Ø127

163

106

57

350°

0-90°

*EFT / EQUALISING FILTER TECHNOLOGY

	play.deltalight.com/youturn

 121 x 110 /  max.30  121 x 110 /  max.30  121 x 110 /  max.30

CRI > 90 YOU-TURN YOU-TURN 20 YOU-TURN OPTO 20

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
SP
15°

313 011 21 931 
 = W-B

REFL
FL
33°

313 01 811 932 
 = W-B

313 010 21 932 
 = W-B

313 011 21 932 
 = W-B

REFL
WFL
50°

313 01 811 933 
 = W-B

313 010 21 933 
 = W-B

REFL
WFL
55°

313 011 21 933 
 = W-B

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
SP
15°

313 011 21 921 
 = W-B

REFL
FL
33°

313 01 811 922 
 = W-B

313 010 21 922 
 = W-B

313 011 21 922 
 = W-B

REFL
WFL
50°

313 01 811 923 
 = W-B

313 010 21 923 
 = W-B

REFL
WFL
55°

313 011 21 923 
 = W-B

ADJUSTABLE 0°- 90° / 350°

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 90° / 350°

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 500-700mA-DC / DIM

ADJUSTABLE 0°- 90° / 350°
INCL.1 x EFT FILTER*

      IP20  

OPTIONS
PLASTERKIT 185
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
OPTO CLIP + HONEYCOMB 78
OPTO CLIP + SOFTENING LENS 78

CRI > 90 YOU-TURN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

313 01 1902 
 = W-B

ADJUSTABLE 0°- 90° / 350°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
PLASTERKIT 185

49

Ø127

159

110

350°

0-90°

 121 x 110 /  max.30

YOU-TURN 111

 1 x QR-LP111 max.75W

313 01 12 
 = W-B

ADJUSTABLE 0°- 90° / 350°
G53 / 12V

      IP20   1,0     

OPTIONS
PLASTERKIT 185 
TRANSFO

Ø127

163

106

70

350°

0-90°

CTRL
DELTA

R
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HENK PIJPAERT ENGINEERING



INT 130

KEUKENS FIERENS



INT 131deltalight.comOTHER CRI OR KELVIN ON REQUEST
IDEAL PROJECTS



SPY
OVERVIEW
Minimalism, functionality and versatility are the key 
terms to describe this extensive collection. The Spy was 
designed to meet multiple lighting requirements, an ideal 
solution for accent lighting in residential or commercial 
spaces. The range features low to high lumen packages, 
narrow to wide beam options, recessed to surface 
mounted and track applications, different colour finishes 
and combinations, and can be equipped with multiple 
light refining accessories. 

 
MINISPY
MIDISPY

SPY

  MAXISPY ADM
     MAXISPY 95 ADM

  SPY ADM

  MIDISPY ADL
     SPY ADL

 
MIDISPY CLIP

SPY CLIP
SPY CLIP HI

 
MIDISPY JAC

SPY JAC

 
MIDISPY ON

SPY ON
SPY HI

MAXISPY ON 
MAXISPY 95

 
MIDISPY ON

SPY ON

 
SPY C

 
MICROSPY C

 
SUPERLOOP SPY
FINNLINE MINISPY

STREAMLINER SPY
SPLIT-IT ON SPY

 
SPLITLINE MIDISPY

SPLITLINE SPY

t

p

p

PAG INT 517

PAG INT 295



INTERIOR CEILING RECESSED

INT 133deltalight.com

Ø
BODY

LAMP PAG

Ø28 INT 135 - - -

Ø45 INT 139 -

Ø62

INT 143

INT 143 -

Hi INT 147 - - -

MINISPY

TRIMLESS ST CLIP JAC

MIDISPY

SPY



INT 134

GRAND & JOHNSON



INTERIOR CEILING RECESSED

INT 135deltalight.comOTHER CRI OR KELVIN ON REQUEST

MINISPY

35

Ø52

Ø28

355°
0°- 45°

PATENTED EX-CENTRIC ROTATION SYSTEM®

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

	play.deltalight.com/ers

 46 x 40 /  max.25

CRI > 80 MINISPY

3000
K

LED [A] 1,1W /  / 350mA
LED [A] 1,6W /  / 500mA

LENS
SP
19°

414 13 839 
 = W-W

ADJUSTABLE 0-45° / 355°

      IP20

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CTRL
DELTA

R



INT 136



INTERIOR CEILING RECESSED

INT 137deltalight.comOTHER CRI OR KELVIN ON REQUEST

MINISPY II OKMINISPY II

0°-30°

355°

74

14-26

Ø74

Ø28

79

9 - 20,5

Ø51

Ø28

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

 46 x 85 /  max.25  67 x 80 /  max.25

CRI > 80 MINISPY II MINISPY II OK

3000
K LED [C] 4,1W /  / 350mA LED [C] 4,1W /  / 350mA

LENS
FL
20°

414 131 839 
 = B-B / W-B

414 132 839 
 = B-B / W-B

NON ADJUSTABLE

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

ADJUSTABLE 0°-30° / 355°

      IP20

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM

CTRL
DELTA

R
CTRL

DELTA
R



INT 138

MIDISPY TRIMLESS W



INTERIOR CEILING RECESSED

INT 139deltalight.comOTHER CRI OR KELVIN ON REQUEST

30

74

Ø45

Ø45

90°

355°

MIDISPYREQUIREMENTSFULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

MIDISPY TUBE 
414 03 00 

 = B / MMAT / SG / W

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

42

Ø42

MOUNTING KIT MIDISPY TRIMLESS
414 90 02

 83   9 or 12

    

108

82 140

 ØKIT x 130  50 x 40

CRI > 80 MIDISPY TRIMLESS MIDISPY CLIP

3000
K LED [C] 4,1W /  / 350mA LED [C] 4,1W /  / 350mA

LED [C] 6W /  / 500mA

LENS
FL
20°

414 222 832 
 = B / W

414 242 832 
 = B-B / W-B / W-W

2700
K LED [C] 4,1W /  / 350mA LED [C] 4,1W /  / 350mA

LED [C] 6W /  / 500mA

LENS
FL
20°

414 222 822 
 = B / W

414 242 822 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
MOUNTING KIT MIDISPY TRIMLESS
MIDISPY TUBE

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
MIDISPY TUBE

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 350-500mA-DC / DIM   

CRI > 90

3000
K LED [D] 6,4W /  / 350mA LED [D] 6,4W /  / 350mA

LED [D] 9,5W /  / 500mA

REFL
WFL
40°

414 221 933 
 = B / W

414 241 933 
 = B-B / W-B / W-W

2700
K LED [D] 6,4W /  / 350mA LED [D] 6,4W /  / 350mA

LED [D] 9,5W /  / 500mA

REFL
WFL
40°

414 221 923 
 = B / W

414 241 923 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
MOUNTING KIT MIDISPY TRIMLESS
MIDISPY TUBE

OPTIONS
LED POWER SUPPLY 350mA-DC / DIM   

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
MIDISPY TUBE

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 350-500mA-DC / DIM   

35
2

74
Ø45

Ø58

355°

90°

MOUNTING KIT FLUSH SPY
414 90 01

 83   9 or 12

    

140 x 82 x 22

22

82 140

SPY CLIP + MOUNTING KIT FLUSH SPY SPY CLIP

CTRL
DELTA

R



INT 140

JO WYNANT



INTERIOR CEILING RECESSED

INT 141deltalight.comOTHER CRI OR KELVIN ON REQUEST

MIDISPY JACREQUIREMENTSFULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

MIDISPY TUBE 
414 03 00 

 = B / MMAT / SG / W

OPTIONS

42

Ø42

74
Ø45

360°

90°

CRI > 90 MIDISPY JAC

3000
K LED 9,5W /  / 500mA

MDL

REFL
WFL
40°

JAC 241 933 MDL 
 = B / W

2700
K LED 9,5W /  / 500mA

MDL

REFL
WFL
40°

JAC 241 923 MDL 
 = B / W

ADJUSTABLE 0-90° / 360°
INCL.CONVERTOR 48V-DC–> 500mA-DC

      IP20  

REQUIREMENTS
MIDISPY TUBE

OPTIONS
JACK SYSTEM
LED POWER SUPPLY 48V-DC
DIMMABLE MODULATOR

JACK SYSTEM
JACKPOINT  
203 10 01 

 = A / B / W 

Ø41 x 9 / 38 16 x 60

JACKPOINT TRIMLESS  
328 10 04 

Ø62 x 80 60 x 80

SETPOINT  
203 10 27 

 = PRIM 

Ø85 x 43 105 x 75
 max.22

FLATPOINT  
203 10 06 

 = ALU / W 

Ø45 x 5 / 41 16 x 60

DAXPOINT  
203 10 03 

 = A / B / W 

Ø65 x 6 / 35 58 x 45
 max.12

SAX 1  
203 10 15 

 = A / W 

Ø50 / Ø19 x 52

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

CTRL
DELTA

R
SMART

48
IN



WWW.SAAI.CO



INTERIOR CEILING RECESSED

INT 143deltalight.comOTHER CRI OR KELVIN ON REQUEST

 ØKIT x 80      114 x 80 /  max.25     

CRI > 90 SPY TRIMLESS SPY ST

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

414 31 811 932  
 = B / W

414 33 811 932  
 = W-W 

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

414 31 811 922  
 = B / W

414 33 811 922  
 = W-W 

ADJUSTABLE 0-45° / 355°

     IP20

REQUIREMENTS 
MOUNTING KIT R102 TRIMLESS O.F.A. 
SPY TUBE

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-45° / 355°

      IP20

REQUIREMENTS 
SPY TUBE

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS

SPY

45°
45°

115

Ø101

Ø62

70

0°- 45°

355°

0 - 45

355°

115

Ø126

Ø62

70

55

195

195

MOUNTING KIT R102 TRIMLESS O.F.A.
400 91 02 OFA

 133  

    

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = B / MMAT / SG / W

POSITION
OF ACCESSORY

53

Ø60

ACCESSORIES

PATENTED EX-CENTRIC ROTATION SYSTEM®

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

SPY TRIMLESS + 
MOUNTING KIT 
R102 TRIMLESS OFA 
IN CONCRETE

	play.deltalight.com/ers

CRI > 90 SPY TRIMLESS SOFT SPY ST SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA LED 10W / 565lm / 650mA

REFL
WFL
40°

414 31 1902 
 = B / W

414 33 1902 
 = W-W

ADJUSTABLE 0-45° / 355°

     IP20

REQUIREMENTS 
MOUNTING KIT R102 TRIMLESS O.F.A. 
SPY TUBE
LED POWER SUPPLY 650mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-45° / 355°

     IP20

REQUIREMENTS 
SPY TUBE
LED POWER SUPPLY 650mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS

NEW
COLOUR

B

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

SPY TUBE B SPY TUBE MMAT

SPY TUBE SG SPY TUBE W

FULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

CTRL
DELTA

R



INT 144

JO WYNANT



INTERIOR CEILING RECESSED

INT 145deltalight.comOTHER CRI OR KELVIN ON REQUEST

SPY JAC

CRI > 90 SPY JAC

3000
K LED 10,4W /  / 500mA

MDL

REFL
SP
18°

JAC 341 811 931 MDL 
 = B / W

REFL
FL
33°

JAC 341 811 932 MDL 
 = B / W

2700
K LED 10,4W /  / 500mA

MDL

REFL
SP
18°

JAC 341 811 921 MDL 
 = B / W

REFL
FL
33°

JAC 341 811 922 MDL 
 = B / W

ADJUSTABLE 0-90° / 360°
INCL.CONVERTOR 48V-DC–> 500mA-DC

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
JACK SYSTEM
LED POWER SUPPLY 48V-DC 
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 SPY HP JAC

3000
K LED 16,8W /  / 500mA

MDL

REFL
FL
33°

JAC 341 21 931 MDL 
 = B / W

2700
K LED 16,8W /  / 500mA

MDL

REFL
FL
33°

JAC 341 21 921 MDL 
 = B / W

ADJUSTABLE 0-90° / 360°
INCL.CONVERTOR 48V-DC–> 500mA-DC

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
JACK SYSTEM
LED POWER SUPPLY 48V-DC  
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

360°

111

Ø62

90°

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = B / MMAT / SG / W
53

Ø60

POSITION OF 
ACCESSORY

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

ACCESSORIESFULL INFO TECHNICAL CHAPTER

OPTIONSFULL INFO TECHNICAL CHAPTER

JACK SYSTEM
JACKPOINT  
203 10 01 

 = A / B / W 

Ø41 x 9 / 38 16 x 60

JACKPOINT TRIMLESS  
328 10 04 

Ø62 x 80 60 x 80

SETPOINT  
203 10 27 

 = PRIM 

Ø85 x 43 105 x 75
 max.22

FLATPOINT  
203 10 06 

 = ALU / W 

Ø45 x 5 / 41 16 x 60

DAXPOINT  
203 10 03 

 = A / B / W 

Ø65 x 6 / 35 58 x 45
 max.12

SAX 1  
203 10 15 

 = A / W 

Ø50 / Ø19 x 52

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

SPY TUBE B SPY TUBE MMAT SPY TUBE SG SPY TUBE W

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

CTRL
DELTA

R
SMART

48
IN

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 



INT 146

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

OPTIONSFULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = B / MMAT / SG / W
53

Ø60

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

POSITION OF 
ACCESSORY

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

ACCESSORIESFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

SPY TUBE B SPY TUBE MMAT SPY TUBE SG SPY TUBE W

SPY CLIP + MOUNTING KIT FLUSH SPY SPY CLIP

MOUNTING KIT FLUSH SPY
414 90 01

 83   9 or 12

140 x 82 x 22 83 x 40

22

82 140

LIEVEN MUSSCHOOT



INTERIOR CEILING RECESSED

INT 147deltalight.comOTHER CRI OR KELVIN ON REQUEST

35
2

111 Ø62

Ø58

355°

90°

 50 x 40

CRI > 80 SPY CLIP

3000
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
SP
15°

414 342 831 
 = B-B / W-B / W-W

2700
K

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LENS
SP
15°

414 342 821 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 350-500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 SPY CLIP

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

414 341 811 931 
 = B-B / W-B / W-W

REFL
FL
33°

414 341 811 932 
 = B-B / W-B / W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

414 341 811 921 
 = B-B / W-B / W-W

REFL
FL
33°

414 341 811 922 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 350-500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 SPY CLIP HP

3000
K LED [J] 16,8W /  / 500mA

REFL
FL
33°

414 341 21 931 
 = B-B / W-B / W-W

2700
K LED [J] 16,8W /  / 500mA

REFL
FL
33°

414 341 21 921 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 500mA-DC / DIM   

ACCESSORIES
HONEYCOMB / LENS / GLASS

90°

355°

90

Ø56

Ø50

Ø582

35

SPY CLIP 

 50 x 40 

SPY CLIP Hi

 
QPAR51 max.35W

414 61 00 
 = B / W

ADJUSTABLE 0-90° / 355°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS
MOUNTING KIT FLUSH SPY

 SOLUTION - PAG TEC 8

ACCESSORIES (max.20W)
HONEYCOMB / LENS / GLASS

CRI > 90 SPY CLIP SOFT 

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

414 341 1902 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
SPY TUBE
LED POWER SUPPLY 650mA-DC / DIM

OPTIONS
MOUNTING KIT FLUSH SPY

ACCESSORIES
HONEYCOMB / LENS / GLASS

CTRL
DELTA

R



LIEVEN MUSSCHOOT



INTERIOR CEILING RECESSED

INT 149deltalight.comOTHER CRI OR KELVIN ON REQUEST

2 Ø58

0°-90°

355°
108

Ø62

 50 x 40

CRI > 90 SPY FOCUS CLIP

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

FOCUS
11-44°

414 345 811 93 
 = B-B / W-B / W-W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

FOCUS
11-44°

414 345 811 92 
 = B-B / W-B / W-W

ADJUSTABLE 0-90° / 355°

      IP20  

OPTIONS
MOUNTING KIT FLUSH SPY
LED POWER SUPPLY 350-500mA-DC / DIM   

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

MOUNTING KIT FLUSH SPY
414 90 01

 83   9 or 12

    

140 x 82 x 22 83 x 40

22

82 140

SPY FOCUS CLIP 

SPY CLIP + MOUNTING KIT FLUSH SPY SPY CLIP

CTRL
DELTA

R

11°

44°

ADJUSTABLE BEAM 11° TO  44°



INT 150

WWW.SAAI.CO



FIONA LYNCH



INT 152

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

OPTIONSFULL INFO TECHNICAL CHAPTER

SPY TUBE 
414 01 00 

 = B / MMAT / SG / W
53

Ø60

POSITION OF 
ACCESSORY

SPY TUBE B SPY TUBE MMAT SPY TUBE SG SPY TUBE W

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

SPLITBOX 3 + 3 x SPLITBOX SPY FOCUS B



INTERIOR CEILING RECESSED

INT 153deltalight.comOTHER CRI OR KELVIN ON REQUEST

SPLITBOX

170

285
80 265

225

245
310

111

Ø62

170

285
80 355

315

245

400

87

Ø56

2mm PLASTER
FINISH

12mm

CRI > 90 SPLITBOX SPY

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

417 371 811 931 
 = B / W

REFL
FL
33°

417 371 811 932 
 = B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

417 371 811 921 
 = B / W

REFL
FL
33°

417 371 811 922 
 = B / W

ADJUSTABLE

      IP20  

REQUIREMENTS
SPY TUBE

OPTIONS
LED POWER SUPPLY 350-500mA-DC

ACCESSORIES
HONEYCOMB / LENS / GLASS

SPLITBOX RB50

 
QR-C51 max.35W

417 60 00 
 = B / W

ADJUSTABLE
GU5.3 / 12V

      IP20   0,5     

OPTIONS
 SOLUTION - PAG TEC 8

TRANSFO 

ACCESSORIES (max.20W)
HONEYCOMB / LENS / GLASS

SPLITBOX RB50 Hi

 
QPAR51 max.35W

417 61 00 
 = B / W

ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS
 SOLUTION - PAG TEC 8

ACCESSORIES (max.20W)
HONEYCOMB / LENS / GLASS

 275 x 150 x 180 /  max.12

SPLITBOX 2

417 00 02 
 = B

 

REQUIREMENTS 
1 / 2 x SPLITBOX SPY
or
1 / 2 x SPLITBOX RB

 365 x 150 x 180 /  max.12

SPLITBOX 3

417 00 03 
 = B

 

REQUIREMENTS 
1 / 2 / 3 x SPLITBOX SPY
or
1 / 2 / 3 x SPLITBOX RB

CRI > 90 SPLITBOX SPY FOCUS

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

FOCUS
11-44°

417 375 811 93 
 = B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

FOCUS
11-44°

417 375 811 92 
 = B / W

ADJUSTABLE

      IP20  

OPTIONS
LED POWER SUPPLY 350-500mA-DC

CTRL
DELTA

R

11°

44°

108

Ø62



OBUMEX





INT 156

ACCESSORIESFULL INFO TECHNICAL CHAPTER

CONE PUT LED  
201 50 50
      B

HONEYCOMB 50 Ø50  
413 03 01
      B

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

PUT LED CLICK 20°HOLE IN ONE R15 LED + 3 X PUT LED CLICK 20° + 1 X PUT LED CENTER 20°

HOLE IN ONE S15 LED + PUT LED CENTER

HOLE IN ONE S 15 LED + PUT LED MAGNETIC



INTERIOR CEILING RECESSED

INT 157OTHER CRI OR KELVIN ON REQUEST

HOLE IN ONE LED

96

Ø55

0-180°

141

291291

146 146

55

Ø55

CRI > 90 PUT LED MAGNETIC PUT LED CENTER

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LENS
FL
20°

202 911 811 939 202 912 811 939 

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LENS
FL
20°

202 911 811 929 202 912 811 929 

ADJUSTABLE MAGNETIC FIXATION

      IP20  

OPTIONS
LED POWER SUPPLY 350-500mA-DC

ACCESSORIES
CONE PUT LED / HONEYCOMB 

NON ADJUSTABLE

      IP20  

OPTIONS
LED POWER SUPPLY 350-500mA-DC

ACCESSORIES
CONE PUT LED / HONEYCOMB 

 222 x 145 + (50* for PUT CENTER)

 max.12

HOLE IN ONE R15 LED

202 91 97 01

 

REQUIREMENTS 
PUT LED (350mA or 1050mA / MAX.6) 
PUT LED (500mA / MAX.4)

 222 x 222 x 145 + (50* for PUT CENTER)

 max.12

HOLE IN ONE S15 LED

202 91 97 11

 

REQUIREMENTS 
PUT LED (350mA or 1050mA / MAX.6) 
PUT LED (500mA / MAX.4)

141

Ø294

Ø146

CTRL
DELTA

R

CRI > 90 PUT LED MAGNETIC PUT LED CENTER

3000
K LED [F] 3,2W /  / 1050mA LED [F] 3,2W /  / 1050mA

LENS
SP
6°

202 913 939 202 914 939 

2700
K LED [F] 3,2W /  / 1050mA LED [F] 3,2W /  / 1050mA

LENS
SP
6°

202 913 929 202 914 929 

ADJUSTABLE MAGNETIC FIXATION

      IP20  

OPTIONS
LED POWER SUPPLY 1050mA-DC

NON ADJUSTABLE

      IP20  

OPTIONS
LED POWER SUPPLY 1050mA-DC

0-180°

106

Ø45

92

Ø45







CARREE
OVERVIEW
The Carree range is Delta Light’s answer for 
easy-to-install, timeless and functional recessed spots, 
as it has been a Delta Light classic for many years. 
This family of square luminaires offers refined solutions 
for LED or halogen, either with or without trim. 
The straight lines in the design make a contemporary 
spot out of Carree, not only useful in modern 
architecture but also in many other applications. 
As the Carree family includes IP65 solutions as well, it 
can even be used in the most demanding 
outdoor applications. 

 
CARREE

TRIMLESS
TRIMLESS OK

 
CARREE

ST
ST OK

 
CARREE

ST L

 
CARREE

II

 
CARREE

II OK

 
CARREE

GT

 
CARREE

MAX

 
CARREE

RS



INTERIOR CEILING RECESSED

INT 161deltalight.com

LAMP PAG

Ø121
QR-C51

INT 163

64 x 64 - QR-C51 INT 168

75 x 75 INT 165

64 x 64 - QR-C51 INT 169
EXT 759

75 x 75
QR-C51
QPAR51

INT 169
EXT 759

75 x 75 -
QR-C51
QPAR51

INT 171

82 x 82 -
QR-C51
QPAR51

INT 171

TRIMLESS

SMALL TRIM (ST)

TRIM

GLASS



INT 162

CARREE TRIMLESS OK + ANTI GLARE TUBE

MOUNTING KIT 75 TRIMLESS
202 01 75

 121      9 or 12

   

MOUNTING KIT 75 TRIMLESS O.F.A.
202 01 75 OFA

 182

   

32

77
117 117

77

240
77 77

240

40

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

ANTI GLARE TUBE 
201 34 00 

 = B / W
max. 20W

Ø52 x 63

ACCESSORIESFULL INFO TECHNICAL CHAPTER

Fixation S1

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

CARREE TRIMLESS LED + MOUNTING KIT 75 TRIMLESS O.F.A. IN CONCRETE

ADJUSTABLE 10mm

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 163deltalight.comOTHER CRI OR KELVIN ON REQUEST

 Ø KIT x 85

CRI > 90 CARREE TRIMLESS OK LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 510 811 932 
 = A / B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 510 811 922 
 = A / B / W

ADJUSTABLE 0°- 25°

          

REQUIREMENTS 
MOUNTING KIT 75 TRIMLESS
or
MOUNTING KIT 75 TRIMLESS O.F.A.
OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

75

7777
0°-25° 0°-25°

CRI > 90 CARREE TRIMLESS OK LED SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 510 1902 
 = A / B / W

ADJUSTABLE 0°- 25°

          

REQUIREMENTS
MOUNTING KIT 75 TRIMLESS
or
MOUNTING KIT 75 TRIMLESS O.F.A.

LED POWER SUPPLY 650mA-DC DIM

 Ø KIT x 75

CRI > 90 CARREE TRIMLESS LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 51 811 932 
 = A / W

2700
K

LED [H] 7,1W / 2700K /  / 350mA
LED [H] 10,4W / 2700K /  / 500mA

REFL
FL
33°

202 51 811 922 
 = A / W

NON ADJUSTABLE

          

REQUIREMENTS 
MOUNTING KIT 75 TRIMLESS
or
MOUNTING KIT 75 TRIMLESS O.F.A.
OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 CARREE TRIMLESS LED IP

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 511 811 932 
 = A / W

2700
K

LED [H] 7,1W / 2700K /  / 350mA
LED [H] 10,4W / 2700K /  / 500mA

REFL
FL
33°

202 511 811 922 
 = A / W

NON ADJUSTABLE

      IP44  

REQUIREMENTS 
MOUNTING KIT 75 TRIMLESS
or
MOUNTING KIT 75 TRIMLESS O.F.A.
OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

 Ø KIT x 130

CARREE TRIMLESS OK

 1 x QR-C51 max.50W

202 51 51 
 = A / B / W

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

REQUIREMENTS 
MOUNTING KIT 75 TRIMLESS
or
MOUNTING KIT 75 TRIMLESS O.F.A.
OPTIONS

SOLUTION - PAG TEC 8
TRANSFO
ACCESSORIES
ANTI GLARE TUBE

CARREE TRIMLESS

71

7777 

127

77 77

0°-20° 0°-20°

CTRL
DELTA

R



INT 164

PLASTERKIT 161  200 x 200  175 x 175
207 01 161

CONCRETE BOX 161  202 x 202 x 186 207 x 207
270 11 161

MOUNTING KIT 75  117 x 117 x 22  Ø121
202 00 75

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

CARREE ST OK LED W Fixation S1 Fixation S2

CONCRETE PACK S75  250 x 220 x 150 -
207 02 9071

CONCRETE PACK C S75 310 x 250 x 150 -
207 02 9071 C

CONCRETE PACK T S75  450 x 250 x 150 -
207 02 9071 T

EXPOSED CONCRETE
PACK S75

 250 x 200 x 150 -

207 02 9093

EXPOSED CONCRETE
PACK C S75

 310 x 250 x 150 -

207 02 9093 C

EXPOSED CONCRETE
PACK T S75

 450 x 250 x 150 -

207 02 9093 T

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 165deltalight.comOTHER CRI OR KELVIN ON REQUEST

 75 x 75 x 80 /  max.35  75 x 75 x 75 /  max.35  75 x 75 x 75

CRI > 90 CARREE ST LED CARREE ST OK LED S1 CARREE ST OK LED S2

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 50 811 932 
 = A / W

202 501 811 932 
 = A / B / W

202 502 811 932 
 = A / B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 50 811 922 
 = A / W

202 501 811 922 
 = A / B / W

202 502 811 922 
 = A / B / W

NON ADJUSTABLE

          

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 30°

          

OPTIONS 
PLASTERKIT 161 
CONCRETE BOX 161 
MOUNTING KIT 75
LED POWER SUPPLY 350-500mA-DC / DIM
CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)
EXPOSED CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)

CRI > 90 CARREE ST OK LED SOFT S1 CARREE ST OK LED SOFT S2

2700
1800

K  
LED 10W / 565lm / 650mA LED 10W / 565lm / 650mA

REFL
WFL
40°

202 501 1902 
 = A / B / W

202 502 1902 
 = A / B / W

ADJUSTABLE 0°- 30°

          

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM8

OPTIONS
PLASTERKIT 161 
CONCRETE BOX 161
MOUNTING KIT 75
CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)
EXPOSED CONCRETE PACK S75 / C S75 / T S75 (ONLY FOR S2)

71

79 79

CARREE ST LED

65

7979

65

7979

0°-30° 0°-30°0°-30° 0°-30°

S1 S2

NEW
COLOUR

B

CTRL
DELTA

R



INT 166



INTERIOR CEILING RECESSED

INT 167deltalight.comOTHER CRI OR KELVIN ON REQUEST

 75 x 75 x 80 /  max.35

CRI > 90 CARREE ST L LED

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 53 811 932 
 = W-B / W-W / B-MMAT

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 53 811 922 
 = W-B / W-W / B-MMAT

NON ADJUSTABLE

           

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 CARREE ST L LED SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 53 1902 
 = W-B / W-W / B-MMAT

NON ADJUSTABLE

           

REQUIREMENTS
LED POWER SUPPLY 650mA-DC / DIM

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75

CARREE
ST L LED

71

7979

PLASTERKIT 161  200 x 200  175 x 175
207 01 161

CONCRETE BOX 161  202 x 202 x 186 207 x 207
270 11 161

MOUNTING KIT 75  117 x 117 x 22  Ø121
202 00 75

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CTRL
DELTA

R



INT 168

 64 x 64 x 90 /  max.35

CARREE ST S1

 1 x QR-C51 max.50W

202 50 50 
 = A / W  

NON ADJUSTABLE
GX5.3 / 12V / EXCL. TRANSFO

      IP20   0,5     

OPTIONS 
PLASTERKIT 162 
CONCRETE BOX 162 
MOUNTING KIT 64

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

 75 x 75 x 80 /  max.35

CARREE ST OK S1

 1 x QR-C51 max.50W

202 50 51 
 = A / W 

ADJUSTABLE 0°- 20°
GX5.3 / 12V

      IP20   0,5     

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES
ANTI GLARE TUBE

CARREE ST

68

116

68

S1

0°-20° 0°-20°

79 79

116

20°

S1

PLASTERKIT 161  200 x 200  175 x 175
207 01 161

PLASTERKIT 162  200 x 200  155 x 155
207 01 162

CONCRETE BOX 161  202 x 202 x 186 207 x 207
270 11 161

CONCRETE BOX 162  202 x 202 x 186 207 x 207
270 11 162

CONCRETE PACK S75  250 x 220 x 150 -
207 02 9071

CONCRETE PACK C S75 310 x 250 x 150 -
207 02 9071 C

CONCRETE PACK T S75  450 x 250 x 150 -
207 02 9071 T

MOUNTING KIT 64  97 x 97 x 22  Ø105
202 00 64

MOUNTING KIT 75  117 x 117 x 22  Ø121
202 00 75

ANTI GLARE TUBE 
201 34 00 

 = B / W
max. 20W

Ø52 x 63

ACCESSORIESFULL INFO TECHNICAL CHAPTER

OPTIONSFULL INFO TECHNICAL CHAPTER

EXPOSED CONCRETE
PACK S75

 250 x 200 x 150 -

207 02 9093

EXPOSED CONCRETE
PACK C S75

 310 x 250 x 150 -

207 02 9093 C

EXPOSED CONCRETE
PACK T S75

 450 x 250 x 150 -

207 02 9093 T

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

Fixation S1 Fixation S2

CTRL
DELTA

R



INTERIOR CEILING RECESSED

INT 169deltalight.com

 64 x 64 x 90 /  max.35

CARREE II S1

 1 x QR-C51 max.50W

202 20 31 
 = A / W 

NON ADJUSTABLE
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 162 
CONCRETE BOX 162 
MOUNTING KIT 64

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

 75 x 75 x 80 /  max.35

CARREE II OK S1

 1 x QR-C51 max.50W

202 21 31 
 = A / ALU-B / W 

ADJUSTABLE 0°- 30°
GX5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 161 
CONCRETE BOX 161 
MOUNTING KIT 75

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

 64 x 64 x 100 /  max.35

CARREE II Hi S1

 
1 x QPAR51 max.50W

202 20 33 
 = A / W (max.35W)

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
PLASTERKIT 162
CONCRETE BOX 162 
MOUNTING KIT 64 

 SOLUTION - PAG TEC 8

 75 x 75 x 90 /  max.35  75 x 75 x 90

CARREE II OK Hi S1 CARREE II OK Hi S2

 
1 x QPAR51 max.50W

 
1 x QPAR51 max.50W

202 21 33 
 = A / W (max.35W)

202 21 34 
 = A / W (max.35W)

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

 1 x QPAR51 max.50W

      IP20   0,5     

OPTIONS 
PLASTERKIT 161 
CONCRETE BOX 161 
MOUNTING KIT 75
CONCRETE PACK S75 / C S75 / T S75 (only for S2)
EXPOSED CONCRETE PACK S75 / C S75 / T S75 (only for S2)

 SOLUTION - PAG TEC 8

CARREE II

7878

135

S1

0°-30° 0°-30° 

0°-30° 0°-30° 

135

90 90

135135

90 90 9090

S2S1

CTRL
DELTA

R
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PLASTERKIT 111  185 x 185  90 x 180
202 25 19

PLASTERKIT 161  200 x 200  175 x 175
207 01 161

CONCRETE BOX 111  185 x 185 x 160 190 x 190
202 25 18

CONCRETE BOX 161  202 x 202 x 186 207 x 207
270 11 161

MOUNTING KIT 75  117 x 117 x 22  Ø121
202 00 75

OPTIONSFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

Fixation S1

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

CARLOS LAMAS / ILLUSTION CUSTOM HOME AUTOMATION SOLUTIONS



INTERIOR CEILING RECESSED

INT 171deltalight.comOTHER CRI OR KELVIN ON REQUEST

81 81

110

 75 x 75 x 110 /  max.35

CRI > 90 CARREE GT LED S1

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 49 811 932 
 = A / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
FL
33°

202 49 811 922 
 = A / W

NON ADJUSTABLE

       

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75
LED POWER SUPPLY 350-500mA-DC / DIM

CARREE GT

S1 S1

CRI > 90 CARREE GT LED SOFT S1

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 49 1902 
 = A / W

NON ADJUSTABLE

       

REQUIREMENTS
LED POWER SUPPLY 650mA-DC / DIM

OPTIONS
PLASTERKIT 161
CONCRETE BOX 161
MOUNTING KIT 75

   75 x 75 x 100 /  max.35

CARREE GT S1

 1 x QR-C51 max.50W

202 50 11 
 = A / W 

NON ADJUSTABLE
GX5.3 / 12V / EXCL. TRANSFO

           0,5     

OPTIONS 
PLASTERKIT 161 
CONCRETE BOX 161 
MOUNTING KIT 75 

 SOLUTION - PAG TEC 8
TRANSFO

CARREE GT Hi S1

 
1 x QPAR51 max.50W

202 52 11 
 = A / W (max.35W)

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

           0,5       

OPTIONS 
PLASTERKIT 161 
CONCRETE BOX 161 
MOUNTING KIT 75 

 SOLUTION - PAG TEC 8

8181

126

 82 x 82 x 100 /  max.35

CARREE MAX S1

 1 x QR-C51 max.50W

202 22 05 
 = A / ALU / W 

NON ADJUSTABLE
GX5.3 / 12V

           0,5       

OPTIONS 
PLASTERKIT 111 
CONCRETE BOX 111 

 SOLUTION - PAG TEC 8
TRANSFO

CARREE MAX Hi S1

 
1 x QPAR51 max.50W

202 22 25 
 = A / ALU / W (max.35W) 

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

           0,5       

OPTIONS 
PLASTERKIT 111 
CONCRETE BOX 111 

 SOLUTION - PAG TEC 8

CARREE MAX

S1

5

145

95 95

CTRL
DELTA

R
CTRL

DELTA
R



INT 172

PLASTERKIT 108  185 x 185  75 x 80
202 20 19

CONCRETE BOX 108  185 x 185 x 160 190 x 190
202 20 18

ANTI GLARE TUBE 
201 34 00 

 = B / W
max. 20W

Ø52 x 63

OPTIONSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

Fixation S1 Fixation S2



INTERIOR CEILING RECESSED

INT 173deltalight.com

9595

115

9595

115

9595

115

9595

115

S1 S1S2

 89 x 90 /  max.35

CARREE Rs50 S1

 1 x QR-C51 max.50W

202 20 06 
 = A / W 

NON ADJUSTABLE
GX5.3 / 12V

      IP20   0,5    

OPTIONS 
PLASTERKIT 108 
CONCRETE BOX 108

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
ANTI GLARE TUBE

 89 x 100 /  max.35  89 x 100   

CARREE Rs50 Hi S1 CARREE Rs50 Hi S2

 
1 x QPAR51 max.50W

 
1 x QPAR51 max.50W

202 20 07 
 = A / W (max.35W) 

202 20 17 
 = A / W (max.35W) 

NON ADJUSTABLE
GU10 / 100-240V / 50-60Hz

      IP20   0,5   

OPTIONS 
PLASTERKIT 108 
CONCRETE BOX 108

 SOLUTION - PAG TEC 8

125

9595

20°

12°

CARREE RS

 89 x 100 /  min.5     

CARREE Rs50 OK

 1 x QR-C51 max.50W

202 20 161 
 = A / W

ADJUSTABLE 0°-12° / 0°-20°
GX5.3 / 12V

      IP20   0,5     

OPTIONS
 SOLUTION - PAG TEC 8

TRANSFO

ACCESSORIES
ANTI GLARE TUBE

 89 x 110     min.5      

CARREE Rs50 OK Hi

 
1 x QPAR51 max.50W

202 20 171 
 = A / W (max.35W)

ADJUSTABLE 0°-12° / 0°-20°
GU10 / 100-240V / 50-60Hz

      IP20   0,5   

OPTIONS 
 SOLUTION - PAG TEC 8

CTRL
DELTA

R
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INT 176
GOVAERT & VANHOUTTE ARCHITECTS



INT 177deltalight.com

HOMODECO ARCHITECTS



INT 178

MINIGRID / GRID
OVERVIEW
In this fast moving lighting business, evolution is a must. 
The Grid family has been an all-time favorite in the 
Delta Light® collection, but even then there is no 
escaping evolution. Similar to Minigrid SI, the Snap 
In system has now been introduced into High Power 
solutions and the Grid In family also.
Modularity, flexibility, ease of installation and uniformity 
are only a few of the positive characteristics that come 
with this modification. Beam angles, ranging from a very 
narrow 6° to a wide 50°, or different lumen packages can 
now be combined in one frame thanks to the flexibility 
of the Snap In modules. An extensive, multi-applicable 
family range!

 
MINIGRID IN

ZB

 
MINIGRID IN
TRIMLESS

 
MINIGRID IN

TRIMLESS HP

 
MINIGRID IN

 
MINIGRID IN

HP

GRID IN
ZB

GRID IN
TRIMLESS HP

GRID IN
HP



LAMP PAG

141 x 141

251 x 141 QR-C51
QPAR51

INT 181

152 x 152

305 x 152
QR-LP111 INT 202

130 x 130

233 x 130 QR-C51
QR-LP70
QPAR51

INT 183

157 x 157

296 x 157
QR-LP111

INT 203

111 x 111

214 x 111 QR-C51
QR-LP70
QPAR51

INT 189

167 x 167

306 x 167
QR-LP111

INT 201

ZB

TRIMLESS

TRIM



INT 180

OPTIONSFULL INFO TECHNICAL CHAPTER

MINIGRID IN ZB 1 BOX L 140 x 140 x 128 141 x 141
202 70 98 01

MINIGRID IN ZB 2 BOX L 140 x 250 x 128 141 x 251
202 70 98 02

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

 109 x 109 x 113  219 x 109 x 113

CRI > 90 MINIGRID IN ZB 1 MINIGRID IN ZB 2

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 70 811 931 
 = A / W

202 70 812 931 
 = A / W

REFL
FL
33°

202 70 811 932 
 = A / W

202 70 812 932 
 = A / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 70 811 921 
 = A / W

202 70 812 921 
 = A / W

REFL
FL
33°

202 70 811 922 
 = A / W

202 70 812 922 
 = A / W

ADJUSTABLE 0°- 30°

     

OPTIONS 
MINIGRID IN ZB 1 BOX L
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 30°

         

OPTIONS
MINIGRID IN ZB 2 BOX L
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 MINIGRID IN ZB 1 SOFT MINIGRID IN ZB 2 SOFT

2700
1800

K  
LED 10W / 565lm / 650mA 2 x LED 10W / 565lm / 650mA

REFL
WFL
40°

202 70 1902 
 = A / W

202 70 2902 
 = A / W

ADJUSTABLE 0°- 30°

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
MINIGRID IN ZB 1 BOX L

ADJUSTABLE 0°- 30°

         

REQUIREMENTS
2 x LED POWER SUPPLY 650mA-DC DIM

OPTIONS
MINIGRID IN ZB 2 BOX L

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5

ABC PROJECTS - ANJA VERROEYE



INTERIOR CEILING RECESSED

INT 181deltalight.comOTHER CRI OR KELVIN ON REQUEST

108

108

92

30°

92

108

218

30°

 109 x 109 x 113  219 x 109 x 113

CRI > 90 MINIGRID IN ZB 1 MINIGRID IN ZB 2

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 70 811 931 
 = A / W

202 70 812 931 
 = A / W

REFL
FL
33°

202 70 811 932 
 = A / W

202 70 812 932 
 = A / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 70 811 921 
 = A / W

202 70 812 921 
 = A / W

REFL
FL
33°

202 70 811 922 
 = A / W

202 70 812 922 
 = A / W

ADJUSTABLE 0°- 30°

     

OPTIONS 
MINIGRID IN ZB 1 BOX L
LED POWER SUPPLY 350-500mA-DC / DIM

ADJUSTABLE 0°- 30°

         

OPTIONS
MINIGRID IN ZB 2 BOX L
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 MINIGRID IN ZB 1 SOFT MINIGRID IN ZB 2 SOFT

2700
1800

K  
LED 10W / 565lm / 650mA 2 x LED 10W / 565lm / 650mA

REFL
WFL
40°

202 70 1902 
 = A / W

202 70 2902 
 = A / W

ADJUSTABLE 0°- 30°

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

OPTIONS
MINIGRID IN ZB 1 BOX L

ADJUSTABLE 0°- 30°

         

REQUIREMENTS
2 x LED POWER SUPPLY 650mA-DC DIM

OPTIONS
MINIGRID IN ZB 2 BOX L

92

108

108

30°

218

92

108

30°

MINIGRID IN ZB

 109 x 109 x 113  219 x 109 x 113

MINIGRID IN ZB 1 50 MINIGRID IN ZB 2 50

QR-C51 max.50W
QR-CBC51 max.35W

2 x QR-C51 max.50W
2 x QR-CBC51 max.35W

202 70 55 01 
 = A / W 

202 70 55 02 
 = A / W 

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
MINIGRID IN ZB 1 BOX L 

 SOLUTION - PAG TEC 8
TRANSFO

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
MINIGRID IN ZB 2 BOX L 

 SOLUTION - PAG TEC 8
TRANSFO

MINIGRID IN ZB 1 50 Hi MINIGRID IN ZB 2 50 Hi

 QPAR51 max.50W  2 x QPAR51 max.50W

202 70 66 01 
 = A 

202 70 66 02 
 = A 

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
MINIGRID IN ZB 1 BOX L 

 SOLUTION - PAG TEC 8

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
MINIGRID IN ZB 2 BOX L 

 SOLUTION - PAG TEC 8

CTRL
DELTA

R



INT 182

CONCRETE PACK MGIT1 133 x 160 x 133 160 x 160 x 140
202 71 96 01

CONCRETE PACK MGIT2 234 x 160 x 133 260 x 160 x 140
202 71 96 02

MINIGRID IN 1 MOUNTING KIT 
202 71 95 01 

 130 x 130      max.25

MINIGRID IN 1 MOUNTING KIT LARGE
202 71 95 01L 

 145 x 145      max.25

MINIGRID IN 2 MOUNTING KIT 
202 71 95 02 

 130 x 233      max.25

MINIGRID IN 2 MOUNTING KIT LARGE 
202 71 95 02L 

 145 x 233      max.25

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

129 129

76

245 245

106

129
232

70

106

246 342

OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5



INTERIOR CEILING RECESSED

INT 183deltalight.comOTHER CRI OR KELVIN ON REQUEST

MINIGRID IN TRIMLESS 2 FRAME B + 2 x MINIGRID SNAP-IN W

MINIGRID IN TRIMLESS SI

57

104 104

57

104
207

 KIT x 85

MINIGRID IN TRIMLESS 1 FRAME

202 73 01 
 = B / W

 

REQUIREMENTS 
MINIGRID SNAP-IN
+
MINIGRID IN 1 MOUNTING KIT
or
MINIGRID IN 1 MOUNTING KIT LARGE
or
CONCRETE PACK MGIT1

 KIT x 85

MINIGRID IN TRIMLESS 2 FRAME

202 73 02 
 = B / W

 

REQUIREMENTS 
2 x MINIGRID SNAP-IN
+
MINIGRID IN 2 MOUNTING KIT
or
MINIGRID IN 2 MOUNTING KIT LARGE
or
CONCRETE PACK MGIT2

65

Ø86
20°

350°

CRI > 90 MINIGRID SNAP-IN

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 790 811 931 
 = B / W

REFL
FL
33°

202 790 811 932 
 = B / W

REFL
WFL
50°   

202 790 811 933 
 = B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 790 811 921 
 = B / W

REFL
FL
33°

202 790 811 922 
 = B / W

REFL
WFL
50°     

202 790 811 923 
 = B / W

ADJUSTABLE 0°- 20° / 350°

           

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 MINIGRID SNAP-IN

3000
K

LED [F] 2W /  / 700mA
LED [F] 4,3W /  / 1400mA

LENS
SP
6°   

202 790 939 
 = B / W

2700
K

LED [F] 2W /  / 700mA
LED [F] 4,3W /  / 1400mA

LENS
SP
6°     

202 790 929 
 = B / W

ADJUSTABLE 0°- 20° / 350°

           

OPTIONS
LED POWER SUPPLY 700-1400mA-DC / DIM

MINIGRID SNAP-IN Hi LED

 
1 x QPAR51 max.10W

202 790 61 
 = B / W

ADJUSTABLE 0°- 20° / 350°
GU10 / 100-240V / 50-60Hz

      IP20  

OPTIONS 
 SOLUTION - PAG TEC 8

CRI > 90 MINIGRID SNAP-IN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 790 1902 
 = B / W

ADJUSTABLE 0°- 20° / 350°

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

76

Ø92

20°

350°

CTRL
DELTA

R





INTERIOR CEILING RECESSED

INT 185deltalight.comOTHER CRI OR KELVIN ON REQUEST

MINIGRID IN TRIMLESS 2 HP FRAME B 
+ 2 x MINIGRID SNAP-IN HP W

MINIGRID IN TRIMLESS HP SIREQUIREMENTSFULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER OPTIONS

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

38

104104

38

207

104

 KIT x 160

MINIGRID IN TRIMLESS 1 HP FRAME

202 792 01 
 = B / W

 

REQUIREMENTS 
MINIGRID SNAP-IN HP
+
MINIGRID IN 1 MOUNTING KIT HP

 KIT x 160

MINIGRID IN TRIMLESS 2 HP FRAME

202 792 02 
 = B / W

 

REQUIREMENTS 
2 x MINIGRID SNAP-IN HP
+
MINIGRID IN 2 MOUNTING KIT HP

145

Ø78
25°

355°

CRI > 90 MINIGRID SNAP-IN HP

3000
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 791 211 931 
 = B / W

REFL
FL
37°

202 791 211 932 
 = B / W

REFL
WFL
50°   

202 791 211 933 
 = B / W

2700
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 791 211 921 
 = B / W

REFL
FL
37°

202 791 211 922 
 = B / W

REFL
WFL
50°   

202 791 211 923 
 = B / W

ADJUSTABLE 0°- 25° / 355°

      IP20 

OPTIONS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS

MINIGRID IN 1 MOUNTING KIT HP 
202 71 95 01 HP 

 130 x 130      max.25

MINIGRID IN 2 MOUNTING KIT HP 
202 71 95 02 HP 

 130 x 233      max.25

75

128128

75

231
128

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 72 Ø72  
201 05 01
      B

SOFTENING LENS 72 Ø72  
201 05 04

MINIGRID IN TRIMLESS 1 HP FRAME B + 
MINIGRID SNAP-IN HP W + HONEYCOMB 72

CTRL
DELTA

R



GOVAERT & VANHOUTTE ARCHITECTS



INTERIOR CEILING RECESSED

INT 187deltalight.com

104

207

130

30°

104104

130

30°

MINIGRID IN TRIMLESSOPTIONS

MINIGRID IN 1 MK  128 x 128 x 100 130 x 130
202 71 95 01

MINIGRID IN 1 MK L  245 x 245 x 100 145 x 145
202 71 95 01L

CONCRETE PACK MGIT1 133 x 160 x 133 160 x 160 x 140
202 71 96 01

CONCRETE PACK MGIT2 234 x 160 x 133 260 x 160 x 140
202 71 96 02

MINIGRID IN 2 MK  128 x 231 x 100 130 x 233
202 71 95 02

MINIGRID IN 2 MK L  342 x 245 x 100 145 x 233
202 71 95 02L

FULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

 108 x 108 x 140 /  max.40  211 x 108 x 140 /  max.40

MINIGRID IN TRIMLESS 1 50 MINIGRID IN TRIMLESS 2 50

 QR-C51 (max.50W)

 QR-CBC51 (max.35W)
 2 x QR-C51 (max.50W)

 2 x QR-CBC51 (max.35W)

202 71 55 01 
 = A / B / W

202 71 55 02 
 = A / B / W

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
MINIGRID IN 1 MOUNTING KIT 
MINIGRID IN 1 MOUNTING KIT LARGE
CONCRETE PACK MGIT 1

 SOLUTION - PAG TEC 8
TRANSFO

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
MINIGRID IN 2 MOUNTING KIT 
MINIGRID IN 2 MOUNTING KIT LARGE
CONCRETE PACK MGIT 2

 SOLUTION - PAG TEC 8
TRANSFO

MINIGRID IN TRIMLESS 1 QR MINIGRID IN TRIMLESS 2 QR

 
QR-LP70 (max.50W)

 
2 x QR-LP70 (max.50W)

202 71 00 01 
 = A / B / W

202 71 00 02 
 = A / B / W

ADJUSTABLE 0°- 30°
BA15d / 12

      IP20   1,0     

OPTIONS 
MINIGRID IN 1 MOUNTING KIT 
MINIGRID IN 1 MOUNTING KIT LARGE
CONCRETE PACK MGIT 1
TRANSFO

ADJUSTABLE 0°- 30°
BA15d / 12

      IP20   1,0     

OPTIONS 
MINIGRID IN 2 MOUNTING KIT 
MINIGRID IN 2 MOUNTING KIT LARGE
CONCRETE PACK MGIT 2
TRANSFO

MINIGRID IN TRIMLESS 1 50 Hi MINIGRID IN TRIMLESS 2 50 Hi

 
QPAR51 (max.50W)

 
2 x QPAR51 (max.50W)

202 71 66 01 
 = A / B / W (max.35W)

202 71 66 02 
 = A / B / W (max.35W)

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
MINIGRID IN 1 MOUNTING KIT 
MINIGRID IN 1 MOUNTING KIT LARGE
CONCRETE PACK MGIT 1

 SOLUTION - PAG TEC 8

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
MINIGRID IN 2 MOUNTING KIT 
MINIGRID IN 2 MOUNTING KIT LARGE
CONCRETE PACK MGIT 2

 SOLUTION - PAG TEC 8

CTRL
DELTA

R
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OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 126  215 x 215  120 x 120
202 72 99 01

PLASTERKIT 127  215 x 250  120 x 225
202 72 99 02

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

MINIGRID IN 1 FRAME W-B + MINIGRID SNAP-IN B

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY  125 x 45 x 30

SOFT DIM INFO PAG TEC 13

 
650mA-DC DIM8
300 90 915 ED8

DIM5: DIMMING BY DALI 
DIM8: DIMMING BY FALLING EDGE DIMMER

LED POWER SUPPLY  145 x 45 x 30  
650mA-DC DIM5
300 90 915 ED5
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55

123 123

55

123
226

MINIGRID IN 1 FRAME W-B + MINIGRID SNAP-IN W

MINIGRID IN SI

65

Ø86
20°

350°

CRI > 90 MINIGRID SNAP-IN

3000
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 790 811 931 
 = B / W

REFL
FL
33°

202 790 811 932 
 = B / W

REFL
WFL
50°   

202 790 811 933 
 = B / W

2700
K

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

REFL
SP
18°

202 790 811 921 
 = B / W

REFL
FL
33°

202 790 811 922 
 = B / W

REFL
WFL
50°   

202 790 811 923 
 = B / W

ADJUSTABLE 0°- 20° / 350°

           

OPTIONS
LED POWER SUPPLY 350-500mA-DC / DIM

CRI > 90 MINIGRID SNAP-IN SOFT

2700
1800

K  
LED 10W / 565lm / 650mA

REFL
WFL
40°

202 790 1902 
 = B / W

ADJUSTABLE 0°- 20° / 350°

         

REQUIREMENTS
LED POWER SUPPLY 650mA-DC DIM

 111 x 111 x 85 /  max.22

MINIGRID IN 1 FRAME

202 74 01 
 = W-B / W-W

 

REQUIREMENTS 
MINIGRID SNAP-IN 

OPTIONS
PLASTERKIT 126

 214 x 111 x 85 /  max.22

MINIGRID IN 2 FRAME

202 74 02 
 = W-B / W-W

 

REQUIREMENTS 
2 x MINIGRID SNAP-IN 

OPTIONS
PLASTERKIT 127

MINIGRID SNAP-IN Hi LED

 
1 x QPAR51 max.10W

202 790 61 
 = B / W

ADJUSTABLE 0°- 20° / 350°
GU10 / 100-240V / 50-60Hz

      IP20  

OPTIONS 
 SOLUTION - PAG TEC 8

76

Ø92

20°

350°

CTRL
DELTA

R

CRI > 90 MINIGRID SNAP-IN

3000
K

LED [F] 2W /  / 700mA
LED [F] 4,3W /  / 1400mA

LENS
SP
6°   

202 790 939 
 = B / W

2700
K

LED [F] 2W /  / 700mA
LED [F] 4,3W /  / 1400mA

LENS
SP
6°     

202 790 929 
 = B / W

ADJUSTABLE 0°- 20° / 350°

           

OPTIONS
LED POWER SUPPLY 700-1400mA-DC / DIM



MINIGRID IN 1 HP FRAME W-B + 
MINIGRID SNAP-IN HP W + SOFTENING LENS 72
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MINIGRID IN 1 HP FRAME W-B 
+ MINIGRID SNAP-IN HP W

MINIGRID IN HP SIOPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

PLASTERKIT 126  215 x 215  120 x 120
202 72 99 01

PLASTERKIT 127  215 x 250  120 x 225
202 72 99 02

 111 x 111 x 160 /  max.25

MINIGRID IN 1 HP FRAME

202 791 01 
 = W-B / W-W

 

REQUIREMENTS 
MINIGRID SNAP-IN HP

OPTIONS 
PLASTERKIT 126

 214 x 111 x 160 /  max.25

MINIGRID IN 2 HP FRAME

202 791 02 
 = W-B / W-W

 

REQUIREMENTS 
2 x MINIGRID SNAP-IN HP

OPTIONS 
PLASTERKIT 127

CRI > 90 MINIGRID SNAP-IN HP

3000
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 791 211 931 
 = B / W

REFL
FL
37°

202 791 211 932 
 = B / W

REFL
WFL
50°   

202 791 211 933 
 = B / W

2700
K

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

REFL
FL
20°

202 791 211 921 
 = B / W

REFL
FL
37°

202 791 211 922 
 = B / W

REFL
WFL
50°   

202 791 211 923 
 = B / W

ADJUSTABLE 0°- 25° / 355°

      IP20 

OPTIONS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES 
HONEYCOMB / LENS

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 72 Ø72  
201 05 01
      B

SOFTENING LENS 72 Ø72  
201 05 04

79

123123

79

226

123

145

Ø78
25°

355°

CTRL
DELTA

R
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EQUIPAL
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119119

130

30°
119

222

130

30°

MINIGRID INOPTIONS

PLASTERKIT 126  215 x 215  120 x 120
202 72 99 01

PLASTERKIT 127  215 x 250  120 x 225
202 72 99 02

FULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

 111 x 111 x 140 /  max.20  214 x 111 x 140 /  max.20

MINIGRID IN 1 50 MINIGRID IN 2 50

 QR-C51 max.50W

 QR-CBC51 max.35W
 2 x QR-C51 max.50W

 2 x QR-CBC51 max.35W

202 72 55 01 
 = A-A / A-B / W-W

202 72 55 02 
 = A-A / A-B / W-W

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 126 

 SOLUTION - PAG TEC 8
TRANSFO

ADJUSTABLE 0°- 30°
GU5.3 / 12V

      IP20   0,5     

OPTIONS 
PLASTERKIT 127 

 SOLUTION - PAG TEC 8
TRANSFO

MINIGRID IN 1 QR MINIGRID IN 2 QR

 
QR-LP70 max.50W

 
2 x QR-LP70 max.50W

202 72 00 01 
 = A-A / A-B / W-W

202 72 00 02 
 = A-A / A-B / W-W

ADJUSTABLE 0°- 30°
BA15d / 12

      IP20   1,0     

OPTIONS 
PLASTERKIT 126  
TRANSFO

ADJUSTABLE 0°- 30°
BA15d / 12

      IP20   1,0     

OPTIONS 
PLASTERKIT 127 
TRANSFO

MINIGRID IN 1 50 Hi MINIGRID IN 2 50 Hi

 
QPAR51 max.50W

 
2 x QPAR51 max.50W

202 72 66 01 
 = A-A / A-B / W-W (max.35W)

202 72 66 02 
 = A-A / A-B / W-W (max.35W)

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5    

OPTIONS 
PLASTERKIT 126 

 SOLUTION - PAG TEC 8

ADJUSTABLE 0°- 30°
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
PLASTERKIT 127 

 SOLUTION - PAG TEC 8

CTRL
DELTA

R
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FUGAZZI SPATIAL DESIGN



OTHER CRI OR KELVIN ON REQUEST
GOVAERT & VANHOUTTE ARCHITECTS
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40

153 153

40

153

290

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

GRID IN TRIMLESS HP SI

142

Ø94
20°

355°

CRI > 90 GRID IN HP SNAP-IN

3000
K

LED [J] 24,3W /  / 700mA
LED [J] 37,9W /  / 1050mA

202 801 211 930 
 = B 

2700
K

LED [J] 24,3W /  / 700mA
LED [J] 37,9W /  / 1050mA

202 801 211 920 
 = B 

ADJUSTABLE 0°- 20° / 355°

      IP20  

REQUIREMENTS
GRID IN HP TUBE
+
REFLECTOR 7369/H51 FL20°
or
REFLECTOR 7369/H51 FL38°
or
REFLECTOR 7365/H51 WFL50° 

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS

 KIT x 160 /  max.25

GRID IN TRIMLESS 1 HP FRAME

202 802 01 
 = B / W

 

REQUIREMENTS 
GRID IN HP SNAP-IN +
GRID IN TRIMLESS 1 MOUNTING KIT HP

 KIT x 160 /  max.25

GRID IN TRIMLESS 2 HP FRAME

202 802 02 
 = B / W

 

REQUIREMENTS 
2 x GRID IN HP SNAP-IN +
GRID IN TRIMLESS 2 MOUNTING KIT HP

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

GRID IN HP TUBE 
414 10 00 

 = B-B / W-B

REFLECTOR 7369/H51 FL20° 
414 99 20 

REFLECTOR 7369/H51 FL38° 
414 99 38

REFLECTOR 7365/H51 WFL50° 
414 99 50

REFL
FL
20°

REFL
FL
38°

REFL
WFL
50°

GRID IN TRIMLESS 1 MOUNTING KIT HP
202 61 95 01 HP

 173 x 173      max.25

   

GRID IN TRIMLESS 2 MOUNTING KIT HP
202 61 95 02 HP

 312 x 173      max.25

   

57

171171

57

310

171

ACCESSORIES

HONEYCOMB 74 Ø74  
414 04 01
      B

SOFTENING LENS 74 Ø74
414 04 04

FULL INFO TECHNICAL CHAPTER

REFLECTOR

TUBE

ACCESSORY

CTRL
DELTA

R



GRID IN 2 HP FRAME W-B + 2 x GRID IN HP SNAP IN B + 2 x REFLECTOR + 2 x GRID IN HP TUBE B-B
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OPTIONSFULL INFO TECHNICAL CHAPTER

PLASTERKIT 120  260 x 230  190 x 170
202 62 99 01

PLASTERKIT 121  260 x 399  190 x 310
202 62 99 02

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

GRID IN HP SI

CRI > 90 GRID IN HP SNAP-IN

3000
K

LED [J] 24,3W /  / 700mA
LED [J] 37,9W /  / 1050mA

202 801 211 930 
 = B

2700
K

LED [J] 24,3W /  / 700mA
LED [J] 37,9W /  / 1050mA

202 801 211 920 
 = B

ADJUSTABLE 0°- 20° / 355°

      IP20  

REQUIREMENTS
GRID IN HP TUBE
+
REFLECTOR 7369/H51 FL20°
or
REFLECTOR 7369/H51 FL38°
or
REFLECTOR 7365/H51 WFL50° 

OPTIONS
LED POWER SUPPLY 700-1050mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS

 167 x 167 x 160 /  max.25

GRID IN 1 HP FRAME

202 801 01 
 = W-B

 

REQUIREMENTS 
GRID IN HP SNAP-IN 

OPTIONS
PLASTERKIT 120

 306 x 167 x 160 /  max.25

GRID IN 2 HP FRAME

202 801 02 
 = W-B

 

REQUIREMENTS 
2 x GRID IN HP SNAP-IN 

OPTIONS
PLASTERKIT 121

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

GRID IN HP TUBE 
414 10 00 

 = B-B / W-B

ACCESSORIES

HONEYCOMB 74 Ø74  
414 04 01
      B

SOFTENING LENS 74 Ø74
414 04 04

FULL INFO TECHNICAL CHAPTER

93

177 177

93

177

316

142

Ø94
20°

355°

REFLECTOR 7369/H51 FL20° 
414 99 20 

REFLECTOR 7369/H51 FL38° 
414 99 38

REFLECTOR 7365/H51 WFL50° 
414 99 50

REFL
FL
20°

REFL
FL
38°

REFL
WFL
50°

CTRL
DELTA

R

REFLECTOR

TUBE

ACCESSORY
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OPTIONS

CONCRETE BOX 120  230 x 260 x 120 235 x 265
202 62 98 01

PLASTERKIT 120  260 x 230  190 x 170
202 62 99 01

ACCESSORIES

CLIP 111 Ø110 / H22 
201 27 99 A
      A / B / W

LENS 111 Ø100 
201 47 11

FULL INFO TECHNICAL CHAPTER

FULL INFO TECHNICAL CHAPTER

  TRANSFO 50W 86 x 31 x 20
200 46 06

  TRANSFO 100W 107 x 35 x 21
200 46 10

CONCRETE BOX 121  260 x 399 x 120 265 x 405
202 62 98 02

PLASTERKIT 121  260 x 399  190 x 310
202 62 99 02

GRID IN TRIMLESS 1 MK   173 x 173
202 61 95 01

GRID IN TRIMLESS 1 MK L  Ø250
202 61 95 01L

CONCRETE PACK GIT 1
  -

202 61 96 01

EXPOSED

CONCRETE PACK GIT 2
EXPOSED   -

202 61 96 02

GRID IN TRIMLESS 2 MK   312 x 173
202 61 95 02

GRID IN TRIMLESS 2 MK L  Ø250 - 150 - Ø250 
202 61 95 02L

84

151 151

30°

304

84

151

30°

GRID IN ZB

GRID IN ZB 1 BOX L  183 x 183 x 128 184 x 184
202 60 98 01

GRID IN ZB 2 BOX L  183 x 336 x 128 184 x 337
202 60 98 02

 152 x 152 x 114  305 x 152 x 114

GRID IN ZB 1 QR GRID IN ZB 2 QR

 QR-LP111 max.100W  2 x QR-LP111 max.100W

202 60 00 01 
 = A / W

202 60 00 02 
 = A / W

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
GRID IN ZB 1 BOX L 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
GRID IN ZB 2 BOX L 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

CTRL
DELTA

R
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177177

110

30°

177
316

110

30°

GRID IN

 167 x 167 x 120 /  max.15  306 x 167 x 120 /  max.15

GRID IN 1 QR GRID IN 2 QR

 QR-LP111 max.100W  2 x QR-LP111 max.100W

202 62 00 01 
 = A-A / A-B / W-W

202 62 00 02 
 = A-A / A-B / W-W

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
PLASTERKIT 120 
CONCRETE BOX 120 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
PLASTERKIT 121 
CONCRETE BOX 121 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

153

110

153

30°

292

110

153

30°

GRID IN TRIMLESS

 157 x 157 x 120 /  max.40  296 x 157 x 120 /  max.40

GRID IN TRIMLESS 1 QR GRID IN TRIMLESS 2 QR

 QR-LP111 max.100W  2 x QR-LP111 max.100W

202 61 00 01 
 = A / B / W

202 61 00 02 
 = A / B / W

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
GRID IN TRIMLESS 1 MOUNTING KIT 
GRID IN TRIMLESS 1 MOUNTING KIT LARGE
EXPOSED CONCRETE PACK GIT 1 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

ADJUSTABLE 0°- 30°
G53 / 12V

      IP20   1,0     

OPTIONS 
GRID IN TRIMLESS 2 MOUNTING KIT 
GRID IN TRIMLESS 2 MOUNTING KIT LARGE
EXPOSED CONCRETE PACK GIT 2 

 SOLUTION - PAG TEC 8
TRANSFO

ACCESSORIES 
CLIP 111 +  LENS

CTRL
DELTA

R
CTRL

DELTA
R



VEVS INTERIOR DESIGN
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VILVORDIT XXXXXL



OBUMEX





SUPER-OH!
OVERVIEW

 
SUPER-OH!
TRIMLESS

 
SUPER-OH!
XS PIVOT

 
SUPER-OH!

XS

 
SUPER-OH!

XS C

 
SUPER-OH!
XS LUSTER

  SUPER-OH!
XS PIVOT ADM

 
SUPER-OH! DOWN

SUPER-OH! DOWN-UP
SUPER-OH! SBL DOWN

SUPER-OH! SBL DOWN-UP

t PAG INT 557

PAG INT 337

A series of slim rings floating through space, finished 
either with integrated powerleds, with LED array hiding 
underneath an opal cover, or the more retro-look version 
with classic light bulbs. No matter which version you 
prefer, the Super-Oh! Family always ensures an eye 
catching solution. A symbol of infinity, without beginning 
or end, the ultimate geometric symbol.
Play with different sizes, combine different mounting 
options and experiment with down or down-up lighting, 
we let you lead the dance on this one. Be creative! 



INTERIOR CEILING RECESSED

INT 209deltalight.com

Ø LAMP POWER
SUPPLY PAG

Ø725

Ø1230

- 1-10V

DALI

INT 211

- 1-10V

DALI

INT 211

SUPER-OH! TRIMLESS



INOFORMA ARCHITECTS
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81

Ø725

2

43

MDF

81

Ø1230

SUPER OH! SBL TRIMLESS

 735 x 150 /  max.25  1240 x 150 /  max.25

CRI > 80 SUPER-OH! SBL TRIMLESS 70 SUPER-OH! SBL TRIMLESS 120

3000
K PC SBL LED CLUSTER 45W / 6081lm LED CLUSTER 75W / 10238lm

1-10V  
308 20 07 83 ED1 308 20 12 83 ED1

DALI  
308 20 07 83 ED5 308 20 12 83 ED5

INCL.CENTER BOARD MDF
220-240V / 0 | 50-60Hz

      IP20

INCL.CENTER BOARD MDF
220-240V / 0 | 50-60Hz

      IP20

CTRL
DELTA

R



SUPERNOVA
OVERVIEW
Supernova is an extensive range of pure geometrically
formed lighting fixtures that guarantee powerful
illumination and atmosphere. The range comes in
different shapes, diameters and application possibilities.
The led version features in-house developed printed
circuit boards specifically engineered to provide a
uniform illumination of the polycarbonate. 
The Supernova is available with a 4mm Polycarbonate 
(PC SBL), or 2mm Polycarbonate Prismatic + 1,5mm PC 
SBL, providing a very enjoyable diffuse lighting effect.
Presence control and daylight simulation can now
be done thanks to the optional presence detection and
the tunable white versions of the Supernova.

On request the Supernova can be offered in 
any RAL colour, matching the specific look 
and feel of your interior design.

To discover more, or download technical files of your preferred product, just add 
the product reference (without colour) or name to the deltalight.com url.
E.g. www.deltalight.com/27495120 or www.deltalight.com/supernova

 
SUPERNOVA

 
SUPERNOVA XS

RECESSED

 
SUPERNOVA

SEMI

 
SUPERNOVA
TRIMLESS

t

 
SUPERNOVA &

SUPERNOVA SR

 
SUPERNOVA

XS PIVOT

 SUPERNOVA
XS PIVOT ADM

SUPERNOVA F  

 
SUPERNOVA

XS

 
SUPERNOVA
DOWN-UP &

PAG INT 353

PAG INT 507PAG INT 559
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Ø LAMP
2700
5700

K
PAG PC SBL / FULL PC SBL / LINE PC PRISMATIC / FULL PC PRISMATIC / LINE

Ø260

Ø330

—

—

INT 215

INT 215

—

—

—

—

—

—

Ø675

Ø975

Ø1275

— 

—

—

-
T16 

-
T16 

-
T16 

INT 217

INT 217

INT 217

— 

—

—

— 

—

—

Ø660

Ø960

Ø1260

— 

—

—

T16 

 
T16 

T16 

— 

—

—

INT 221

INT 221

INT 221

— 

—

—

— 

—

—

— 

—

—

Ø650

Ø950

Ø1250

— 

—

—

-
T16 

-
T16 

-
T16 

INT 223

INT 223

INT 223

— 

—

— —

SUPERNOVA XS
TRIMLESS

PC SBL

FULL FULLLINE LINE

PC PRISMATIC

SUPERNOVA
TRIMLESS

SUPERNOVA

SUPERNOVA SEMI



INT 214

0° POSITION

POSITION FOR INSTALLATION

8° POSITION

SUPERNOVA XS RECESSED KIT 260
274 88 029

 301 x 200      max.25

  

SUPERNOVA XS RECESSED KIT 330
274 88 036

 371 x 200      max.25

  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

126

Ø299

126

Ø369
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225

205

60

Ø260

Ø250

8°

350°

227

205

60

Ø330

Ø320

8°

350°

SUPERNOVA XS RECESSED

CRI > 80 SUPERNOVA XS RECESSED 260 SUPERNOVA XS RECESSED 330

3000
K FULL / PC SBL LED CLUSTER 15W / 1580lm LED CLUSTER 22W / 2600lm

NON
DIM

274 86 2515 
 = B / W

220-240V / 50-60Hz

274 86 3224 
 = B / W

110-240V / 50-60Hz

1-10V  

CTRL
DELTA

R
274 86 2515 ED1 

 = B / W
110-240V / 50-60Hz

274 86 3224 ED1 
 = B / W

220-240V / 50-60Hz

DALI  

CTRL
DELTA

R
274 86 2515 ED5 

 = B / W
110-240V / 50-60Hz

274 86 3224 ED5 
 = B / W

220-240V / 50-60Hz

ADJUSTABLE 0°/8°

      IP40 

REQUIREMENTS 
SUPERNOVA XS RECESSED KIT 260

ADJUSTABLE 0°/8°

      IP40 

REQUIREMENTS 
SUPERNOVA XS RECESSED KIT 330

NEW
COLOUR

B
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OPTIONSFULL INFO TECHNICAL CHAPTER

DALI TO 1-10V CONVERTOR 189 x 30 x 29

max. 20x SUPERNOVA 6528 EVG DIM1
max. 9x SUPERNOVA 9526 EVG DIM1
max. 4x SUPERNOVA 12528 EVG DIM1

385 611 ED5

ARCHION

2

PRESENCE DETECTION HF SENSOR
300 90 311 
EXCL.MOUNTING IN SUPERNOVA LINE
INVISIBLE MOUNTING
INFO PAG TEC 6
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INT 217deltalight.comOTHER CRI OR KELVIN ON REQUEST

Ø675

115

Ø975

115

115

Ø1275

SUPERNOVA TRIMLESS

 685 x 200 /  max.25  985 x 200 /  max.25  1285 x 200 /  max.25

CRI > 80 SUPERNOVA TRIMLESS 6528 SUPERNOVA TRIMLESS 9528 SUPERNOVA TRIMLESS 12528

3000
K FULL / PC SBL LED CLUSTER 46W / 6160lm LED CLUSTER 105W / 14140lm LED CLUSTER 208W / 28050lm

1-10V  

CTRL
DELTA

R 274 89 6528 ED1 274 89 9528 ED1 274 89 12528 ED1

120-240V / 50-60Hz

      IP20   

OPTIONS 
DALI TO 1-10V CONVERTER

120-240V / 50-60Hz

      IP20  

OPTIONS 
DALI TO 1-10V CONVERTER

120-240V / 50-60Hz

      IP20  

OPTIONS 
DALI TO 1-10V CONVERTER

CRI > 80 SUPERNOVA LINE TRIMLESS 6583 SUPERNOVA LINE TRIMLESS 9583 SUPERNOVA LINE TRIMLESS 12583

3000
K

 
LINE / PC SBL LED CLUSTER 59W / 7840lm LED CLUSTER 147W / 19600lm LED CLUSTER 235W / 31360lm

NON
DIM

274 89 06 83 274 89 09 83 274 89 12 83 

1-10V  

CTRL
DELTA

R 274 89 06 83 ED1 274 89 09 83 ED1 274 89 12 83 ED1

DALI  

CTRL
DELTA

R 274 89 06 83 ED5 274 89 09 83 ED5 274 89 12 83 ED5

220-240V / 0 | 50-60Hz

      IP20  

OPTIONS 
PRESENCE DETECTION HF SENSOR

220-240V / 0 | 50-60Hz

      IP20  

OPTIONS 
PRESENCE DETECTION HF SENSOR

220-240V / 0 | 50-60Hz

      IP20 

OPTIONS 
PRESENCE DETECTION HF SENSOR

CRI > 80 SUPERNOVA LINE TRIMLESS 65 TW SUPERNOVA LINE TRIMLESS 95 TW SUPERNOVA LINE TRIMLESS 125 TW

2700
5700

K
LINE / PC SBL

LED CLUSTER 51W
2700K / 6783lm - 5700K / 7538lm

LED CLUSTER 127W
2700K / 16957lm - 5700K / 18844lm

LED CLUSTER 203W
2700K / 27131lm - 5700K / 30150lm

DALI  

CTRL
DELTA

C 274 89 06 26 ED5 274 89 09 26 ED5 274 89 12 26 ED5

2 DALI CONTROL CHANNELS
120-240V / 0 | 50-60Hz

      IP20  

2 DALI CONTROL CHANNELS
120-240V / 0 | 50-60Hz

      IP20  

2 DALI CONTROL CHANNELS
120-240V / 0 | 50-60Hz

      IP20  



INT 218

ARCHION



INTERIOR CEILING RECESSED

INT 219deltalight.com

 685 x 200 /  max.25  985 x 200 /  max.25  1285 x 200 /  max.25

SUPERNOVA TRIMLESS 65 SUPERNOVA TRIMLESS 95 SUPERNOVA TRIMLESS 125

FLUORESCENT / PC SBL  3 x T16 14/24W
 2 x TC-L 24W

 4 x T16 14/24W
 4 x T16 21/39W

 4 x T16 21/39W
 4 x T16 28/54W
 2 x T16 14/24W

NON
DIM

274 89 60 274 89 90 274 89 120

DALI
PUSH  

CTRL
DELTA

R 274 89 60 ED2 274 89 90 ED2 274 89 120 ED2

G5 + 2G11 / 220-240V / 50-60Hz

      IP20

G5 / 220-240V / 0 | 50-60Hz

      IP20

G5 / 220-240V / 0 | 50-60Hz

      IP20 

Ø675

115

Ø975

115

115

Ø1275

SUPERNOVA TRIMLESS

2



PINKEYE DESIGN



INTERIOR CEILING RECESSED

INT 221deltalight.com

105

30

Ø660

105

30

Ø960

SUPERNOVA SEMI

105
30

Ø1260

 652 x 120      952 x 120    1252 x 120    

SUPERNOVA SEMI 65 SUPERNOVA SEMI 95 SUPERNOVA SEMI 125

FLUORESCENT / PC SBL  3 x T16 14/24W
 2 x TC-L 24W

 4 x T16 14/24W
 4 x T16 21/39W

 4 x T16 21/39W
 4 x T16 28/54W
 2 x T16 14/24W

NON
DIM

274 88 60 
 = B / W

274 88 90 
 = B / W

274 88 120 
 = B / W

G5 + 2G11 / 220-240V / 50-60Hz

      IP20   

G5 / 220-240V / 0 | 50-60Hz

      IP20   

G5 / 220-240V / 0 | 50-60Hz

      IP20   



    

115

Ø1025

115

Ø725

115

Ø1325

SUPERNOVA 65 RECESSED KIT
274 94 0710

 735 x 200      max.25

  

SUPERNOVA 95 RECESSED KIT
274 94 1010

 1035 x 200      max.25

  

SUPERNOVA 125 RECESSED KIT
274 94 1310

 1335 x 200      max.25

  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

OPTIONSFULL INFO TECHNICAL CHAPTER

SUSPENSION SET 18 3m
328 18 43
INCL. 4 x CABLE SUSP. SINGLE AUTO. 3m 
INCL. 1 x CABLE 3 x 0,75mm2 

SUSPENSION SET 18 3m ED1 (FOR ED1 & ED5)
328 18 43 ED1
INCL. 4 x CABLE SUSP. SINGLE AUTO. 3m 
INCL. 1 x CABLE 3 x 0,75mm2 
INCL. 1 x CABLE 2 x 0,75mm2

DALI TO 1-10V CONVERTOR 189 x 30 x 29

max. 20x SUPERNOVA 6528 EVG DIM1
max. 9x SUPERNOVA 9526 EVG DIM1
max. 4x SUPERNOVA 12528 EVG DIM1

385 611 ED5

PRESENCE DETECTION HF SENSOR
300 90 311 
EXCL.MOUNTING IN SUPERNOVA LINE
INVISIBLE MOUNTING
INFO PAG TEC 6



INTERIOR CEILING RECESSED

INT 223deltalight.comOTHER CRI OR KELVIN ON REQUEST

NEW
COLOUR

B

115

Ø950

115

Ø650

115

Ø1250

SUPERNOVA

 ØKIT x 200 /  max.25  ØKIT x 200 /  max.25  ØKIT x 200 /  max.25

CRI > 80 SUPERNOVA 6528 SUPERNOVA 9528 SUPERNOVA 12528

3000
K FULL / PC SBL LED CLUSTER 46W / 6160lm LED CLUSTER 105W / 14140lm LED CLUSTER 208W / 28050lm

1-10V  

CTRL
DELTA

R
274 95 6528 ED1 

 = B / W
274 95 9528 ED1 

 = B / W
274 95 12528 ED1 

 = B / W

120-240V / 50-60Hz

      IP20     

REQUIREMENTS 
SUPERNOVA 65 RECESSED KIT
SUSPENSION SET 18 3m ED1

OPTIONS 
DALI TO 1-10V CONVERTER

120-240V / 50-60Hz

      IP20     

REQUIREMENTS 
SUPERNOVA 95 RECESSED KIT
SUSPENSION SET 18 3m ED1

OPTIONS 
DALI TO 1-10V CONVERTER

120-240V / 50-60Hz

      IP20     

REQUIREMENTS 
SUPERNOVA 125 RECESSED KIT
SUSPENSION SET 18 3m ED1

OPTIONS 
DALI TO 1-10V CONVERTER

CRI > 80 SUPERNOVA LINE 6583 SUPERNOVA LINE 9583 SUPERNOVA LINE 12583

3000
K

 
LINE / PC SBL LED CLUSTER 59W / 7840lm LED CLUSTER 147W / 19600lm LED CLUSTER 235W / 31360lm

NON
DIM

274 95 06 83 
 = B / W

274 95 09 83 
 = B / W

274 95 12 83 
 = B / W

1-10V  

CTRL
DELTA

R
274 95 06 83 ED1 

 = B / W
274 95 09 83 ED1 

 = B / W
274 95 12 83 ED1 

 = B / W

DALI  

CTRL
DELTA

R
274 95 06 83 ED5 

 = B / W
274 95 09 83 ED5 

 = B / W
274 95 12 83 ED5 

 = B / W

220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 65 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED1 

OPTIONS 
PRESENCE DETECTION HF SENSOR

220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 95 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED1 

OPTIONS 
PRESENCE DETECTION HF SENSOR

220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 125 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED1 

OPTIONS 
PRESENCE DETECTION HF SENSOR

CRI > 80 SUPERNOVA LINE 6583 PRISMATIC SUPERNOVA LINE 9583 PRISMATIC

3000
K

 
LINE / PC PRISMATIC LED CLUSTER 59W / 7840lm LED CLUSTER 147W / 19600lm

NON
DIM

274 95 06 83 PR 
 = B / W

274 95 09 83 PR 
 = B / W

1-10V  

CTRL
DELTA

R
274 95 06 83 PR ED1 

 = B / W
274 95 09 83 PR ED1 

 = B / W

DALI  

CTRL
DELTA

R
274 95 06 83 PR ED5 

 = B / W
274 95 09 83 PR ED5 

 = B / W

220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 65 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED1 

OPTIONS 
PRESENCE DETECTION HF SENSOR

220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 95 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED1 

OPTIONS 
PRESENCE DETECTION HF SENSOR

CTRL
DELTA

R



INT 224

    

115

Ø1025

115

Ø725

115

Ø1325

SUPERNOVA 65 RECESSED KIT
274 94 0710

 735 x 200      max.25

  

SUPERNOVA 95 RECESSED KIT
274 94 1010

 1035 x 200      max.25

  

SUPERNOVA 125 RECESSED KIT
274 94 1310

 1335 x 200      max.25

  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SUSPENSION SET 18 3m TW ED5
328 18 43 TW ED5
INCL. 4 x CABLE SUSP. SINGLE AUTO. 3m 
INCL. 1 x CABLE 5 x 0,75mm2 
INCL. 1 x CABLE 3 x 0,75mm2

SOM ARCHITECTEN



INTERIOR CEILING RECESSED

INT 225deltalight.com

115

Ø950

115

Ø650

115

Ø1250

SUPERNOVA TW

 ØKIT x 200 /  max.25  ØKIT x 200 /  max.25  ØKIT x 200 /  max.25

CRI > 80 SUPERNOVA LINE 65 TW SUPERNOVA LINE 95 TW SUPERNOVA LINE 125 TW

2700
5700

K
LINE / PC SBL

LED CLUSTER / 51W
2700K / 6783lm - 5700K / 7538lm

LED CLUSTER / 127W
2700K / 16957lm - 5700K / 18844lm

LED CLUSTER / 203W
2700K / 27131lm - 5700K / 30150lm

DALI

274 95 06 26 ED5 
 = B / W

274 95 09 26 ED5 
 = B / W

274 95 12 26 ED5 
 = B / W

2 DALI CONTROL CHANNELS
220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 65 RECESSED KIT 
SUSPENSION SET 18 3m TW ED5 

2 DALI CONTROL CHANNELS
220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 95 RECESSED KIT
SUSPENSION SET 18 3m TW ED5 

2 DALI CONTROL CHANNELS
220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 125 RECESSED KIT
SUSPENSION SET 18 3m TW ED5 

CTRL
DELTA

C



INT 226

    

115

Ø1025

115

Ø725

115

Ø1325

SUPERNOVA 65 RECESSED KIT
274 94 0710

 735 x 200      max.25

  

SUPERNOVA 95 RECESSED KIT
274 94 1010

 1035 x 200      max.25

  

SUPERNOVA 125 RECESSED KIT
274 94 1310

 1335 x 200      max.25

  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SUSPENSION SET 18 3m
328 18 43
INCL. 4 x CABLE SUSP. SINGLE AUTO. 3m 
INCL. 1 x CABLE 3 x 0,75mm2 

SUSPENSION SET 18 3m ED2 
328 18 43 ED2
INCL. 4 x CABLE SUSP. SINGLE AUTO. 3m 
INCL. 1 x CABLE 5 x 0,75mm2 

BERT MASSELUS



INTERIOR CEILING RECESSED
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115

Ø950

115

Ø650

115

Ø1250

SUPERNOVA

 ØKIT x 200 /  max.25  ØKIT x 200 /  max.25  ØKIT x 200 /  max.25

SUPERNOVA 65 SUPERNOVA 95 SUPERNOVA 125

FLUORESCENT / PC SBL  3 x T16 14/24W
 2 x TC-L 24W

 4 x T16 14/24W
 4 x T16 21/39W

 4 x T16 21/39W
 4 x T16 28/54W
 2 x T16 14/24W

NON
DIM

274 95 60 
 = B / W

274 95 90 
 = B / W

274 95 120 
 = B / W

DALI
PUSH  

CTRL
DELTA

R
274 95 60 ED2 

 = B / W
274 95 90 ED2 

 = B / W
274 95 120 ED2 

 = B / W

G5 + 2G11 / 220-240V / 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 65 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED2 

G5 / 220-240V / 0 | 50-60Hz

      IP20 

REQUIREMENTS 
SUPERNOVA 95 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED2 

G5 / 220-240V / 0 | 50-60Hz

      IP20  

REQUIREMENTS 
SUPERNOVA 125 RECESSED KIT
SUSPENSION SET 18 3m / 18 3m ED2 

NEW
COLOUR

B



HM PROJECTS



INT 229deltalight.com

ZLATINA DUKOVA



DE CORT & DERVICHIAN / GHELAMCO



INTERIOR CEILING RECESSED

INT 231deltalight.comOTHER CRI OR KELVIN ON REQUEST

SUPERDOMEREQUIREMENTSFULL INFO TECHNICAL CHAPTER

580

Ø1160

56

1210 1210

Ø1037

SUPERDOME RECESSED KIT
321 96 1036

 1105 x 1105 x 350      max.12

  

DALI TO 1-10V CONVERTOR 189 x 30 x 29

max. 9 x SUPERDOME 9528 RECESSED EVG DIM1
385 611 ED5

10°

360

308

 KIT x 350 

CRI > 80 SUPERDOME 9528 RECESSED

3000
K PC SBL LED CLUSTER 105W / 3000K / 14140lm

1-10V  

CTRL
DELTA

R
321 96 9528 ED1  

 = B-W / W-W

120-240V / 50-60Hz

      IP20 

REQUIREMENTS 
SUPERDOME RECESSED KIT

OPTIONS
DALI TO 1-10V CONVERTER

SUPERDOME E27 RECESSED

PC SBL  
3 x TC-TSE max.23W

 
3 x TCA-SE max.23W

NON
DIM

321 96 327 
  = B-W / W-W

E27Ls / 100-240V / 50-60Hz

      IP20 

REQUIREMENTS 
SUPERDOME RECESSED KIT

OPTIONSFULL INFO TECHNICAL CHAPTER
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