
INTERIOR
EXTERIOR
PROFILES
Production of made-to-measure profile systems has
become a vital and distinctive element of the Delta Light®

collection. The profile range includes various dimensions,
diverse styles, different light sources with several control 
possibilities, and a large number of accessories and 
combination options.
Suspended, recessed or surface mounted, either for wall,
floor or ceiling, interior and exterior, Delta Light® is your
one-stop supplier for all profile lighting systems.

p

www.deltalight.com/Profiles

CF MØLLER

http://www.deltalight.com/Profiles




PRO 566

SPLITLINE M / SHIFTLINE M

SPLIT-IT

SPLITLINE

90

29
59

141

52
154

68

51
243

INDEX
PROFILES

PROFILE SPLITLINE M20 SPLITLINE M52 SHIFTLINE M26

PAG PRO PRO 580 PRO 590 PRO 581

LED • • •

  

PROFILE SPLIT-IT PRO SPLIT-IT ON

PAG PRO PRO 602 PRO 606

LED • •

HALOGEN • •

 

PROFILE SPLITLINE 16 SPLITLINE 29 SPLITLINE 52 SPLITLINE 51

PAG PRO PRO 622 PRO 630 PRO 640 PRO 650

LED • • • •

    

30

44

10550 50

137

153

53 26

50

350

44

16
80
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MICROLINE

UNILINE

89

81

90

84

90

68

47

75

67 84

57
59

PROFILE MICROLINE TR MICROLINE TRW MICROLINE TRW+ MICROLINE 60 MICROLINE 40 MICROLINE 40+

PAG PRO PRO 690 PRO 690 PRO 690 PRO 696 PRO 696 PRO 696

LED • • • • • •

        

PROFILE UNILINE TR UNILINE 85 UNILINE 70

PAG PRO PRO 722 PRO 722 PRO 722

T16 • • •

    

83

57

78

42

85

42

75

65

B-LINER

PROFILE B-LINER 65

PAG PRO PRO 714

LED •

  

STREAMLINER

PROFILE STREAMLINER TR STREAMLINER 85 STREAMLINER 70 S STREAMLINER 70 L

PAG PRO PRO 703 PRO 702 PRO 703 PRO 703

LED • • • •

      

96 95 85 108

85 85 70 70



PRO 568

29

45

21

24

21

29

25

30

25

INDEX
PROFILES

FEMTOLINE

53

108

98

44

BORDERLINE RENDEZ-VOUS

PROFILE BORDERLINE

PAG PRO PRO 660

LED •

 

PROFILE RENDEZ-VOUS

PAG PRO PRO 666

LEDFLEX •

 

PROFILE FEMTOLINE 25F FEMTOLINE 25 FEMTOLINE 35 FEMTOLINE 35 F HE FEMTOLINE 35 F HE D-U FEMTOLINE 35 X

PAG PRO PRO 670 PRO 670 PRO 670 PRO 672 PRO 672 PRO 672

LED • • • • • •

         

PROFILE FEMTOLINE 45 FEMTOLINE 25 T FEMTOLINE 25 TP

PAG PRO PRO 674 PRO 674 PRO 674

LED • • •

     

37

25

90

28

83

76

30

25
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25

30

45

165

NANOLINE

SHELFLINE

FINNLINE

PROFILE NANOLINE W

PAG PRO PRO 684

LED •

 

PROFILE SHELFLINE 20 ST SHELFLINE 18 SHELFLINE 19

PAG PRO PRO 743 PRO 743 PRO 743

LED • • •

     

PROFILE FINNLINE

PAG PRO PRO 728

LED •

 

NOBODY

36

200

PROFILE NOBODY 200

PAG PRO PRO 736

LED •

T16 •

8.2

20

14.4 9.4

18 19



PRO 570

HOW TO BUILD
YOUR PROFILE

 SELECT A PROFILE.  DEFINE DIMENSIONS.

1200

M
10

M
ID

IS
P

Y
M

10
M

ID
IS

P
Y

LED ARRAY DOWN

1400

CORNER 135°

SUPPLY

2000

2 LED

2 LED

OPTION 
CABLING 2 CIRCUITS :
- LED ARRAY
- M10 MIDISPY + 2 LED

1200

1400

2000

CORNER 90°

CORNER 135°

ENDCAP

ENDCAP

PROFILE

SPLITLINE M20 • B

SHIFTLINE M26 • B

SPLITLINE M52 • B

SPLITLINE 16 • • B

SPLITLINE 29 • • B

SPLITLINE 52 • • B

SPLITLINE 51 • • B

SPLIT-IT PRO • B / W

SPLIT-IT ON • ANO / B / W

BORDERLINE • • W

RENDEZ-VOUS • • ANO

FEMTOLINE 25 • • • ANO / B / W

FEMTOLINE 25 F • • • ANO / B / W

FEMTOLINE 25 T • • • ANO / B / W

FEMTOLINE 25 TP • • • ANO / B / W

FEMTOLINE 35 F HE • • • ANO / B / W

FEMTOLINE 35 TR • • B

FEMTOLINE 35 • • • ANO / B / W

FEMTOLINE 35 F HE DOWN-UP • ANO / B / W

FEMTOLINE 35 X HE DOWN-UP • B / W

FEMTOLINE 45 • • ANO / B / W

NANOLINE W • ANO

MICROLINE TR • • ANO

MICROLINE TRW • • ANO

MICROLINE TRW+ • • ANO

MICROLINE 60 • • ANO / W

MICROLINE 40 • • • ANO / B / W

MICROLINE 40+ • • • ANO / B / W

STREAMLINER TR • • ANO

STREAMLINER 85 • • ANO / W

STREAMLINER 70 S / L • • • ANO / W

B-LINER 65 • • • ANO / B / W

UNILINE TR • • ANO

UNILINE 85 • • ANO / W

UNILINE 70 • • • ANO / W

FINNLINE • B / W

NOBODY 200 • ANO / W
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 SELECT FIXATION.

 SELECT CORNER.

 SELECT  END CAP.

SUSPENSION TWIN SUSPENSION SINGLE

DIRECT FIXATION

END CAP

WALL FIXATION

B

INSIDE CLIP 75 

B

INSIDE CLIP

A

INSIDE CLIP

A

INSIDE CLIP

Details may vary according to type of profile

  SELECT CURRENT SUPPLY CABLE.
CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   
L 6,0m / 3 x 0,75mm2   
L 1,6m / 5 x 0,75mm2   
L 6,0m / 5 x 0,75mm2   

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 /  
S 62-80-90

CABLE BASE R  
203 99 55  

 = ANO / B / W

Ø57 x 41

CABLE BASE S  
203 99 56  

 = ANO / B / W

57 x 57 x 41

COVERSET R  
204 00 62  

 = ANO / B / W

Ø62
204 00 90  Ø90
204 00 100  Ø100

COVERSET S  
204 62 62  

 = ANO / B / W

62 x 62
204 80 80  80 x 80
204 90 90  90 x 90

FULL INFO TECHNICAL 
CHAPTER Options

180° 135°90°

*for Nobody 200 / Finnline

* for Femtoline 25 / Nanoline / Uniline / Nobody 200 

* for Femtoline, Nanoline / 
   Nobody 200 / Finnline 

* for Uniline 70, Nobody 200 

180°

180°

More information: www.howtobuildyourprofile.com

FIXATION

180°

NO MODULE IN THIS AREA*

NO MODULE IN THIS AREA*

NO MODULE IN THIS AREA*

NO MODULE IN THIS AREA*

NO MODULE IN THIS AREA*



PRO 572

HOW TO BUILD
YOUR PROFILE

  SELECT LIGHT MODULES. 

®

LED

T16

FLUORESCENT

L 450

T16 SERIE

DOWN UPDOWN-UP

PC / CONTINUOUS PC PC / CONTINUOUS PC

DOWN / DOWN-UP / UP

L 162

PS

PS

L 200

500

8
12

REQUIREMENTS (CONTINUOUS PC)

MIC - PC SBL PROFILE
296 02 05 SBL

MAX.L / PROFILE: 6m -  / mCONTINUOUS PC

CONTINUOUS PC

PC NON-INCLUSIVE 
CONTINUOUS PC = REQUIREMENT!

EXAMPLE:

L 450

OVERLAY

REQUIREMENTS

UNI - PC SBL PROFILE
352 02 05 SBL

MAX.L / PROFILE: 6m -  / m
L 260
PS

PS

L 250

L 450

DIM
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More information: www.howtobuildyourprofile.com

EVG DIM 1

EVG DIM 2

 DIMMING.

102 

1-10V 
CONTROL 

L 450 

MAX. 30 

L 450 

DIM 1-10V 

L 450 

MAX. 15

L 450 

DIM DALI SWITCH 

DIM 

PUSH

L 450 

MAX. 30 

L 450 

DIM DALI-SWITCH 

DALI 
CONTROL 

REMOTE CONTROL : ON REQUEST

 DEFINE CIRCUITS.

CIRCUIT A : LED ARRAY = 1 MODULE
CIRCUIT B : M10 MIDISPY + 2 LED = 4 MODULES

# MODULES B > # MODULES A
CIRCUIT B : STANDARD INCL.
CIRCUIT A : 1 x 328 90 01

1-10V

CTRL
DELTA

R

PUSH
DIM

DALI

1200

M
10

M
ID

IS
P

Y
M

10
M

ID
IS

P
Y

LED ARRAY DOWN

1400

CORNER 135°

SUPPLY

2000

2 LED

2 LED

OPTION 
CABLING 2 CIRCUITS :
- LED ARRAY
- M10 MIDISPY + 2 LED

A

B

B

B

B



PRO 574

TRIMLESS
SUSPENSION /
CONNECTION

SUSPENSION
TRIMLESS O.F.A.

SUSPENSION 
+ CONNECTION

 TRIMLESS O.F.A.
CONNECTION

TRIMLESS O.F.A.

100
150

75
Ø25

100
150

75

40

Ø25

100
150

75
Ø25

 62 x 80      9 or 12

 102 x 80 (CONCRETE)

SUSPENSION TRIMLESS O.F.A.
328 10 01

INCL.1 x AUTOMATIC ADJUSTMENT

 

 62 x 80      9 or 12

 102 x 80 (CONCRETE)

SUSPENSION + CONNECTION TRIMLESS O.F.A.
328 10 02

INCL.1 x CONNECTOR max. 2 x 2,5 mm2 + PE
INCL.1 x AUTOMATIC ADJUSTMENT
4A / 250V

 

 62 x 80      9 or 12

 102 x 80 (CONCRETE)

CONNECTION TRIMLESS O.F.A.
328 10 03

INCL.1 x CONNECTOR max. 2 x 2,5 mm2+ PE
4A / 250V

 

	play.deltalight.com/suspensiontrimlessconcrete
	 play.deltalight.com/suspensiontrimlessplasterboard

	play.deltalight.com/suspensiontrimlessconcrete
	 play.deltalight.com/suspensiontrimlessplasterboard

	play.deltalight.com/suspensiontrimlessconcrete
	 play.deltalight.com/suspensiontrimlessplasterboard

SUSPENSION TRIMLESS  + CONNECTION TRIMLESSSUSPENSION + CONNECTION TRIMLESS
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M PROFILES
With Splitline M20, Splitline M52 and Shiftline M26, 
Delta Light® takes it to the next level in the profile 
section. These profiles offer the highest degree of 
freedom and flexibility, as all modules have a magnetic 
fixation. Splitline M20 and M52 allow for a neat, 
trimless installation, while Shiftline M26 can be used 
for projects where surface mounting is required. 
To create the optimal light setting, multiple light 
modules are available: spot modules with different 
beams and lumen packages going up to 2000lm 
for accent lighting, linear LED lines for general lighting 
and pendant modules for an elegant finish of the 
room. All modules can be placed toolfree into the 
profile and repositioned afterwards thanks to their 
magnetic fixation. Simply click the module into the 
profile and both mechanical and electrical connection 
are ensured.
As this family of profiles is powered by 48V, 
Smart 48 can be used for an easy 2-wire 
dimming/power solution, or even wireless.



deltalight.com

 

#
LED

LED LINE

 

- - -

MICROSPY 27

  

•
• •

-

MICROSPY 39

  

•
• •

-

MIDISPY

 

•

SPY FOCUS

 

•

SPY

 

•

TWEETER

 

• -

TWEETER BL

 

• -

MICROSPY 39 C

 

• -

GIBBO

 

• -

LED D

  

•
• •

- - -

LED

  

• -

- -• • -

• •

SPLITLINE M20 SHIFTLINE M26 SPLITLINE M52



SPLITLINE M20
Splitline M20 combines the refinement and 
the cleanness of Splitline 16 with a boost of 
flexibility thanks to the magnetic mounting of 
the light modules. Together with the mechanical 
connection, the magnetic fixation of the modules 
ensures the electrical connection with the two 
48V conductors in the profile.
In this way all light modules – spots, linear LED 
lines and pendants – can easily be placed or 
replaced into the profile according to the project’s 
requirements, without the need of any tools.

www.deltalight.com/splitlinem20



SHIFTLINE M26
Shiftline M26 is the surface mounted variant of 
Splitline M20, ideal when recessed mounting is 
not an option. Spy modules - in different sizes 
and lumen packages - can be combined with 

Tweeter modules, linear LED lighting or pendant 
modules in the form of Microspy 39 C or Gibbo, 

giving you loads of possibilities to create your 
own ideal lighting scene.

Do not worry if you overlooked something in this 
ideal lighting scene, as all modules can be easily 
switched from position thanks to their magnetic 

fixation.

www.deltalight.com/shiftlinem26
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PRO 580

150

20

 PROFILE

 ENDCAP / SUPPLY / CORNERS

 FIXATION

103

103

50

CEILING

X

Y

W
A

LL

SPM20 - CORNER SET 90°

SPM20 - CORNER SET 180°

SPM20 - CORNER SET V 90°

 PROFILE

COMPOSITION
BOTTOM VIEW

 FIXATION

SPM20 - END CAP 
420 20 03 01  

 = B

SPM20 - FIXATION SET
420 20 14 01
SET OF 2 PCS 

 ENDCAP / SUPPLY / CORNERS

SPLITLINE M20

SPM20 - PROFILE 1m 
420 20 10 00 

SPM20 - PROFILE 2m 
420 20 20 00 

SPM20 - PROFILE 3m 
420 20 30 00 

 = B
48V-DC ( 2 CONDUCTORS)
2 DIM CONDUCTORS (FOR INDIVIDUAL DALI DIMMING / DALI DIMMABLE LUMINAIRES ON REQUEST)

    IP20 
Kg / m

180°

103

103

50
50

50

50

SPM - CORNER 180°
420 06 01

SPM - CONNECTOR 48V-180°
420 99 01
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

SPM20 - CORNER SET 90°
420 20 06 06

SPM - CONNECTOR 48V-90°
420 99 02
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 
SPM20 - CORNER SET V90°
420 20 06 17

SPM - SUPPLY 48V
420 99 03
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

50

53

50

53

150

150

200

150

57 x (L + 5) x 85  min. 9 - max.25



p

PROFILES

PRO 581deltalight.comOTHER CRI OR KELVIN ON REQUEST

150

 PROFILE

 ENDCAP / SUPPLY / CORNERS

 PROFILE

COMPOSITION

SLM26 - END CAP 
420 26 03 01  

 = B

 ENDCAP / SUPPLY / CORNERS

SHIFTLINE M26

SLM26 - PROFILE 1m 
420 26 10 00 

SLM26 - PROFILE 2m 
420 26 20 00 

SLM26 - PROFILE 3m 
420 26 30 00 

 = B
48V-DC ( 2 CONDUCTORS)
2 DIM CONDUCTORS (FOR INDIVIDUAL DALI DIMMING / DALI DIMMABLE LUMINAIRES ON REQUEST)

    IP20 
Kg / m

SPM - CONNECTOR 48V-180°
420 99 01
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

SPM - SUPPLY 48V
420 99 03
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

50

26

50

26

150



PRO 582

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

EASY
TO MOVE
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L 170 L 170 L 170 L 170

0-90°

355°

86
72

Ø27

0-90°

355°

86
72

Ø28

0-90°

355°

86
72

Ø27

0-90°

355°

86
72

Ø28

M20 / M26 - MICROSPY 27 M20 / M26 - MICROSPY 39 

0-90°

355°

105

92

Ø39

0-90°

355°

105

92

Ø38

0-90°

355°

105

92

Ø39

0-90°

355°

105

92

Ø38

CRI > 90 M20 / M26  - MICROSPY 271 M20 / M26  - MICROSPY 272 M20 / M26  - MICROSPY 391 M20 / M26  - MICROSPY 392

3000
K LED 6W /  / 48V-DC 2 x LED 6W /  / 48V-DC LED 7,1W /  / 48V-DC 2 x LED 7,1W /  / 48V-DC

MDL

REFL
FL
24°

421 112 811 931 MDL
 = B / W

421 112 812 931 MDL
 = B / W

421 122 811 931 MDL
 = B / W

421 122 812 931 MDL
 = B / W

2700
K LED 6W /  / 48V-DC 2 x LED 6W /  / 48V-DC LED 7,1W /  / 48V-DC 2 x LED 7,1W /  / 48V-DC

MDL

REFL
FL
24°

421 112 811 921 MDL
 = B / W

421 112 812 921 MDL
 = B / W

421 122 811 921 MDL
 = B / W

421 122 812 921 MDL
 = B / W

ADJUSTABLE 0-85° / 350°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ADJUSTABLE 0-85° / 350°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC 

OPTIONS
DIMMABLE MODULATOR  

ADJUSTABLE 0-85° / 350°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ADJUSTABLE 0-85° / 350°

      IP20 

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

M20 / M26 - LED LINE
M20 / M26 - LED LINE
INCL.LEDFLEX FP 8W/m / 3000K 
CRI >90 / 1100lm/m
EXCL.LED POWER SUPPLY 48V-DC

      IP20 

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

Watt Lmm

1 x 5
1 x 6,5
1 x 8
1 x 9,5

614
814
1014
1214

421 312 06 93 MDL 
421 312 08 93 MDL 
421 312 10 93 MDL 
421 312 12 93 MDL 

PS

 = B

CTRL
DELTA

R
SMART

48
IN

SMART
48
IN

CTRL
DELTA

R

DALI DIMMING (DIM5) ON REQUEST DALI DIMMING (DIM5) ON REQUEST
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REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

POSITION OF 
ACCESSORY

M20 / M26 - MIDISPY 

0-90°

355°

91
78

Ø45

0-90°

355°

91
78

Ø45

CRI > 80 M20 / M26 - MIDISPY

3000
K LED 6W /  / 48V-DC

MDL

LENS
FL
20°

421 132 272 832 MDL
 = B / W

2700
K LED 6W /  / 48V-DC

MDL

LENS
FL
20°

421 132 272 822 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
MIDISPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 90 M20 / M26 - MIDISPY

3000
K LED 9,5W /  / 48V-DC

MDL

REFL
WFL
40°

421 132 271 933 MDL
 = B / W

2700
K LED 9,5W /  / 48V-DC

MDL

REFL
WFL
40°

421 132 271 923 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
MIDISPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W
42

Ø42

SPY TUBE B MMAT SG W

MIDISPY TUBE B MMAT SG W

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

L 170

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST



p

PROFILES

PRO 585deltalight.comOTHER CRI OR KELVIN ON REQUEST

M20 / M26 - SPY 

CRI > 90 M20 / M26 - SPY HP

3000
K LED 16,8W /  / 48V-DC

MDL

REFL
FL
33°

421 142 21 931 MDL
 = B / W

2700
K LED 16,8W /  / 48V-DC

MDL

REFL
FL
33°

421 142 21 921 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
SPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 M20 / M26 - SPY

3000
K LED 10,4W /  / 48V-DC

MDL

REFL
SP
18°

421 142 811 931 MDL
 = B / W

REFL
FL
33°

421 142 811 932 MDL
 = B / W

2700
K LED 10,4W /  / 48V-DC

MDL

REFL
SP
18°

421 142 811 921 MDL
 = B / W

REFL
FL
33°

421 142 811 922 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
SPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

0-90°

355°

129

108

Ø62

0-90°

355°

129

108

Ø62

0-90°

355°

132
111

Ø62

0-90°

355°

132
111

Ø62

M20 / M26 - SPY FOCUS 

CRI > 90 M20 / M26 - SPY FOCUS

3000
K LED 10,4W /  / 48V-DC

MDL

FOCUS
11-44°

421 152 811 93 MDL
 = B / W

2700
K LED 10,4W /  / 48V-DC

MDL

FOCUS
11-44°

421 152 811 92 MDL
 = B / W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

11°

44°

L 170 L 170

CTRL
DELTA

R
SMART

48
IN

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST

DALI DIMMING (DIM5) ON REQUEST
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ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

PATENTED EX-CENTRIC ROTATION SYSTEM®

CRI > 90 M20 / M26 - TWEETER 1 M20 / M26 - TWEETER 1 BL

3000
K LED 10,4W /  / 500mA LED 10,4W /  / 500mA

MDL

REFL
FL
33°

421 512 811 932 MDL
 = W

REFL
WFL
50°

421 512 811 933 MDL
 = W

421 522 811 930 MDL
 = B / W

2700
K LED 10,4W /  / 500mA LED 10,4W /  / 500mA

MDL

REFL
FL
33°

421 512 811 922 MDL
 = W

REFL
WFL
50°

421 512 811 923 MDL
 = W

421 522 811 920 MDL
 = B / W

ADJUSTABLE 0-45° / 355°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0-45° / 355°
EXCL.GLASS

      IP20  

REQUIREMENTS
BOWL GLASS 
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

0-45°

355°

59

Ø1340-45°

355°

59

Ø134
0-45°

355°

59

Ø147
0-45°

355°

59

Ø147

M20 / M26 - TWEETER

BOWL GLASS CLEAR
286 67 01

BOWL GLASS AMBER
286 67 02

BOWL GLASS OPAL WHITE
286 67 03

  

Ø147

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

L 170 L 170

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST
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PROFILES

PRO 587deltalight.comOTHER CRI OR KELVIN ON REQUEST

400

Ø38

400

Ø38

400

Ø38

M - MICROSPY 39 C

CRI > 90 M - MICROSPY 39 C

3000
K LED 7,1W /  / 350mA

MDL

REFL
FL
24°

421 612 811 931 MDL
 = B / W

2700
K LED 7,1W /  / 350mA

MDL

REFL
FL
24°

421 612 811 921 MDL
 = B / W

INCL.1 x CABLE 2 x 0.75mm2  / 1.6m

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

Ø147Ø147

Ø147

M - GIBBO

CRI > 90 M - GIBBO

3000
K LED [H] 7,1W /  / 350mA

MDL

421 622 811 930 MDL  
 = B / W

2700
K LED [H] 7,1W /  / 350mA

MDL

421 622 811 920 MDL  
 = B / W

EXCL.GLASS
INCL.1 x CABLE 2 x 0.75mm2

INCL.1 x CABLE SUSP. SINGLE AUTO 1,6m

      IP20  

REQUIREMENTS
BOWL GLASS 
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

L 170 L 170

CTRL
DELTA

R
SMART

48
IN

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST

DALI DIMMING (DIM5) ON REQUEST

DALI DIMMING (DIM5) ON REQUEST



SPLITLINE M52
One catchphrase could best describe 
the Splitline M52: Flexibility at its best! 
Apart from protruding spots and pendant 
modules, this wider profile also allows for 
adjustable spot modules to be hidden inside 
the black line in the ceiling, resulting in a serene 
setting of the room.
Similar to Splitline M20, all modules can be 
toolfree installed and repositioned into the profile 
thanks to their magnetic fixation, allowing the 
end user to adapt the light according to 
the setting of the room.

www.deltalight.com/splitlinem52
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PRO 590

105

52

153

105

52

153

12
52

12
52

1,5

46 132

94

 PROFILE

 ENDCAP / SUPPLY / CORNERS

 FIXATION

103

103

50

CEILING

X

Y

W
A

LL

SPM52 - CORNER SET 90°

SPM52 - CORNER SET 180°

SPM50 - CORNER SET V 90°

 PROFILE

COMPOSITION
BOTTOM VIEW

 FIXATION

SPM52 - END CAP 
420 52 03 01  

 = B

 ENDCAP / SUPPLY / CORNERS

SPLITLINE M52

SPM52 - PROFILE 1m 
420 52 10 00 

SPM52 - PROFILE 2m 
420 52 20 00 

SPM52 - PROFILE 3m 
420 52 30 00 

 = B
48V-DC ( 2 CONDUCTORS)
2 DIM CONDUCTORS (FOR INDIVIDUAL DALI DIMMING / DALI DIMMABLE LUMINAIRES ON REQUEST)

    IP20 
Kg / m

180°

193

67

193

67

50
50

150

150

200

SPM - CORNER 180°
420 06 01

SPM - CONNECTOR 48V-180°
420 99 01
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

SPM52 - CORNER SET 90°
420 52 06 06

SPM - CONNECTOR 48V-90°
420 99 02
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 SPM52 - CORNER SET V90°
420 52 06 17

150

150

SPM - SUPPLY 48V
420 99 03
48V-DC MAX.200W / SUPPLY / MAX.50m

     IP20 

121 x (L + 5) x 150  max.12SPM52 - SUSPENSION BRACKET
420 52 98 01
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PROFILES

PRO 591deltalight.comOTHER CRI OR KELVIN ON REQUEST

M52 - LED

50

CRI > 90 M52 - 1 LED D

3000
K LED 7,1W /  / 350mA

MDL

REFL
FL
33°

421 228 811 932 D MDL

2700
K LED 7,1W /  / 350mA

MDL

REFL
FL
33°

421 228 811 922 D MDL

NON ADJUSTABLE

      IP20 

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 90 M52 - 2 LED D

3000
K 2 x LED 7,1W /  / 350mA

MDL

REFL
FL
33°

421 228 812 932 D MDL

2700
K 2 x LED 7,1W /  / 350mA

MDL

REFL
FL
33°

421 228 812 922 D MDL

NON ADJUSTABLE

      IP20 

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

L 170 L 170

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST



PRO 592

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W
42

Ø42

MIDISPY TUBE B MMAT SG W

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 

HM PROJECTS
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PROFILES

PRO 593deltalight.comOTHER CRI OR KELVIN ON REQUEST

M52 - MIDISPY 

Ø25

45°

0-90°

355°

91

78

Ø45

25
1414

M52 - LED

CRI > 80 M52 - MIDISPY

3000
K LED 6W /  / 500mA

MDL

LENS
FL
20°

421 138 272 832 MDL
 = B / W

2700
K LED 6W /  / 500mA

MDL

LENS
FL
20°

421 138 272 822 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
MIDISPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 90 M52 - MIDISPY

3000
K LED 9,5W /  / 500mA

MDL

REFL
WFL
40°

421 138 271 933 MDL
 = B / W

2700
K LED 9,5W /  / 500mA

MDL

REFL
WFL
40°

421 138 271 923 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
MIDISPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 80 M52 - 2 LED M52 - 2 LED OK

3000
K 2 x LED 6W /  / 500mA 2 x LED 6W /  / 500mA

MDL

LENS
FL
20°

421 218 2832 MDL 421 248 2832 MDL

2700
K 2 x LED 6W /  / 500mA 2 x LED 6W /  / 500mA

MDL

LENS
FL
20°

421 218 2822 MDL 421 248 2822 MDL

NON ADJUSTABLE

      IP20

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ADJUSTABLE

      IP20

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 80 M52 - 1 LED

3000
K LED 6W /  / 500mA

MDL

LENS
FL
20°

421 218 1832 MDL

2700
K LED 6W /  / 500mA

MDL

LENS
FL
20°

421 218 1822 MDL

NON ADJUSTABLE

      IP20

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

L 170L 170 L 170

CTRL
DELTA

R
SMART

48
IN

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST DALI DIMMING (DIM5) ON REQUEST DALI DIMMING (DIM5) ON REQUEST



PRO 594

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

POSITION OF 
ACCESSORY

SPY TUBE B MMAT SG W

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 
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PROFILES

PRO 595deltalight.comOTHER CRI OR KELVIN ON REQUEST

M52 - SPY 

CRI > 90 M52 - SPY HP

3000
K LED 16,8W /  / 500mA

MDL

REFL
FL
33°

421 148 21 931 MDL
 = B / W

2700
K LED 16,8W /  / 500mA

MDL

REFL
FL
33°

421 148 21 921 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
SPY TUBE
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 M52 - SPY

3000
K LED 10,4W /  / 500mA

MDL

REFL
SP
18°

421 148 811 931 MDL
 = B / W

REFL
FL
33°

421 148 811 932 MDL
 = B / W

2700
K LED 10,4W /  / 500mA

MDL

REFL
SP
18°

421 148 811 921 MDL
 = B / W

REFL
FL
33°

421 148 811 922 MDL
 = B / W

ADJUSTABLE 0-90° / 350°

      IP20  

REQUIREMENTS
SPY TUBE
LED POWER SUPPLY 48V-DC 

OPTIONS
DIMMABLE MODULATOR  

ACCESSORIES
HONEYCOMB / LENS / GLASS

M52 - SPY FOCUS 

CRI > 90 M52 - SPY FOCUS

3000
K LED 10,4W /  / 500mA

MDL

FOCUS
11-44°

421 158 811 93 MDL
 = B / W

2700
K LED 10,4W /  / 500mA

MDL

FOCUS
11-44°

421 158 811 92 MDL
 = B / W

ADJUSTABLE 0-90° / 355°

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

11°

44°

0-90°

355°

129

108

Ø62 0-90°

355°

132

111

Ø62

L 170 L 170

CTRL
DELTA

R
SMART

48
IN

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST

DALI DIMMING (DIM5) ON REQUEST



PRO 596

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

BOWL GLASS CLEAR
286 67 01

BOWL GLASS AMBER
286 67 02

BOWL GLASS OPAL WHITE
286 67 03

  

Ø147

OPTIONSFULL INFO TECHNICAL CHAPTER

DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC DIM9
300 90 011

SMART
48
IN

WIRELESS DIMMABLE 93 x 78 x 56
MODULATOR 48V-DC
300 90 012

CRTL
DELTA
IN

SMART
48
IN

DIMMABLE MODULATION INFO PAG TEC 7

DIM9: DIMMING BY 1-10V / DALI / PUSH BUTTON 
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PROFILES

PRO 597deltalight.comOTHER CRI OR KELVIN ON REQUEST

M - MICROSPY 39 C M - GIBBO

CRI > 90 M - MICROSPY 39 C

3000
K LED 7,1W /  / 350mA

MDL

REFL
FL
24°

421 612 811 931 MDL
 = B / W

2700
K LED 7,1W /  / 350mA

MDL

REFL
FL
24°

421 612 811 921 MDL
 = B / W

INCL.1 x CABLE 2 x 0.75mm2  / 1.6m

      IP20  

REQUIREMENTS
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

CRI > 90 M - GIBBO

3000
K LED [H] 7,1W /  / 350mA

MDL

421 622 811 930 MDL  
 = B / W

2700
K LED [H] 7,1W /  / 350mA

MDL

421 622 811 920 MDL  
 = B / W

EXCL.GLASS
INCL.1 x CABLE 2 x 0.75mm2

INCL.1 x CABLE SUSP. SINGLE AUTO 1,6m

      IP20  

REQUIREMENTS
BOWL GLASS 
LED POWER SUPPLY 48V-DC

OPTIONS
DIMMABLE MODULATOR  

400

Ø38

400

Ø38

400

Ø38

Ø147Ø147

Ø147

CTRL
DELTA

R
SMART

48
IN

CTRL
DELTA

R
SMART

48
IN

DALI DIMMING (DIM5) ON REQUEST

DALI DIMMING (DIM5) ON REQUEST



SPLIT-IT PRO
SPLIT-IT ON

www.deltalight.com/split-it-on
www.deltalight.com/split-it-pro

In this Lighting Bible® 12 we take our
made-to-measure Split-it profile to the next level.
The recessed version has been re-designed,
expanding the installation options and offering
you more illumination tools.
Split-it On is a brand-new made-to-measure 
profile for surface mounted application. 
It combines the extreme versatility
of the recessed version, with the extra flexibility
of the miniature Split-it On downlight module.
Get inspired on different applications
in our Virtual Reality spaces:
 
www.deltalight.com/vr

DE CORT & DERVICHIAN / GHELAMCO

http://www.deltalight.com/split-it-on
http://www.deltalight.com/split-it-pro


OTHER CRI OR KELVIN ON REQUEST



SPLIT-IT PRO
SPLIT-IT ON
With its linear geometry both new Split-it profiles 
enable you to define spaces and create volumes, 
to show direction, frame the room and add sharp 
edged detail to your architecture. Both can be 
combined with a multitude of spots available for 
specific and demanding lighting needs. 
Ranging from 800lm to 2900lm, beams ranging 
from 11° up to 57° and different light sources. 
All tools are available to meet the specific needs 
of your project

The new Split-it On is a brand-new 
made-to-measure profile for surface mounted 
application. It combines the extreme versatility 
of the recessed version, adding extra flexibility 
with the miniature Split-it On downlight module. 
Two fixation options are available – direct fixation 
or suspension cables – to customize the position 
of the profile. Perfect to create continuous planes 
of light in spaces with changing ceiling heights.

To discover more visit our website 
www.deltalight.com/split-it-on 
www.deltalight.com/split-it-pro

Get inspired on different applications 
in our Virtual Reality spaces: 
www.deltalight.com/vr

http://www.deltalight.com/vr
http://www.deltalight.com/split-it-on
http://www.deltalight.com/split-it-pro


PROFILES

deltalight.comOTHER CRI OR KELVIN ON REQUEST

The new Split-it PRO enables integration 
of edgeless lighting paths, either vertically or 
horizontally. Its 37° degree sharp edge gives 
walls and ceilings a ‘paper-thin’ appearance, 
with no visible wires and no shadow gaps, 
upgrading the level of architectural detail. 
It offers not only new ways to give shape 
to any lighting need, it also gives the 
possibility to integrate other engineering and 
technological necessities. 

This surface mounted version opens up a new 
world of lighting scenarios for spaces with 
demanding lighting needs and ceiling limitations. 
Be it retail, meeting rooms, circulation areas, 
public buildings or other, the Split-it On caters 
for any lighting scenario you have in mind, 
without compromising the elegance and style of 
your project. 
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PRO 602

90°

200

200

150

187

424

50

50
50

9050

187

364

90°

SPLIT-IT PRO
PROFILE

CORNER

WALL FIXATION

CURRENT
SUPPLY

TOL EN12020-2

SPT PRO - PROFILE 
372 01 00 

 = B / W
MAX.L / PROFILE: 6m
Kg / m

180°

SPT PRO - CORNER 180°
372 01 06 11

SPT PRO - WALL FIXATION
372 01 06 10

SPT PRO - CORNER 135°
372 01 06 05

44
14

30

137

SPT PRO - CORNER SET 90° INT 
372 01 06 06 

 = B / W

SPT PRO - CORNER SET U 90 
372 01 06 090 

 = B / W

SPT PRO - CORNER SET 90° EXT 
372 01 06 16 

 = B / W

SPT PRO - CORNER SET U 150 
372 01 06 150 

 = B / W

135°

THROUGH WIRING 48V-DC
416 99 00 (EQUALS 1m)
INCL.1 CONNECTOR / 30cm
INCL.5 WIRES: 
-48V / +48V / +48V (2 CIRCUITS)
1-10V DIMMING

160135

50
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PROFILES

PRO 603deltalight.com

SPLIT-IT PRO COMPOSITION

SPT PRO - CORNER 180°

SPT PRO - CORNER SET 90° INT 

SPT PRO - CORNER SET U 90 

SPT PRO - CORNER 135°

SPT PRO - CORNER SET 90° EXT 

SPT PRO - CORNER SET U 150 

50

50

200

137

137

200

90
50

150
50

180° 135°

135°

135°

135°

90° INT

90° EXT

U 90

U 150
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PRO 604

ADVISED MINIMUM DIMENSIONS

MODULES X Y WIRING / 
POWER SUPPLY

Z
SPLIT-IT RB50 90 250

SPLIT-IT RB50 Hi 90 250 THROUGH WIRING 70

SPLIT-IT RB111 150 280 TRACK 3F DIM ON 50

SPLIT-IT SPY 90 250 24V PS 60

SPLIT-IT PINTOR 63 90 250 THROUGH WIRING 
+ 24V PS

110
SPLIT-IT PINTOR 90 150 280

LED FLEX 90 200 TRACK 3F DIM ON
+ 24V PS

100
SPLIT-IT PRO LED LINE 90 200

SPLIT-IT PRO CONSTRUCTION

137 mmZ min 150 mm

Y

137 mmZ x

Y

137 mm Z

137 mm113 mm

Y

137 mmZ min 150 mm

Y

137 mmZ x

Y

137 mm Z

137 mm113 mm

Y

137 mmZ min 150 mm

Y

137 mmZ x

Y

137 mm Z

137 mm113 mm

Y

TOOL FREE

X + 60

X

30

SPOT 50

SPOT 50 Hi

SPOT 111

LED SPY

LED PAINTER 63

LED PAINTER 90

LED FLEX

LED LINE

X

90

90

150

90

90

150

90

90

Y

250

250

280

250

250

280

200

200

THROUGHWIRING

3F-TRACK

24V PS

THROUGHW. + 24V PS

3F-TRACK + 24V PS

Z

min. 70

min. 50

min. 60

min. 110

min. 100

*SPLIT-IT MODULE AS EXAMPLE

*

*

*
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PRO 605deltalight.com

SPLIT-IT PRO OVERVIEW

MODULES POSITION POSITION POSITION

SPLIT-IT RB50

QR-C51 

 LED SOLUTION

SPLIT-IT RB50 Hi

QPAR51 

 LED SOLUTION

SPLIT-IT RB111

QR-LP111 

 LED SOLUTION

SPLIT-IT SPY
max. 1075lm (10,4W)

SPLIT-IT PINTOR 63
max. 1446lm (15W)

SPLIT-IT PINTOR 90
max. 2742lm (24,3W)

LED FLEX
max. 2100lm / m
22W / m

SPLIT-IT PRO LED LINE
max. 1600lm / m
12W / m

 

PROFILE 240V 48V 24V

THROUGH WIRING
A

OPTIONAL
3F DIM TRACK ON

B

THROUGH WIRING 48V-DC SPT-PRO
416 99 00
INCL.1 CONNECTOR / 30cm
INCL.5 WIRES: 
-48V / +48V / +48V (2 CIRCUITS)
1-10V DIMMING

-

POWER SUPPLY -

LED POWER SUPPLY 48V-DC 
+ 
LED CONVERTOR 
48V-DC–> CURRENT CONTROLLED
FULL INFO PAG TEC 23

C

LED POWER SUPPLY 24V 
FULL INFO PAG TEC 25

TRACK 3F DIM ON

A

THROUGH
WIRING 48V
SPT-PRO 

CONVERTOR
48V -> 500/700mA-DC

B

24V PS

C

24V PS

C

24V PS

C
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PRO 606

SPLIT-IT ON

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

SPT ON - PROFILE 
379 00 00 

 = ANO / B / W
INCL.PC COVER B
MAX.L / PROFILE: 6m
Kg / m

180°

SPT ON - CORNER 180°
379 06 01

SPT ON - END CAP 
379 03 01 

 = ANO / B / W

50

350

220

108

50

350

2

217

SPT ON - DIRECT FIXATION 
379 12 00 

 = B

SUSPENSION 21 SINGLE 1,6
379 20 21
L 1,6m

SUSPENSION 21 SINGLE 6,0
379 20 26
L 6,0m

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   351 98 51
L 6,0m / 3 x 0,75mm2   351 98 56
L 1,6m / 5 x 0,75mm2   351 99 51
L 6,0m / 5 x 0,75mm2   351 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

120

Ø30

TOOL FREE

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

41

Ø57

THROUGH WIRING 48V-DC SPT-ON
416 99 01 (EQUALS 1m)
INCL.1 CONNECTOR / 30cm
INCL.5 WIRES: 
-48V / +48V / +48V (2 CIRCUITS)
1-10V DIMMING

MODULES POSITION POSITION POSITION

SPLIT-IT RB50

QR-C51

 LED SOLUTION

SPLIT-IT RB50 Hi

QPAR51 

 LED SOLUTION

SPLIT-IT RB111

QR-LP111 

 LED SOLUTION

SPLIT-IT SPY
max. 1075lm (10,4W)

SPLIT-IT PINTOR 63
max. 1446lm (15W)

SPLIT-IT PINTOR 90
max. 2742lm (24,3W)

LED FLEX
max. 2100lm / m
22W / m

PROFILE 240V 48V 24V

THROUGH WIRING
A

CONNECTION BOX (NOT SUPPLIED)

B

THROUGH WIRING 48V-DC SPT-ON
416 99 01
INCL.1 CONNECTOR / 30cm
INCL.5 WIRES: 
-48V / +48V / +48V (2 CIRCUITS)
1-10V DIMMING

-

POWER SUPPLY -

LED POWER SUPPLY 48V-DC 
+ 
LED CONVERTOR 
48V-DC–> CURRENT CONTROLLED
FULL INFO PAG TEC 23

C

LED POWER SUPPLY 24V 
FULL INFO PAG TEC 25
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MODULES POSITION POSITION POSITION

SPLIT-IT RB50

QR-C51

 LED SOLUTION

SPLIT-IT RB50 Hi

QPAR51 

 LED SOLUTION

SPLIT-IT RB111

QR-LP111 

 LED SOLUTION

SPLIT-IT SPY
max. 1075lm (10,4W)

SPLIT-IT PINTOR 63
max. 1446lm (15W)

SPLIT-IT PINTOR 90
max. 2742lm (24,3W)

LED FLEX
max. 2100lm / m
22W / m

PROFILE 240V 48V 24V

THROUGH WIRING
A

CONNECTION BOX (NOT SUPPLIED)

B

THROUGH WIRING 48V-DC SPT-ON
416 99 01
INCL.1 CONNECTOR / 30cm
INCL.5 WIRES: 
-48V / +48V / +48V (2 CIRCUITS)
1-10V DIMMING

-

POWER SUPPLY -

LED POWER SUPPLY 48V-DC 
+ 
LED CONVERTOR 
48V-DC–> CURRENT CONTROLLED
FULL INFO PAG TEC 23

C

LED POWER SUPPLY 24V 
FULL INFO PAG TEC 25

B

CONVERTOR
48V -> 500/700mA-DC

THROUGH
WIRING 48V
SPT-ON

C

24V PS

A

220-240V

SPLIT-IT ON OVERVIEW
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REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

THROUGH WIRING 48V-DC SPT-PRO  
416 99 00

THROUGH WIRING 48V-DC SPT-ON 
416 99 01

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

OPTIONSFULL INFO TECHNICAL CHAPTER

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

  CONVERTOR
48V-DC–> 700mA / 25W DIM1 

90 x 22 x 17

300 48 700 PRO ED1

  CONVERTOR
48V-DC–> 500mA / 22W DIM1 

90 x 22 x 17

300 48 500 PRO ED1

  

  TRACK 3F DIM ADAPTOR
200 01 98 DIM

*TRACK 3F ONLY FOR SPL PRO - PROFILE

  TRACK 3F DIM ON*
ALL INFO PAG INT 522

  

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

POSITION OF 
ACCESSORY

SPY TUBE B MMAT SG W

SPLIT-IT ON
DOWNLIGHT

L 130

PS

CRI > 80 SPT ON DOWN - 1 LED

3000
K LED 6W /  / 500mA

LENS
FL
20°

379 61 832
 = B

2700
K LED 6W /  / 500mA

LENS
FL
20°

379 61 822
 = B

NON ADJUSTABLE
220-240V / 50-60Hz

      IP20  

  CONVERTOR
48V-DC–> 700mA / 25W DIM5 

74 x 37 x 20

300 48 700 PRO ED5

  CONVERTOR
48V-DC–> 500mA / 22W DIM5 

74 x 37 x 20

300 48 500 PRO ED5

    CONVERTOR
48V-DC–> 700mA / 25W WDL 

74 x 37 x 20

300 48 700 PRO WDL

  CONVERTOR
48V-DC–> 500mA / 22W WDL 

74 x 37 x 20

300 48 500 PRO WDL
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SPLIT-IT SPY

87

Ø56

69

29

Ø117

111

Ø62

SPLIT-IT RB50 SPLIT-IT RB111

SPLIT-IT SPY / SPT PRO

SPLIT-IT SPY / SPT ON

SPLIT-IT 50 / SPT PRO

SPLIT-IT 50 / SPT ON

SPLIT-IT RB111 / SPT PRO

SPLIT-IT RB111 / SPT ON

CRI > 90 SPLIT-IT SPY

3000
K LED 10,4W /  / 500mA

REFL
SP
18°

416 371 811 931
 = B / W

REFL
FL
33°

416 371 811 932
 = B / W

2700
K LED 10,4W /  / 500mA

REFL
SP
18°

416 371 811 921
 = B / W

REFL
FL
33°

416 371 811 922
 = B / W

ADJUSTABLE 
EXCL.CONVERTOR 48VDC–> 500mA-DC

      IP20  

REQUIREMENTS
SPY TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500mA-DC DIM1

ACCESSORIES
HONEYCOMB / LENS / GLASS

SPLIT-IT RB50

1 x QR-C51 max.35W

416 60 00
 = B / W

ADJUSTABLE 
GU5.3 / 220-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
TRACK 3F DIM ON
TRACK 3F DIM ADAPTOR

 SOLUTION - PAG TEC 4-5

ACCESSORIES (max.20W)
HONEYCOMB / LENS / GLASS

SPLIT-IT RB111

1 x QR-LP111 max.50W

416 61 231
 = B / W

ADJUSTABLE 
G53 / 220-240V / 50-60Hz

      IP20   1,0     

OPTIONS 
TRACK 3F DIM ON
TRACK 3F DIM ADAPTOR

SPLIT-IT RB50 Hi

1 x QPAR51 max.35W

416 61 00
 = B / W

ADJUSTABLE 
GU10 / 100-240V / 50-60Hz

      IP20   0,5     

OPTIONS 
TRACK 3F DIM ON
TRACK 3F DIM ADAPTOR

 SOLUTION - PAG TEC 4-5

ACCESSORIES (max.20W)
HONEYCOMB / LENS / GLASS

CRI > 90 SPLIT-IT SPY FOCUS

3000
K LED [H] 10,4W /  / 500mA

FOCUS
11-44°

416 375 811 93
 = B / W

2700
K LED [H] 10,4W /  / 500mA

FOCUS
11-44°

416 375 811 92
 = B / W

ADJUSTABLE 
EXCL.CONVERTOR 48VDC–> 500mA-DC

      IP20  

REQUIREMENTS
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500mA-DC DIM1

CTRL
DELTA

R
CTRL

DELTA
R

CTRL
DELTA

R



p

PRO 610

OPTIONSFULL INFO TECHNICAL CHAPTER

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

PINTOR 63 XR TUBE
414 07 00

 = B / MMAT / SG / W

SPY TUBE S
414 02 00

 = B / MMAT / SG / W
30

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

19

Ø60

POSITION OF ACCESSORY

TUBE

THROUGH WIRING 48V-DC SPT-PRO  
416 99 00

THROUGH WIRING 48V-DC SPT-ON 
416 99 01

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

  CONVERTOR
48V-DC–> 700mA / 25W DIM1 

90 x 22 x 17

300 48 700 PRO ED1

  CONVERTOR
48V-DC–> 500mA / 22W DIM1 

90 x 22 x 17

300 48 500 PRO ED1

  

  CONVERTOR
48V-DC–> 700mA / 25W DIM5 

74 x 37 x 20

300 48 700 PRO ED5

  CONVERTOR
48V-DC–> 500mA / 22W DIM5 

74 x 37 x 20

300 48 500 PRO ED5

  

  CONVERTOR
48V-DC–> 700mA / 25W WDL 

74 x 37 x 20

300 48 700 PRO WDL

  CONVERTOR
48V-DC–> 500mA / 22W WDL 

74 x 37 x 20

300 48 500 PRO WDL

  

CRI > 90 SPLIT-IT PINTOR 63 SOFT

2700
1800

K
LED 10W / 565lm / 650mA

DALI

REFL
WFL
40°

416 63 1902 ED5 
 = B / W

FE

REFL
WFL
40°

416 63 1902 ED8 
 = B / W

ADJUSTABLE 0°-30° / 355°
220-240V / 50-60Hz

      IP20  

REQUIREMENTS
SPY TUBE S

OPTIONS 
TRACK 3F DIM ON
TRACK 3F DIM ADAPTOR

  TRACK 3F DIM ADAPTOR
200 01 98 DIM

*TRACK 3F ONLY FOR SPL PRO - PROFILE

  TRACK 3F DIM ON*
ALL INFO PAG INT 522
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SPLIT-IT PINTOR 63

113

Ø63

SPLIT-IT PINTOR 63 / SPT PRO SPLIT-IT PINTOR 63 / SPT ON

* SOFTENING LENS 50 RECOMMENDED * SOFTENING LENS 50 RECOMMENDED

CRI > 90 (BR)
CRI > 95 (XR) SPLIT-IT PINTOR 63 BR SPLIT-IT PINTOR 63 XR 09 SPLIT-IT PINTOR 63 XR 19

3000
K LED 10,4W /  / 500mA

LED 15W /  / 700mA LED 10,9W /  / 500mA LED 10,9W /  / 500mA

REFL
SP
16°

416 63 13 931
 = B / W

REFL
SP
18°

416 63 811 931
 = B / W

REFL
FL
33°

416 63 811 932
 = B / W

416 63 13 932 *
 = B / W

REFL
WFL
43°

416 63 13 933 *
 = B / W

REFL
WFL
55°

416 63 13 934
 = B / W

2700
K LED 10,4W /  / 500mA

LED 15W /  / 700mA LED 10,9W /  / 500mA LED 10,9W /  / 500mA

REFL
SP
16°

416 63 13 921
 = B / W

REFL
SP
18°

416 63 811 921
 = B / W

REFL
FL
33°

416 63 811 922
 = B / W

416 63 13 922
 = B / W

REFL
WFL
43°

416 63 13 923
 = B / W

REFL
WFL
55°

416 63 13 924
 = B / W

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500-700mA-DC

      IP20  

REQUIREMENTS
SPY TUBE S
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500-700mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS 

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500mA-DC

      IP20  

REQUIREMENTS
PINTOR 63 XR TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS 

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500mA-DC

      IP20      

REQUIREMENTS
PINTOR 63 XR TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS 

CTRL
DELTA

R



PRO 612

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIES

GLASS SBL 78 Ø78
201 02 05

HONEYCOMB 78 Ø78  
201 02 01
      B

SOFTENING LENS 78 Ø78
201 02 04

FULL INFO TECHNICAL CHAPTER

PINTOR 90 TUBE
414 06 00

 = B / MMAT / SG / W

  LED POWER SUPPLY
48V / 100W

100 x 55 x 90

300 89 48 100

  LED POWER SUPPLY
48V / 240W

114 x 63 x 125

300 89 48 240

  LED POWER SUPPLY
48V / 90W

314 x 63 x 40

300 89 48 90

  LED POWER SUPPLY
48V / 150W

240 x 60 x 49

300 89 48 150

  CONVERTOR
48V-DC–> 700mA / 25W DIM1 

90 x 22 x 17

300 48 700 PRO ED1

  CONVERTOR
48V-DC–> 500mA / 22W DIM1 

90 x 22 x 17

300 48 500 PRO ED1

  

THROUGH WIRING 48V-DC SPT-PRO  
416 99 00

THROUGH WIRING 48V-DC SPT-ON 
416 99 01

POSITION OF ACCESSORY

TUBE

20

Ø86

  CONVERTOR
48V-DC–> 700mA / 25W DIM5 

74 x 37 x 20

300 48 700 PRO ED5

  CONVERTOR
48V-DC–> 500mA / 22W DIM5 

74 x 37 x 20

300 48 500 PRO ED5

  

  CONVERTOR
48V-DC–> 700mA / 25W WDL 

74 x 37 x 20

300 48 700 PRO WDL

  CONVERTOR
48V-DC–> 500mA / 22W WDL 

74 x 37 x 20

300 48 500 PRO WDL
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SPLIT-IT PINTOR 90

SPLIT-IT PINTOR 90 + TUBE / SPT PRO SPLIT-IT PINTOR 90 + TUBE / SPT ON

120

Ø89

* SOFTENING LENS 78 RECOMMENDED

CRI > 90 (BR)
CRI > 95 (XR) SPLIT-IT PINTOR 90  BR SPLIT-IT PINTOR 90 XR 09 SPLIT-IT PINTOR 90 XR 19

3000
K LED 16,8W /  / 500mA

LED 24,3W /  / 700mA
LED 13,6W /  / 500mA
LED 19,5W /  / 700mA

LED 12W /  / 500mA
LED 17W /  / 700mA

REFL
SP
11°

416 90 20 931
 = B / W

REFL
FL
20°

416 90 21 931
 = B / W

REFL
FL
24°

416 90 20 932
 = B / W

REFL
FL
35°

416 90 21 932
 = B / W

REFL
WFL
42°

416 90 20 933
 = B / W

REFL
WFL
57°

416 90 20 934
 = B / W

2700
K LED 16,8W /  / 500mA

LED 24,3W /  / 700mA
LED 13,6W /  / 500mA
LED 19,5W /  / 700mA

LED 12W /  / 500mA
LED 17W /  / 700mA

REFL
SP
11°

416 90 20 921
 = B / W

REFL
FL
20°

416 90 21 921
 = B / W

REFL
FL
24°

416 90 20 922
 = B / W

REFL
FL
35°

416 90 21 922
 = B / W

REFL
WFL
42°

416 90 20 923
 = B / W

REFL
WFL
57°

416 90 20 924
 = B / W

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500-700mA-DC

      IP20 

REQUIREMENTS
PINTOR 90 TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500-700mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500-700mA-DC

      IP20

REQUIREMENTS
PINTOR 90 TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500-700mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

ADJUSTABLE
EXCL.CONVERTOR 48V-DC–> 500-700mA-DC

      IP20

REQUIREMENTS
PINTOR 90 TUBE
THROUGH WIRING
LED POWER SUPPLY 48V-DC
CONVERTOR 48V-DC–> 500-700mA-DC DIM

ACCESSORIES 
HONEYCOMB / LENS / GLASS

CTRL
DELTA

R
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OPTIONS LEDFLEX

LEDFLEX IN / FP

LEDFLEX IN SUPPLY CABLE SET
300 92 93 07
2 x 0.35mm2 / 150mm
SET OF 10 pcs

  

LEDFLEX IN CONNECTION SET
300 92 93 08
2 x 0.35mm2 / 150mm
SET OF 10 pcs

  

LEDFLEX IN CONNECTION CLIP SET
300 92 93 09
SET OF 10 pcs

  

LEDFLEX IN RGB

LEDFLEX IN RGB SUPPLY CABLE SET
300 92 93 04
4 x 0.35mm2 / 150mm
SET OF 10 pcs

  

LEDFLEX IN RGB CONNECTION SET
300 92 93 05
4 x 0.35mm2 / 150mm
SET OF 10 pcs

  

LEDFLEX IN RGB CONNECTION CLIP SET
300 92 93 06
SET OF 10 pcs

  

SPT PRO - LED LINE 1 830
300 94 017 83
L 179mm - 270lm - 2W

SPT PRO - LED LINE 5 830
300 94 050 83
L 515mm - 806lm - 6W

SPT PRO - LED LINE 10 830
300 94 100 83
L 1019mm - 1612lm - 12W

EXCL.POWER SUPPLY 24V-DC
INCL.LEDSTRIP - 3000K - CRI>80 - 1600lm/m - 12W/m
INCL.PC
MAX.6M / POWERLINE

      IP50  
OPTIONS
LED POWER SUPPLY 24V-DC

REQUIREMENT
SUPPLY CABLE LED LINE

SPLIT-IT PRO LED LINE

179

515

1019

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY 146 x 55 x 19
24V-DC / 20W
300 89 24 20

LED POWER SUPPLY 215 x 44 x 31
24V-DC / 60W
300 89 24 60

LED POWER SUPPLY 242 x 46 x 36
24V-DC / 40W
300 89 24 40

LED POWER SUPPLY 260 x 60 x 49
24V-DC / 150W
300 89 24 150

SHL 19-PC CLEAR 3m 
398 03 05 CL

SHL 19-PC SBL 3m
398 03 05 SBL

168

504

1008

OVERLAY
5.6mm

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SUPPLY CABLE LED LINE 
300 94 93 04
2 x 0.5mm2 / 1000mm

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN
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LEDFLEX
5m -  24V-DC

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 
33,3mm

180 smd LED/m

Dividable per 
167mm

30 smd LED/m 

 CRI > 90 5,1W/m
560lm/m *

15,1W/m
1400lm/m *

21,6W/m
2100lm/m *

14,4W/m
1350lm/m * 8W/m *

4000
K

  

IN LEDFLEX IN 940
300 92 52 94

LEDFLEX IN FP 940 
300 92 53 94  

 OUT
IP65

LEDFLEX OUT 940
300 92 62 94

LEDFLEX OUT FP 940 
300 92 63 94

3000
K

  

IN LEDFLEX IN 930 
300 92 52 93

LEDFLEX IN FP 930 
300 92 53 93

LEDFLEX IN HP 930
300 92 54 93

 OUT
IP65

LEDFLEX OUT 930 
300 92 62 93

LEDFLEX OUT FP 930
300 92 63 93

2700
K

  

IN LEDFLEX IN 927 
300 92 52 92

LEDFLEX IN FP 927 
300 92 53 92

LEDFLEX IN HP 927
300 92 54 92

 OUT
IP65

LEDFLEX OUT 927 
300 92 62 92

LEDFLEX OUT FP 927
300 92 63 92

2700
4000

K   

IN LEDFLEX IN TW
300 92 55 2740

 OUT
IP65

RGB

IN LEDFLEX IN RGB 
300 92 52 33

 OUT
IP65

LEDFLEX OUT RGB 
300 92 62 33

FULL INFO / PAG TEC

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20

OPTIONS 24V-DC / 5A DIM UNIT
max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40

OPTIONS 24V-DC / 5A DIM UNIT
max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60

OPTIONS 24V-DC / 5A DIM UNIT
max.12 m max.4 m  

(max.3m / Powerline)
max.2,7 m 
(max.3m / Powerline) max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m max.5 m  

(max.3m / Powerline)
max.3,6 m 
(max.3m / Powerline) max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150

OPTIONS 24V-DC / 5A DIM UNIT
max.30 m max.10 m  

(max.3m / Powerline)
max.6,8 m 
(max.3m / Powerline) max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power 
Supply 24V-DC

 use in combination 
with Led Power 
Supply 24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

®

NOT MOUNTED

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%

OPTIONS
SHL 19-PC CLEAR 3m
SHL 19-PC SBL 3m
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ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW

INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO
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SPLITLINE 16
The Splitline 16 is the newest addition to 
the made-to-measure Splitline collection. 
This extremely narrow and graphically 
refined profile effortlessly integrates 
with the architecture, upgrading the 
uniqueness of the room. The new Micro 
Spy module further upgrades 
the architectural character of this profile.

www.deltalight.com/splitline16

http://www.deltalight.com/splitline16


OTHER CRI OR KELVIN ON REQUEST
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X - 110*
X

110*

110*

Y

Z
Z - 110

Y - (2 x 110)

CEILING

X

Y

Y - 90

X - 90

W
A

LL

ELECTRICAL WIRING
NON INCLUDED

44

80

16

40

SPLITLINE 16

TOL EN12020-2

SPL16 - PROFILE 
397 16 00 

 = B
MAX.L / PROFILE: 6m
Kg / m

POSITION FOR INSTALLATION

END CAP

PROFILE

CORNER

FIXATION

180°

SPL16 - CORNER 180°
397 16 06 01

SPL16 - CORNER SET 90° 
397 16 06 16  

 = B

SPL16 - CORNER SET V 90° 
397 16 06 17  

 = B

 43 x (L + 6)

44

40
2

SPL16 - END CAP SET 
397 16 03 01  

 = B
SET OF 2 PCS

SPL16 - CORNER SET 90°

SPL16 - CORNER SET V 90°

50
50

130
110*

130

90

90

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN



p

PROFILES

PRO 623deltalight.com

 

LEDFLEX
5m -  24V-DC

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 
33,3mm

180 smd LED/m

Dividable per 
167mm

30 smd LED/m 

 CRI > 90 5,1W/m
560lm/m *

15,1W/m
1400lm/m *

21,6W/m
2100lm/m *

14,4W/m
1350lm/m * 8W/m *

4000
K

  

IN LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN LEDFLEX IN TW
300 91 55 2740

 OUT
IP65

RGB

IN LEDFLEX IN RGB 
300 91 52 33

 OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO / PAG TEC

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20

OPTIONS 24V-DC / 5A DIM UNIT
max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40

OPTIONS 24V-DC / 5A DIM UNIT
max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60

OPTIONS 24V-DC / 5A DIM UNIT
max.12 m max.4 m  

(max.3m / Powerline)
max.2,7 m 
(max.3m / Powerline) max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m max.5 m  

(max.3m / Powerline)
max.3,6 m 
(max.3m / Powerline) max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150

OPTIONS 24V-DC / 5A DIM UNIT
max.30 m max.10 m  

(max.3m / Powerline)
max.6,8 m 
(max.3m / Powerline) max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power 
Supply 24V-DC

 use in combination 
with Led Power 
Supply 24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

16

LDL15 + LEDFLEX

LDL15 + LEDFLEX

MICROSPY 2 LED

SPL16

15

26

25

15

12

2

TOL EN12020-2

LDL15 - PROFILE 
397 15 00 

 = B
INCL.PC SBL
INCL. FIXATION CLIPS
MAX.L / PROFILE: 3m
Kg / m

LDL15 - END CAP SET 
397 15 03 01 

 = B
SET OF 2 PCS

NO MODULE IN THIS AREA  

180°

15 mm

SPL16 PROFILE + LDL15 PROFILE

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%

®



p

PRO 624

[H]

LED PS 300mA / 12W
300 90 30

      IP20   0,55
19115

34

 min. 38 Input 220-240V / 50-60Hz
Output 300mA / 12W / 0-42V-DC

2

LED PS 300mA / 16W DIM5
300 90 32

      IP20   >0,9
22

118 52

 min. 55 Input 220-240V / 50/60Hz
Output 300mA / 16W / 10-52V-DC

2

LED PS 300mA / 16W DIM7
300 90 31

      IP20   >0,9
22

118 52

 min. 55 Input 220-240V / 50/60Hz
Output 300mA / 16W / 2-54V-DC
 2

L 100 L 170

78

72

Ø27

0-85°

78

72

Ø27

0-85°

SPLITLINE 16 - MICROSPY 27 

OPTIONS

OPTIONSFULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY
ALL INFO ON FOLD-OUT COVER

DIM5: DALI dimming
DIM7: dimming by push button / 1-10V

CRI > 90 SPL16 - MICROSPY 271 SPL16 - MICROSPY 272

3000
K LED [H] 6W /  / 300mA 2 x LED [H] 6W /  / 300mA

REFL
FL
24°

397 27 811 931
 = B / W

397 27 812 931
 = B / W

2700
K LED [H] 6W /  / 300mA 2 x LED [H] 6W /  / 300mA

REFL
FL
24°

397 27 811 921
 = B / W

397 27 812 921
 = B / W

ADJUSTABLE 0-85° / 350°

      IP20  

OPTIONS
LED POWER SUPPLY 300mA-DC

ADJUSTABLE 0-85° / 350°

      IP20  

OPTIONS
LED POWER SUPPLY 300mA-DC

CTRL
DELTA

R
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PROFILES

PRO 625deltalight.comOTHER CRI OR KELVIN ON REQUEST

L 100 L 170 L 240

SPLITLINE 16 - MICROSPY 39 

104

92

Ø39

0-85°

104

92

Ø39

0-85°

104

92

Ø39

0-85°

CRI > 90 SPL16 - MICROSPY 391 SPL16 - MICROSPY 392 SPL16 - MICROSPY 393

3000
K LED [H] 7,1W /  / 350mA 2 x LED [H] 7,1W /  / 350mA 3 x LED [H] 7,1W /  / 350mA

REFL
FL
24°

397 39 811 931
 = B / W

397 39 812 931
 = B / W

397 39 813 931
 = B / W

2700
K LED [H] 7,1W /  / 350mA 2 x LED [H] 7,1W /  / 350mA 3 x LED [H] 7,1W /  / 350mA

REFL
FL
24°

397 39 811 921
 = B / W

397 39 812 921
 = B / W

397 39 813 921
 = B / W

ADJUSTABLE 0-85° / 350°

      IP20  

OPTIONS
LED POWER SUPPLY 350mA-DC

ADJUSTABLE 0-85° / 350°

      IP20  

OPTIONS
LED POWER SUPPLY 350mA-DC

ADJUSTABLE 0-85° / 350°

      IP20  

OPTIONS
LED POWER SUPPLY 350mA-DC

CTRL
DELTA

R



FADW





SPLITLINE 29
This graphically refined profile effortlessly
integrates with architecture, enhancing the
uniqueness of the room.
The dimensions of the Splitline 29
facilitates installation, and thanks to the
easy-to-use inside cover, cabling in between
modules can be hidden.
The Midispy module, in combination with 
led lines or led dots, further upgrades the 
architectural character of this profile.

www.deltalight.com/splitline29

ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW
INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO

http://www.deltalight.com/splitline29
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PRO 630

SPLITLINE 29

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

180°

TOL EN12020-2

90

29

59

50

90

2 59

50

SPL29 - PROFILE 
372 29 00 

 = B 
MAX.L / PROFILE: 6m
Kg / m

SPL29 - END CAP 
372 29 03 01  

 = B 

SPL29 - CORNER 180°
372 29 06 01

90°

SPL 29 - CORNER 90°
372 29 06 06

29

62

65 x (L + 5) x 125  max.25

SPL29 - CLIP
372 29 14 01

NO MODULE IN THIS AREA  

180°

10 mm



p

PROFILES

PRO 631deltalight.comOTHER CRI OR KELVIN ON REQUEST

SPLITLINE 29 LED

L 130

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

Watt

EVG 
LED POWER SUPPLY 24V-DC

      IP20   > 0,9

OPTIONS
24V-DC / 5A DIM UNIT

20
60

372 29 24 20
372 29 24 60

SPLITLINE 29 LED LINE
SPL29 - FTL25F
INCL.FTL25F
INCL.2 x ENDCAP FTL25F
INCL.LEDFLEX FP 15,1W/m / 3000K 
CRI >90 / 1400lm/m
EXCL.LED POWER SUPPLY 24V-DC

      IP20 

Watt Lmm

1 x 9
1 x 14
1 x 18
1 x 23

614
914
1214
1514

372 29 26 062 
372 29 26 092 
372 29 26 122 
372 29 26 152 

PS

PS

 = B

DIM 1-10V 

EVG 

372 29 24 20 ED1
372 29 24 60 ED1

110-240V / 50-60Hz*
220-240V / 50-60Hz

*for 110V max 15W

CRI > 80 SPL29 - 4 LED WW

3000
K 4 x LED 1,1W /  / 350mA

LENS
WFL
40°

372 29 61 42
 = B

120-240V / 50-60Hz

      IP20

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN





p

PROFILES

PRO 633deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W

Ø45

0°-90°

350°

90

74

15

SPLITLINE 29
 - MIDISPY 

42

Ø42

L 150

PS

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CRI > 80 SPL29 - MIDISPY 830

3000
K LED 4,1W /  / 350mA

LENS
FL
20°

372 29 272 832
 = B / W

2700
K LED 4,1W /  / 350mA

LENS
FL
20°

372 29 272 822
 = B / W

ADJUSTABLE 0-90° / 350°
100-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

CRI > 90 SPL29 - MIDISPY 930

3000
K LED 6,4W /  / 350mA

REFL
WFL
40°

372 29 271 933
 = B / W

2700
K LED 6,4W /  / 350mA

REFL
WFL
40°

372 29 271 923
 = B / W

ADJUSTABLE 0-90° / 350°
100-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

MIDISPY TUBE B MMAT SG W



PRO 634

KEUKENS FIERENS



KEUKENS FIERENS



PRO 636

JSA ARQUITECTURA



JSA ARQUITECTURA



SPLITLINE 52
This recessed profile can be interpreted
in a variety of ways, depending on what
the space needs, both functionally and
in terms of design. The bigger Splitline
52 offers new opportunities thanks to the
extended range of flexible modules, such
as led modules recessed in the profile or
the adjustable Midispy and Spy module, 
enabling an eye catching combination of 
Splitline and Spy.

	play.deltalight.com/spl52

www.deltalight.com/splitline52

http://www.deltalight.com/splitline52
http://play.deltalight.com/spl52


PROFILES

INTERIEUR MADDENS
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PRO 640

2

116

69

133

SPLITLINE 52

END CAP

PROFILE

CORNER

CURRENT
SUPPLY

TOL EN12020-2

180°

90°

141

133

52

154

SPL 52 - PROFILE 
372 52 00 

 = B
MAX.L / PROFILE: 6m
Kg / m

SPL 52 - END CAP 
372 52 03 01  

 = B

SPL 52 - CORNER 180°
372 52 06 01

SPL 52 - CORNER 90°
372 52 06 06

FIXATION

121

52

 max.12

12

PLAGYP 
PV60/120



p

PROFILES

PRO 641deltalight.comOTHER CRI OR KELVIN ON REQUEST

SPLITLINE 52 LED

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

102

Ø50

350°

0-30°
PS

L 185

PS

L 365L 130

PS

L 130

PS

L 170

PS

L 170

PS

L 205

PS

L 205

PS

CRI > 90 SPL52 - 1 LED SPL52 - 1 LED D SPL52 - 1 RB LED

3000
K LED 7,1W /  / 350mA LED 7,1W /  / 350mA LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 811 932 372 52 61 811 932 D 372 52 63 811 932

REFL
WFL
50°

372 52 61 811 933 372 52 63 811 933 

2700
K LED 7,1W /  / 350mA LED 7,1W /  / 350mA LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 811 922 372 52 61 811 922 D 372 52 63 811 922

REFL
WFL
50°

372 52 61 811 923 372 52 63 811 923

NON ADJUSTABLE
120-240V / 50-60Hz

      IP20   

NON ADJUSTABLE
120-240V / 50-60Hz

      IP20   

ADJUSTABLE 0-30° / 350°
120-240V / 50-60Hz

      IP20   

CRI > 90 SPL52 - 2 LED SPL52 - 2 LED D SPL52 - 2 RB LED

3000
K 2 x LED 7,1W /  / 350mA 2 x LED 7,1W /  / 350mA 2 x LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 812 932 372 52 61 812 932 D 372 52 63 812 932

REFL
WFL
50°

372 52 61 812 933 372 52 63 812 933

2700
K 2 x LED 7,1W /  / 350mA 2 x LED 7,1W /  / 350mA 2 x LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 812 922 372 52 61 812 922 D 372 52 63 812 922

REFL
WFL
50°

372 52 61 812 923 372 52 63 812 923

NON ADJUSTABLE
220-240V / 50-60Hz

      IP20   

NON ADJUSTABLE
220-240V / 50-60Hz

      IP20   

ADJUSTABLE 0-30° / 350°
220-240V / 50-60Hz

      IP20   

CRI > 90 SPL52 - 3 LED SPL52 - 3 LED D

3000
K 3 x LED 7,1W /  / 350mA 3 x LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 813 932 372 52 61 813 932 D

REFL
WFL
50°

372 52 61 813 933

2700
K 3 x LED 7,1W /  / 350mA 3 x LED 7,1W /  / 350mA

REFL
FL
33°

372 52 61 813 922 372 52 61 813 922 D

REFL
WFL
50°

372 52 61 813 923

NON ADJUSTABLE
120-240V / 50-60Hz

      IP20   

NON ADJUSTABLE
120-240V / 50-60Hz

      IP20   



PRO 642

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W
42

Ø42

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

MIDISPY TUBE B MMAT SG W
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PROFILES

PRO 643deltalight.comOTHER CRI OR KELVIN ON REQUEST

SPLITLINE 52 - MIDISPY 

Ø45

0°-90°

350°

142

74

15

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

L 235

PS

L 293

PS

L 333

PS

SPLITLINE 52 LED

CRI > 80 SPL52 - 1 LED

3000
K LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 1832

2700
K LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 1822

NON ADJUSTABLE
MAINS DIMMING (FE)
220-240V / 50-60Hz

      IP20  

CRI > 80 SPL52 - MIDISPY

3000
K LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 272 832
 = B / W

2700
K LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 272 822
 = B / W

ADJUSTABLE 0-90° / 350°
MAINS DIMMING (FE)
220-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

CRI > 90 SPL52 - MIDISPY

3000
K LED 9,5W /  / 500mA

FE

REFL
WFL
40°

372 52 271 933
 = B / W

2700
K LED 9,5W /  / 500mA

FE

REFL
WFL
40°

372 52 271 923
 = B / W

ADJUSTABLE 0-90° / 350°
MAINS DIMMING (FE)
220-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

CRI > 80 SPL52 - 2 LED

3000
K 2 x LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 2832

2700
K 2 x LED 6W /  / 500mA

FE

LENS
FL
20°

372 52 2822

NON ADJUSTABLE
MAINS DIMMING (FE)
220-240V / 50-60Hz

      IP20  



PRO 644

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

POSITION OF 
ACCESSORY

SPY TUBE B MMAT SG WINTERIEUR MADDENS
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PROFILES

PRO 645deltalight.comOTHER CRI OR KELVIN ON REQUEST

Ø62

0°-90°

350°

142

111

22

SPLITLINE 52 - SPY 

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

L 235

PS

CRI > 90 SPL52 - SPY HP

3000
K LED 16,8W /  / 500mA

REFL
FL
33°

372 52 371 21 931
 = B / W

2700
K LED 16,8W /  / 500mA

REFL
FL
33°

372 52 371 21 921
 = B / W

ADJUSTABLE 0-90° / 350°
220-240V / 50-60Hz

      IP20  

REQUIREMENTS
SPY TUBE

ACCESSORIES
HONEYCOMB / LENS / GLASS

CRI > 90 SPL52 - SPY

3000
K LED 10,4W /  / 500mA

FE

CTRL
DELTA

R
REFL
SP
18°

372 52 371 811 931 ED8
 = B / W

REFL
FL
33°

372 52 371 811 932 ED8
 = B / W

2700
K LED 10,4W /  / 500mA

FE

CTRL
DELTA

R
REFL
SP
18°

372 52 371 811 921 ED8
 = B / W

REFL
FL
33°

372 52 371 811 922 ED8
 = B / W

ADJUSTABLE 0-90° / 350°
MAINS DIMMING (FE)
220-240V / 50-60Hz

      IP20  

REQUIREMENTS
SPY TUBE 

ACCESSORIES
HONEYCOMB / LENS / GLASS



PRO 646

CUBIC



OTHER CRI OR KELVIN ON REQUEST
VERSLUYS BOUWGROEP - CORPORATE BUILDING - OSTEND - BELGIUM



SPLITLINE 51
Splitline 51 stands out for its low recessed 
depth along with its capability to hide cabling 
and power supplies inside the profile. 
Led modules or adjustable spot modules 
can be added to the Splitline 51 profile 
for general or accent lighting.

	play.deltalight.com/spl25and51rm
	 play.deltalight.com/spl25and51nc

www.deltalight.com/splitline51

SONNEMANN TOON ARCHITECTS

http://www.deltalight.com/splitline51
http://play.deltalight.com/spl25and51rm
http://play.deltalight.com/spl25and51nc
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PRO 650

222

11847
61

2

SPLITLINE 51

END CAP

PROFILE

CORNER

FIXATION INSTALLATION

CURRENT
SUPPLY

TOL EN12020-2

180°

90°

93

119

25

51

243

68

243

51

SPL 51 - PROFILE 
372 51 00 

 = B
MAX.L / PROFILE: 6m
Kg / m

SPL 51 - END CAP 
372 51 03 01  

 = B

SPL 51 - CORNER 180°
372 51 06 01

SPL 51 - CORNER 90°
372 51 06 06



p

PROFILES

PRO 651deltalight.comOTHER CRI OR KELVIN ON REQUEST

L 130

PS

L 130

PS

L 170

PS

L 170

PS

L 275

PS

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

SPLITLINE 51 LEDSPLITLINE 51 LED

CRI > 80 SPL51 - 1 LED

3000
K LED 4,1W /  / 350mA

LENS
FL
20°

372 51 1832

2700
K LED 4,1W /  / 350mA

LENS
FL
20°

372 51 1822

NON ADJUSTABLE
100-240V / 50-60Hz

      IP20  

CRI > 90 SPL51 - 1 LED

3000
K LED 7,1W /  / 350mA

REFL
FL
33°

372 61 811 932

REFL
WFL
50°

372 61 811 933

2700
K LED 7,1W /  / 350mA

REFL
FL
33°

372 61 811 922

REFL
WFL
50°

372 61 811 923

NON ADJUSTABLE
100-240V / 50-60Hz

      IP20  

CRI > 90 SPL51 - 2 LED

3000
K 2 x LED 7,1W /  / 350mA

REFL
FL
33°

372 61 812 932

REFL
WFL
50°

372 61 812 933

2700
K 2 x LED 7,1W /  / 350mA

REFL
FL
33°

372 61 812 922

REFL
WFL
50°

372 61 812 923

NON ADJUSTABLE
100-240V / 50-60Hz

      IP20  

CRI > 90 SPL51 - 3 LED

3000
K 3 x LED 7,1W /  / 350mA

REFL
FL
33°

372 61 813 932

REFL
WFL
50°

372 61 813 933

2700
K 3 x LED 7,1W /  / 350mA

REFL
FL
33°

372 61 813 922

REFL
WFL
50°

372 61 813 923

NON ADJUSTABLE
100-240V / 50-60Hz

      IP20  

CRI > 80 SPL51 - 2 LED

3000
K 2 x LED 4,1W /  / 350mA

LENS
FL
20°

372 51 2832

2700
K 2 x LED 4,1W /  / 350mA

LENS
FL
20°

372 51 2822

NON ADJUSTABLE
100-240V / 50-60Hz

      IP20  
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PROFILES

PRO 653deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W
42

Ø42

SPLITLINE 51 - MIDISPY 

Ø45

0°-90°

350°

68

74

15

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

L 185

PS

CRI > 80 SPL51 - MIDISPY

3000
K LED 4,1W /  / 350mA

LENS
FL
20°

372 51 272 832
 = B / W

2700
K LED 4,1W /  / 350mA

LENS
FL
20°

372 51 272 822
 = B / W

ADJUSTABLE 0°- 90° / 350°
100-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

CRI > 90 SPL51 - MIDISPY

3000
K LED 6,4W /  / 350mA

REFL
WFL
40°

372 51 271 933
 = B / W

2700
K LED 6,4W /  / 350mA

REFL
WFL
40°

372 51 271 923
 = B / W

ADJUSTABLE 0°- 90° / 350°
100-240V / 50-60Hz

      IP20  

REQUIREMENTS
MIDISPY TUBE

MIDISPY TUBE B MMAT SG W





p

PROFILES

PRO 655deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

POSITION OF 
ACCESSORY

SPLITLINE 51 - SPY 

Ø62

0°-90°

350°

68

111

22

L 190

PS

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CRI > 90 SPL51 - SPY

3000
K LED 7,1W /  / 350mA

REFL
SP
18°

372 51 371 811 931
 = B / W

REFL
FL
33°

372 51 371 811 932
 = B / W

2700
K LED 7,1W /  / 350mA

REFL
SP
18°

372 51 371 811 921
 = B / W

REFL
FL
33°

372 51 371 811 922
 = B / W

ADJUSTABLE 0-90° / 350°
100-240V / 50-60Hz

      IP20  

REQUIREMENTS
SPY TUBE

ACCESSORIES
HONEYCOMB / LENS / GLASS

SPY TUBE B MMAT SG W



PRO 656



FUGAZZI SPATIAL DESIGN



BORDERLINE
The Borderline enables you to
frame the room with light using
led, creating a contemporary
and atmospheric look and feel.
This profile can be used for both
wall and ceiling application, and
features a remarkable but easy 
to install trimless finish. 
An indirect lighting solution 
with exceptional architectural
detail.

www.deltalight.com/borderline

http://www.deltalight.com/borderline


WWW.JONGMAONTWERPERS.NL
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PRO 660

BORDERLINE

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

180°

108

53

13

BL - PROFILE 
371 00 00 

 = W
MAX.L / PROFILE: 6m
Kg / m

BL - CORNER 180°
371 06 01

POSITION FOR INSTALLATION

SIDE UP

BL - CORNER 90° INT
371 06 06

BL - CORNER 90° EXT
371 06 16

90°

90°

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN
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PROFILES

PRO 661deltalight.com

 

LEDFLEX
5m -  24V-DC  

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 33,3mm
180 smd LED/m

Dividable per 167mm
30 smd LED/m 

 CRI > 90
5,1W/m

560lm/m *
15,1W/m

1400lm/m *
21,6W/m

2100lm/m *
14,4W/m

1350lm/m *
8W/m *

4000
K

  

IN
LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 
OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN
LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 
OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN
LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 
OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN
LEDFLEX IN TW
300 91 55 2740

 
OUT
IP65

RGB

IN
LEDFLEX IN RGB 
300 91 52 33

 
OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20
OPTIONS 24V-DC / 5A DIM UNIT

max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40
OPTIONS 24V-DC / 5A DIM UNIT

max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60
OPTIONS 24V-DC / 5A DIM UNIT

max.12 m
max.4 m  
(max.3m / Powerline)

max.2,7 m 
(max.3m / Powerline)

max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m

max.5 m  
(max.3m / Powerline)

max.3,6 m 
(max.3m / Powerline)

max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150
OPTIONS 24V-DC / 5A DIM UNIT

max.30 m
max.10 m  
(max.3m / Powerline)

max.6,8 m 
(max.3m / Powerline)

max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power Supply
24V-DC

 use in combination 
with Led Power Supply
24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

®

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%



PRO 662



OTHER CRI OR KELVIN ON REQUEST
WWW.SAAI.CO



FILIPDESLEE.COM

RENDEZ-VOUS
The Rendez-vous is an anodized
profile for flexible led solutions. 
It is designed as a skirting-board 
profile, but can also be installed 
invisibly into the wall or ceiling. 
A lighting rendez-vous where floor 
or ceiling meets the wall.

www.deltalight.com/rendez-vous

http://www.deltalight.com/rendez-vous
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PRO 666

RENDEZ-VOUS

180°

TOL EN12020-2

RENDEZ-VOUS RGB

POSITION FOR INSTALLATION

44

50

98

3013RV - PROFILE 
333 00 00 

 = ANO
MAX.L / PROFILE: 6m
Kg / m

RV - CORNER 180°
333 06 01

RV - CORNER 90° INT
333 06 06

RV - CORNER 90° EXT
333 06 16

DOWN UP SIDE

RV - WALL FIXATION 
333 06 10

180

26

1,5

90°

90°

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

NO MODULE IN THIS AREA  

180°

10 mm LEDFLEX OUT

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN
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PROFILES

PRO 667deltalight.com

 

LEDFLEX
5m -  24V-DC  

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 33,3mm
180 smd LED/m

Dividable per 167mm
30 smd LED/m 

 CRI > 90
5,1W/m

560lm/m *
15,1W/m

1400lm/m *
21,6W/m

2100lm/m *
14,4W/m

1350lm/m *
8W/m *

4000
K

  

IN
LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 
OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN
LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 
OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN
LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 
OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN
LEDFLEX IN TW
300 91 55 2740

 
OUT
IP65

RGB

IN
LEDFLEX IN RGB 
300 91 52 33

 
OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20
OPTIONS 24V-DC / 5A DIM UNIT

max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40
OPTIONS 24V-DC / 5A DIM UNIT

max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60
OPTIONS 24V-DC / 5A DIM UNIT

max.12 m
max.4 m  
(max.3m / Powerline)

max.2,7 m 
(max.3m / Powerline)

max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m

max.5 m  
(max.3m / Powerline)

max.3,6 m 
(max.3m / Powerline)

max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150
OPTIONS 24V-DC / 5A DIM UNIT

max.30 m
max.10 m  
(max.3m / Powerline)

max.6,8 m 
(max.3m / Powerline)

max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power Supply
24V-DC

 use in combination 
with Led Power Supply
24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

®

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%



FEMTOLINE
The Femtoline profiles are an extensive range 
of minimalistic profiles that are multifunctional in 
use. The family provides solutions for recessed, 
surface mounted or pendant installation, for 
interior and exterior as well. Finished with 
flexible LED options, endless lines of light can 
be created in warm, cold or tunable white 
and in RGB. The polycarbonate unifies the 
single LED dots into one continuous line of 
pleasurable light. 

www.deltalight.com/femtoline35
www.deltalight.com/femtoline25
www.deltalight.com/femtoline45

FTL 25 TP FTL 25 / 35 FTL 25 T

 
FTL 45

 
FTL

35 F HE
DOWN-UP

 
FTL 35 X

DOWN-UP

 
FTL

25 F / 35 F HE

http://www.deltalight.com/femtoline35
http://www.deltalight.com/femtoline25
http://www.deltalight.com/femtoline45
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PRO 670

90°

FEMTOLINE 35 

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

21

35

FTL35 - PROFILE 
391 00 00 

 = ANO / B / W
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

2

35

21

FTL35 - END CAP SET 
391 03 01 

 = ANO / B / W
SET OF 2 PCS

FTL35 - CORNER 90°*
391 06 06

POSITION FOR INSTALLATION / DIRECT FIXATION
UP DOWN SIDE

180°

FTL35 - FIXATION SET / 
CORNER 180°
391 06 11
SET OF 2 PCS

FTL35 - FIXATION SET / CORNER 180°
391 06 11
SET OF 2 PCS

NO MODULE IN THIS AREA  

180°

5 mm (10 mm LEDFLEX OUT)

90°

FEMTOLINE 25 

TOL EN12020-2

21

24

FTL25 - PROFILE 
375 00 00 

 = ANO / B / W
INCL.PC SBL
INCL.FIXATION CLIP
MAX.L / PROFILE: 6m
Kg / m

21

24

2

FTL25 - END CAP SET 
375 03 01 

 = A / B / W
SET OF 2 PCS

FTL25 - CORNER 90°
375 06 06

POSITION FOR INSTALLATION

UP DOWNDOWN SIDE

NO MODULE IN THIS AREA  

180°

5 mm (10 mm LEDFLEX OUT)

180°

10 mm
NO MODULE IN THIS AREA  

MAX.15W/m

FEMTOLINE 25 F

TOL EN12020-2

25

30

FTL25 F - PROFILE 
382 00 00 

 = ANO / B / W
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

2 25
11

30

FTL25 F - END CAP SET 
382 03 01 

 = A / B / W
SET OF 2 PCS

POSITION FOR INSTALLATION

SIDE

NL - FIXATION SET 
364 06 11 
SET OF 10 PCS

5

32

22

NO MODULE IN THIS AREA  

180°

5 mm (10 mm LEDFLEX OUT)

180°

10 mm
NO MODULE IN THIS AREA  

MAX.15W/m

FTL35 - SUSPENSION SINGLE 1,6
391 09 01 
L 1,6m

OPTIONS  
FTL POWERBOX 24V-DC

UP

CURRENT SUPPLY
L 1,6m / 2 x 0,75mm2   391 97 51

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

41

Ø57

ONLY FOR DIRECT FIXATION
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PROFILES

PRO 671deltalight.com

90°

FTL35 TR - PROFILE 
393 00 00 

 = B 
MAX.L / PROFILE: 6m
Kg / m

FEMTOLINE 35 TR

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

POSITION FOR INSTALLATION / RECESSED

TOL EN12020-2
IN COMBINATION

WITH FTL 35

34

38

FTL35 TR - CORNER 90°
393 06 06

32

38

34

2

FTL35 TR - END CAP SET 
393 03 01 

 = B 
SET OF 2 PCS

 37 x (L + 6) x 60     min.9 / max.18

FTL35 TR - CLIP 
393 14 01

POSITION FOR INSTALLATION

DOWN SIDE

180°

FTL35 TR - CORNER 180°
393 06 01

56

56

REQUIREMENT FTL35 TR

FTL35 + LEDFLEX

FTL35 +
 LE

D
FLE

X

FTL35 TR FTL35 + LEDFLEX

21

35

ELECTRICAL
WIRES

OPTIONSFULL INFO TECHNICAL CHAPTER

FTL POWERBOX	
24V-DC / 60W 	
300 24 060 

 = B / W

FTL POWERBOX	
24V-DC / 60W DIM1 	
300 24 060 ED1 

 = B / W

FTL POWERBOX	
24V-DC / 150W DIM5 	
300 24 150 ED5 

 = B / W

40
58

480

FTL35 F / X HE DOWN-UP + FTL POWERBOX

CTRL
DELTA

R

CTRL
DELTA

R
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PRO 672

FEMTOLINE 35 F HE

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

FEMTOLINE
35 F HE DOWN-UP

FEMTOLINE
35 X HE DOWN-UP

FTL35 X HE D/U - PROFILE 
392 03 00 00 

 = B / W
INCL.PC SBL DOWN HE
MAX.L / PROFILE: 6m
Kg / m

FTL35 F HE D/U - PROFILE 
392 02 00 00 

 = B / W
INCL.PC SBL DOWN HE
MAX.L / PROFILE: 6m
Kg / m

FTL35 F HE - PROFILE 
392 01 00 00 

 = ANO / B / W
INCL.PC SBL HE
MAX.L / PROFILE: 6m
Kg / m

FTL35 X HE D/U - END CAP SET 
392 03 03 01 

 = B / W
SET OF 2 PCS

FTL35 F HE D/U - END CAP SET 
392 02 03 01 

 = B / W
SET OF 2 PCS

FTL35 F HE - END CAP SET 
392 01 03 01 

 = A / B / W
SET OF 2 PCS

POSITION FOR INSTALLATION

DOWNUP SIDE

NO MODULE IN THIS AREA  NO MODULE IN THIS AREA  NO MODULE IN THIS AREA  

180°180°180°

5 mm (10 mm LEDFLEX OUT)5 mm (10 mm LEDFLEX OUT)5 mm (10 mm LEDFLEX OUT)

83

35

76

90

28

37

25

83

4

110

76

37

8

25

90°

FTL35 - CORNER 90°
391 06 06

180° 180°

FTL35 - FIXATION SET / 
CORNER 180°
391 06 11

FTL35 F HE - CORNER 180°
392 02 06 01

FTL35 F HE - CORNER 180°
392 02 06 01

FTL35 X HE - FIXATION / CORNER 180°
392 03 06 01

FTL35 - FIXATION SET / CORNER 180°
391 06 11
SET OF 2 PCS

FTL35 F HE D/U - SUSPENSION SINGLE 1,6
392 02 09 01 
L 1,6m

FTL35 F HE D/U - SUSPENSION SINGLE 1,6
392 02 09 01 
L 1,6m

FTL35 F - SUSPENSION SINGLE 1,6
391 09 01 
L 1,6m

CURRENT SUPPLY
L 1,6m / 2 x 0,75mm2  392 02 97 51

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

CURRENT SUPPLY
L 1,6m / 2 x 0,75mm2   391 97 51

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

CURRENT SUPPLY
L 1,6m / 2 x 0,75mm2   391 97 51

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

203 99 55 
 = ANO / B / W

203 99 55 
 = ANO / B / W

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

203 99 56 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

5757

41

5757

41

41

Ø57

41

Ø57

41

Ø57

OPTION
FTL35 F D/U - PC SBL UP - PROFILE
392 02 02 05 SBL

OPTION
FTL POWERBOX 24V-DC

OPTION
FTL POWERBOX 24V-DC

OPTION
FTL POWERBOX 24V-DC

OPTION
FTL35 X D/U - PC SBL UP - PROFILE
392 03 02 05 SBL

22
3

23

22

90

28

12

ONLY FOR DIRECT FIXATION
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PROFILES

PRO 673deltalight.com

OPTIONSFULL INFO TECHNICAL CHAPTER

FTL POWERBOX	
24V-DC / 60W 	
300 24 060 

 = B / W

FTL POWERBOX	
24V-DC / 60W DIM1 	
300 24 060 ED1 

 = B / W

FTL POWERBOX	
24V-DC / 150W DIM5 	
300 24 150 ED5 

 = B / W

40
58

480

FTL35 F / X HE DOWN-UP + FTL POWERBOX

CTRL
DELTA

R

CTRL
DELTA

R
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PRO 674

90°

FTL45 - PROFILE 
376 00 00 

 = ANO / B / W
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

FEMTOLINE 45

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

29

29

21

45

FTL45 - CORNER 90°
376 06 06

29

29

45

5

10
2

FTL45 - END CAP SET 
376 03 01 

 = ANO / B / W
SET OF 2 PCS

37 x (L + 12) x 40  max.13

FTL45 - FIXATION 
376 14 01
SET OF 2 PIECES

POSITION FOR INSTALLATION

DOWN SIDE

FTL25 T - PROFILE 
381 00 00 

 = ANO / B / W
INCL.PC SBL
INCL.FIXATION CLIP
MAX.L / PROFILE: 6m
Kg / m

FTL25 TP - PROFILE 
381 01 00 00 

 = ANO / B / W
INCL.PC SBL
INCL.FIXATION CLIP
MAX.L / PROFILE: 6m
Kg / m

FEMTOLINE 25 T FEMTOLINE 25 TP

TOL EN12020-2

8

25

29

13

29

25
3

11

FTL25 T - END CAP SET 
381 03 01 

 = A / B / W
SET OF 2 PCS

FTL25 TP - END CAP SET 
381 01 03 01 

 = A / B / W
SET OF 2 PCS

POSITION FOR INSTALLATION POSITION FOR INSTALLATION

DOWN DOWNUP UPSIDE SIDE

NO MODULE IN THIS AREA  NO MODULE IN THIS AREA  

180° 180°

5 mm (10 mm LEDFLEX OUT) 5 mm (10 mm LEDFLEX OUT)
NO MODULE IN THIS AREA  

180°

10 mm LEDFLEX OUT

180°

10 mm
NO MODULE IN THIS AREA  

180°

10 mm
NO MODULE IN THIS AREA  

180°

10 mm
NO MODULE IN THIS AREA  

MAX.15W/m MAX.15W/m MAX.15W/m

30

25

UP SIDE DOWN

30

2

25



p

PROFILES

PRO 675deltalight.comOTHER CRI OR KELVIN ON REQUEST

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%

 

LEDFLEX
5m -  24V-DC

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 
33,3mm

180 smd LED/m

Dividable per 
167mm

30 smd LED/m 

 CRI > 90 5,1W/m
560lm/m *

15,1W/m
1400lm/m *

21,6W/m
2100lm/m *

14,4W/m
1350lm/m * 8W/m *

4000
K

  

IN LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN LEDFLEX IN TW
300 91 55 2740

 OUT
IP65

RGB

IN LEDFLEX IN RGB 
300 91 52 33

 OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO / PAG TEC

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20

OPTIONS 24V-DC / 5A DIM UNIT
max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40

OPTIONS 24V-DC / 5A DIM UNIT
max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60

OPTIONS 24V-DC / 5A DIM UNIT
max.12 m max.4 m  

(max.3m / Powerline)
max.2,7 m 
(max.3m / Powerline) max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m max.5 m  

(max.3m / Powerline)
max.3,6 m 
(max.3m / Powerline) max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150

OPTIONS 24V-DC / 5A DIM UNIT
max.30 m max.10 m  

(max.3m / Powerline)
max.6,8 m 
(max.3m / Powerline) max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power 
Supply 24V-DC

 use in combination 
with Led Power 
Supply 24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

®

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN
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OTHER CRI OR KELVIN ON REQUEST
B2Ai / INGRID LESAGE CREATIONS / HABITAR



NANOLINE W
Nanoline is a very slim and
multifunctional led profile, which
can be used in both interior and
exterior lighting concepts.
This wall mounted profile can be 
used for either up- or downlight, 
creating a cosy wall grazing effect.

www.deltalight.com/nanoline

http://www.deltalight.com/nanoline


OTHER CRI OR KELVIN ON REQUEST
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PRO 684

NANOLINE W

TOL EN12020-2

POSITION FOR INSTALLATION

DOWN UP

25

30NLW - PROFILE CL 
366 00 00 CL 

 = ANO
INCL.NANOLINE - PC CLEAR

NLW - PROFILE SBL 
366 00 00 SBL 

 = ANO
INCL.NANOLINE - PC SBL

MAX.L / PROFILE: 6m
Kg / m

NANOLINE W / LEDSTRIP WARM WHITE

NL - END CAP SET 
364 03 01  

 = A
SET OF 2 PCS

30

11
4

25

NL - FIXATION SET 
364 06 11 
SET OF 10 PCS

5

32

22

10 mm

180°

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

NO MODULE IN THIS AREA  

NO MODULE IN THIS AREA  

180°

5 mm (10 mm LEDFLEX OUT)

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN



p

PROFILES

PRO 685deltalight.comOTHER CRI OR KELVIN ON REQUEST

 

LEDFLEX
5m -  24V-DC  

WHITE TW RGB

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 33,3mm
180 smd LED/m

Dividable per 167mm
30 smd LED/m 

 CRI > 90
5,1W/m

560lm/m *
15,1W/m

1400lm/m *
21,6W/m

2100lm/m *
14,4W/m

1350lm/m *
8W/m *

4000
K

  

IN
LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 
OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN
LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 
OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN
LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 
OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN
LEDFLEX IN TW
300 91 55 2740

 
OUT
IP65

RGB

IN
LEDFLEX IN RGB 
300 91 52 33

 
OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO TECHNICAL CHAPTER

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20
OPTIONS 24V-DC / 5A DIM UNIT

max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40
OPTIONS 24V-DC / 5A DIM UNIT

max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60
OPTIONS 24V-DC / 5A DIM UNIT

max.12 m
max.4 m  
(max.3m / Powerline)

max.2,7 m 
(max.3m / Powerline)

max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.16 m

max.5 m  
(max.3m / Powerline)

max.3,6 m 
(max.3m / Powerline)

max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150
OPTIONS 24V-DC / 5A DIM UNIT

max.30 m
max.10 m  
(max.3m / Powerline)

max.6,8 m 
(max.3m / Powerline)

max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power Supply
24V-DC

 use in combination 
with Led Power Supply
24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

®

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%





ISAGEN / AIA



MICROLINE TR
A series of slim, recessed led profiles, available 
for either downwards or sideways installation.
Thanks to the perforated trim on both sides
of the profile, trimless installation is made easy.
The TR version can be used in either ceiling or 
wall, while the TRW version is especially made 
for installation in corners between wall and 
ceiling. To reduce glare, Microline TRW+ offers 
a solution with the SBL plexi mounted deeper 
into the profile.

www.deltalight.com/microlinetrimless

http://www.deltalight.com/microlinetrimless
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PRO 690

END CAP

2 37

47

2 37

47

2 37

47

MIC TR / TRW - END CAP SET 
394 03 01  

 = ANO
SET OF 2 PCS

MIC TR / TRW - END CAP SET 
394 03 01  

 = ANO
SET OF 2 PCS

MIC TR / TRW - END CAP SET 
394 03 01  

 = ANO
SET OF 2 PCS

MICROLINE TR

180° 180°

TOL EN12020-2

47

37

33
77

67

33

37

57

20

MIC TR - PROFILE 
394 00 00 

 = ANO
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

MIC TRW - CORNER 180°
396 06 01

MIC TRW - CORNER 180°
396 06 01

MIC TRW - CORNER 90° INT
396 06 06

MIC TRW - CORNER 90° INT
396 06 06

MIC TRW - CORNER 90° EXT
396 06 16

MIC TRW - CORNER 90° EXT
396 06 16

POSITION FOR INSTALLATION POSITION FOR INSTALLATION POSITION FOR INSTALLATION

DOWN DOWN DOWN

SIDE SIDE SIDE

90° 90°

90° 90°

PROFILE

CORNER

FIXATION

MICROLINE TRW MICROLINE TRW+

TOL EN12020-2 TOL EN12020-2

180°

90°

MIC TRW - PROFILE 
396 00 00 

 = ANO
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

MIC TRW+ - PROFILE 
396 01 00 00 

 = ANO
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

MIC TR - CORNER 180°
394 06 01

MIC TR - CORNER 90°
394 06 06

 39 x L  39 x L  42 x L 

84

21

37
59

36



p

PROFILES

PRO 691

DIM1: dimming by 1-10V
DIM6: dimming by push button / falling edge dimmer
DIM7: dimming by push button / 1-10V

*+/- 5%

 

LEDSTRIP
0,5m -  24V-DC

 

LEDFLEX
5m -  24V-DC

White RGB WHITE TW RGB

Dividable per 100mm
30 smd LED

+/- 50K

Dividable per 
100mm

30 smd LED

Dividable per 100mm
70 smd LED/m

Dividable per 50mm
140 smd LED/m 

Dividable per 
33,3mm

180 smd LED/m

Dividable per 
167mm

30 smd LED/m 

6W/m
480lm/m

20W/m
1940lm/m 15W/m 5,1W/m

560lm/m *
15,1W/m

1400lm/m *
21,6W/m

2100lm/m *
14,4W/m

1350lm/m * 8W/m *

4000
K

  

IN LEDSTRIP 15 F NW
300 91 10 15 F NW

LEDSTRIP 15 FP NW
300 95 10 15 FP NW

LEDFLEX IN 940
300 91 52 94

LEDFLEX IN FP 940 
300 91 53 94

 OUT
IP65

LEDFLEX OUT 940
300 91 62 94

LEDFLEX OUT FP 940 
300 91 63 94

3000
K

  

IN LEDSTRIP 15 F WW 
300 91 10 15 F WW

LEDSTRIP 15 FP WW
300 95 10 15 FP WW

LEDFLEX IN 930 
300 91 52 93

LEDFLEX IN FP 930 
300 91 53 93

LEDFLEX IN HP 930
300 91 54 93

 OUT
IP65

LEDFLEX OUT 930 
300 91 62 93

LEDFLEX OUT FP 930
300 91 63 93

2700
K

  

IN LEDSTRIP 15 F HW 
300 91 10 15 F HW

LEDSTRIP 15 FP HW 
300 95 10 15 FP HW

LEDFLEX IN 927 
300 91 52 92

LEDFLEX IN FP 927 
300 91 53 92

LEDFLEX IN HP 927
300 91 54 92

 OUT
IP65

LEDFLEX OUT 927 
300 91 62 92

LEDFLEX OUT FP 927
300 91 63 92

2700
4000

K   

IN LEDFLEX IN TW
300 91 55 2740

 OUT
IP65

RGB

IN LEDSTRIP 15 RGB
300 91 33 15

LEDFLEX IN RGB 
300 91 52 33

 OUT
IP65

LEDFLEX OUT RGB 
300 91 62 33

FULL INFO / PAG TEC

LED POWER SUPPLY 24V-DC / 20W
300 89 24 20

OPTIONS 24V-DC / 5A DIM UNIT
max.6 max.2  max.2 max.4 m max.1 m max.0,9 m max.1,3 m  max.2,4 m

LED POWER SUPPLY 24V-DC / 40W
300 89 24 40

OPTIONS 24V-DC / 5A DIM UNIT
max.13 max.4  max.5 max.8 m max.2,5 m max.1,8 m max.2,7 m  max.5 m

LED POWER SUPPLY 24V-DC / 60W
300 89 24 60

OPTIONS 24V-DC / 5A DIM UNIT
max.20 max.6  max.7 max.12 m max.4 m  

(max.3m / Powerline)
max.2,7 m 
(max.3m / Powerline) max.4,1 m  max.7,36 m

LED POWER SUPPLY 24V-DC / 80W DIM1
300 89 24 80 ED1 max.26 max.8  

(max.6 / Powerline) max.16 m max.5 m  
(max.3m / Powerline)

max.3,6 m 
(max.3m / Powerline) max.5,5 m

LED POWER SUPPLY 24V-DC / 150W
300 89 24 150

OPTIONS 24V-DC / 5A DIM UNIT
max.50 max.15  

(max.6 / Powerline)
 max.18 max.30 m max.10 m  

(max.3m / Powerline)
max.6,8 m 
(max.3m / Powerline) max.10,4 m  max.18,72 m

LED POWER SUPPLY MULTI POWER DIM7
300 90 60 max.6 max.2 max.4 m max.1,3 m max.0,9 m

LED POWER SUPPLY MULTI POWER DIM6
300 90 61 max.6 max.2 max.4 m max.1,3 m max.0,9 m

RGB DRIVER 12/24V-DC 75/150W
300 90 331

 use in combination 
with Led Power 
Supply 24V-DC

 use in combination 
with Led Power 
Supply 24V-DC

 use in combination 
with Led Power 
Supply 24V-DC

TW TOUCH CONTROLLER DMX
300 90 332

 use in combination 
with RGB Driver

RGB TOUCH CONTROLLER DMX
300 90 330

 use in combination 
with RGB Driver

 use in combination 
with RGB Driver

®

500

8
12

 CRI > 90CRI > 80

OPTIONSFULL INFO TECHNICAL CHAPTER

24V-DC / 5A DIM1 UNIT 90 x 22 x 17
300 90 003 ED1

24V-DC / 5A DIM5 UNIT 90 x 22 x 17
300 90 003 ED5

24V-DC / 2 x 4A  90 x 22 x 17
WIRELESS DIM UNIT
300 90 010

CRTL
DELTA
IN



CUBIC
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CUBIC



MICROLINE
60/40/40+ 
These Microline profiles can be used either 
for recessed, surface mounted or suspended 
applications. The narrow lines of light enable 
you to create appealing lighting scenario’s. 
Microline 40+ can be used to enhance 
the sense of space in a room thanks to its 
protruding optics, which delivers a small
amount of indirect light onto the ceiling.

www.deltalight.com/microline60 
www.deltalight.com/microline40

http://www.deltalight.com/microline60
http://www.deltalight.com/microline40
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PRO 696

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

2

83

57

42

78

42

78

42

180°

MICROLINE 60

MIC60 - PROFILE 
399 03 00 

 = ANO / W
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

83

57

42

12

4

78

42

85

42
4

MIC60 - END CAP 
399 03 03 01  

 = ANO / W

MIC - CORNER 180°
399 06 01

MIC - CORNER 90°
399 06 06

49 x (L + 10) x 120  max.25

MIC60 - INSIDE CLIP 
399 03 14 01 

90°

MIC40/40+ - PROFILE 
399 01 00

 = ANO / B / W
MAX.L / PROFILE: 6m
Kg / m

MIC40/40+ - PROFILE 
399 01 00

 = ANO / B / W
MAX.L / PROFILE: 6m
Kg / m

MIC40 - END CAP 
399 01 03 01  

 = A / B / W

MIC40+ - END CAP 
399 02 03 01  

 = A / B / W

MIC - CORNER 180°
399 06 01

MIC - CORNER 180°
399 06 01

MIC - CORNER 90°
399 06 06

MIC - CORNER 90°
399 06 06

180° 180°

MICROLINE 40 MICROLINE 40+

TOL EN12020-2 TOL EN12020-2

SUSPENSION 2 SINGLE 1,6
328 12 01
L 1,6m

SUSPENSION 2 SINGLE 6,0
328 12 06
L 6,0m

SUSPENSION 2 SINGLE 1,6
328 12 01
L 1,6m

SUSPENSION 2 SINGLE 6,0
328 12 06
L 6,0m

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   399 98 51
L 6,0m / 3 x 0,75mm2   399 98 56
L 1,6m / 5 x 0,75mm2   399 99 51
L 6,0m / 5 x 0,75mm2   399 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   399 98 51
L 6,0m / 3 x 0,75mm2   399 98 56
L 1,6m / 5 x 0,75mm2   399 99 51
L 6,0m / 5 x 0,75mm2   399 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

90° 90°

203 99 55 
 = ANO / B / W

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

5757

41

41

Ø57

41

Ø57
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PROFILES

PRO 697deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS FOR MIC60/40

REQUIREMENTS FOR MIC40+

MIC 40/60 - PC SBL PROFILE HE
399 01 02 05 SBL HE
MAX.L / PROFILE: 6m -  / m
or
MIC 40/60 - PC SBL PROFILE ROLL 8m
399 01 02 08 SBL
or
MIC 40/60 - PC SBL PROFILE ROLL 15m
399 01 02 15 SBL

MIC 40+ - PC SBL PROFILE HE
399 02 02 05 SBL HE
MAX.L / PROFILE: 6m -  / m

MIC40 / MIC40+

MIC60

21

21

7

7

7

7

28,5

28,5

DIM 1-10V DIM DALI SWITCH 

EVG EVG EVG 

MIC60/40 - LED ARRAY DOWN 
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
EXCL.PC PROFILE
220-240V / 50-60Hz

    IP20 

Watt

FOR CONTINUOUS ILLUMINATION OF CORNERS START MODULES AT 7mm 
FROM CENTER LINE OF PROFILE

L (mm)

1 x 12
1 x 18
1 x 24
1 x 30
1 x 36
1 x 48

560
840
1120
1400
1680
2240

399 610 12 E
399 610 18 E
399 610 24 E
399 610 30 E
399 610 36 E
399 610 48 E

399 610 12 ED1
399 610 18 ED1
399 610 24 ED1
399 610 30 ED1

399 610 12 ED2
399 610 18 ED2
399 610 24 ED2
399 610 30 ED2
399 610 36 ED2
399 610 48 ED2

MICROLINE 60/40 LED ARRAY DOWN

L 260
PS

REQUIREMENT
MIC 40/60 - PC SBL PROFILE HE
399 01 02 05 SBL HE
MAX.L / PROFILE: 6m -  / m

MIC 40/60 - PC SBL PROFILE ROLL 8m
399 01 02 08 SBL
  / m

MIC 40/60 - PC SBL PROFILE ROLL 15m
399 01 02 15 SBL
  / m

MIC 40+ - PC SBL PROFILE HE
399 02 02 05 SBL HE
MAX.L / PROFILE: 6m -  / m

EVG 

MIC60/40 - LED ARRAY DOWN  HE
INCL.LED ARRAY - 3000K - CRI > 80 - 1750lm/m - 167lm/W
EXCL.PC PROFILE
220-240V / 50-60Hz

    IP20 

Watt L (mm)

1 x 6
1 x 9
1 x 12
1 x 15
1 x 18
1 x 24

560
840
1120
1400
1680
2240

399 613 06 E
399 613 09 E
399 613 12 E
399 613 15 E
399 613 18 E
399 613 24 E

L 260
PS

HIGH
EFFICIENCY

CTRL
DELTA

R
CTRL

DELTA
R
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www.deltalight.com/streamlinertrimless
www.deltalight.com/streamliner85
www.deltalight.com/streamliner70S
www.deltalight.com/streamliner70L

STREAMLINER
Streamliner is a performance driven made-to-measure profile. 
Available for recessed, surface mounted or suspended 
application – down, up or down-up light effect and choice in 
an SBL or prismatic polycarbonate optic for low glare. 
Besides evenly illuminated lines, Streamliner can also be 
equipped with single or clustered Spy modules, downlight 
modules, an emergency unit or wireless control dimming.
To further reduce your energy consumption, either
a presence or a daylight sensor can be added to
the profile.
In addition, Streamliner can also be provided with
tunable white led arrays. In this way Streamliner can
be programmed to follow the rhythm of natural daylight, 
enhancing the wellbeing of the people spending their 
days in the artificial light of this versatile profile.

CF MØLLER

http://www.deltalight.com/streamlinertrimless
http://www.deltalight.com/streamliner85
http://www.deltalight.com/streamliner70S
http://www.deltalight.com/streamliner70L
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PRO 702

STREAMLINER TR

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

96

85

70

95

70

85

SRL TR - PROFILE 
389 04 00 00 

 = ANO 
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

96

75

64

2

SRL TR - END CAP 
389 04 03 01  

 = ANO

SRL 85/TR - CORNER 180°
389 03 06 01

180° 180°

90 x (L + 10) x 125  min.6 / max.25

SRL TR - CLIP 
389 04 14 01 

125

STREAMLINER 85

SRL 85 - PROFILE 
389 03 00 00 

 = ANO / W
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

37

58

85
12

2

64

SRL 85 - END CAP 
389 03 03 01  

 = ANO / W

SRL 85/TR - CORNER 180°
389 03 06 01

SRL 85/TR  - CORNER 90°
389 03 06 06

SRL 85/TR  - CORNER 90°
389 03 06 06

140

78 x (L + 5) x 140  max.35

SRL 85 - INSIDE CLIP 
389 03 14 01 

90°90°
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PROFILES
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85

70

108

70SRL 70S - PROFILE 
389 01 00 00 

 = ANO / B / W
MAX.L / PROFILE: 6m
Kg / m

SRL 70L - PROFILE 
389 02 00 00 

 = ANO / B / W
MAX.L / PROFILE: 6m
Kg / m

SRL 70S - END CAP 
389 01 03 01  

 = A / B / W

SRL 70L - END CAP 
389 02 03 01  

 = A / B / W

SRL 70 - CORNER 180°
389 01 06 01

SRL 70 - CORNER 180°
389 01 06 01

SRL 70  - CORNER 90°
389 01 06 06

SRL 70  - CORNER 90°
389 01 06 06

180° 180°

STREAMLINER 70S

TOL EN12020-2

85

70
517

SUSPENSION 20 SINGLE 1,6
377 20 21
L 1,6m

SUSPENSION 20 SINGLE 6,0
377 20 26
L 6,0m

SUSPENSION 20 SINGLE 1,6
377 20 21
L 1,6m

SUSPENSION 20 SINGLE 6,0
377 20 26
L 6,0m

STREAMLINER 70L

TOL EN12020-2

108

70
517

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   377 98 51
L 6,0m / 3 x 0,75mm2   377 98 56
L 1,6m / 5 x 0,75mm2   377 99 51
L 6,0m / 5 x 0,75mm2   377 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   377 98 51
L 6,0m / 3 x 0,75mm2   377 98 56
L 1,6m / 5 x 0,75mm2   377 99 51
L 6,0m / 5 x 0,75mm2   377 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

90° 90°

203 99 55 
 = ANO / B / W

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

5757

41

41

Ø57

41

Ø57

180°

90°

100mm

NO UPLIGHT MODULE IN THIS AREA

NO UPLIGHT MODULE IN THIS AREA

100mm100m
m
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PRO 704

REQUIREMENTS

REQUIREMENTS

SRL - PC SBL PROFILE
389 02 05 SBL
or
SRL - PC PRISMATIC PROFILE
389 02 06 PR

MAX.L / PROFILE: 6m -  / m

SRL - PC SBL PROFILE
389 02 05 SBL
or
SRL - PC PRISMATIC PROFILE
389 02 06 PR

MAX.L / PROFILE: 6m-  / m

DIM 1-10V 

DIM 1-10V 

DIM DALI SWITCH 

DIM DALI SWITCH 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

SRL - LED ARRAY DOWN 
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20 

SRL - LED ARRAY CORNER DOWN 
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20 

SRL - LED ARRAY DOWN HE
INCL.LED ARRAY - 3000K - CRI > 80 - 1750lm/m - 167lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20 

SRL - LED ARRAY CORNER DOWN HE
INCL.LED ARRAY - 3000K - CRI > 80 - 1750lm/m - 167lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20 

Watt

Watt

Watt

Watt

L (mm)

L (mm)

L (mm)

L (mm)

1 x 12
1 x 18
1 x 24
1 x 30
1 x 36
1 x 48

2 x 12

1 x 6
1 x 9
1 x 12
1 x 15
1 x 18
1 x 24

2 x 6

560
840
1120
1400
1680
2240

2 x 563

560
840
1120
1400
1680
2240

2 x 563

389 610 12 E
389 610 18 E
389 610 24 E
389 610 30 E
389 610 36 E
389 610 48 E

389 610 212 E

389 613 06 E
389 613 09 E
389 613 12 E
389 613 15 E
389 613 18 E
389 613 24 E

389 613 206 E

389 610 12 ED1
389 610 18 ED1
389 610 24 ED1
389 610 30 ED1
389 610 36 ED1
389 610 48 ED1

389 610 212 ED1

389 610 12 ED2
389 610 18 ED2
389 610 24 ED2
389 610 30 ED2
389 610 36 ED2
389 610 48 ED2

389 610 212 ED2

SRL LED ARRAY DOWN

SRL LED ARRAY CORNER DOWN

L 260
PS

L 260

563

563

PS

L 260
PS

REQUIREMENTS

SRL - PC SBL PROFILE SRL - PC PRISMATIC PROFILE

SRL - PC SBL PROFILE
389 02 05 SBL

MAX.L / PROFILE: 6m -  / m

SRL - PC PRISMATIC PROFILE
389 02 06 PR

MAX.L / PROFILE: 6m -  / m

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

OPTIONSFULL INFO PAG TEC 6

HIGH
EFFICIENCY

HIGH
EFFICIENCY

L 260

563

563

PS
CENTER
DIMENSIONS

SRL-AMBIENT LIGHT & MOTION SENSOR DIM2
389 92 00 ED2 

 = ANO / B / W
220-240V / 50-60Hz

    IP20 

INFRARED PROGRAMMING UNIT
300 90 019

L 170

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R



p

PROFILES

PRO 705deltalight.comOTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS

SRL - PC SBL PROFILE
389 02 05 SBL
or
SRL - PC PRISMATIC PROFILE
389 02 06 PR

MAX.L / PROFILE: 6m -  / m

DIM 1-10V DIM DALI

EVG EVG EVG 

SRL - LED ARRAY DOWN TUNABLE WHITE 
INCL.LED ARRAY - 2700K / 3027lm/m - 5700K / 3365lm/m - CRI > 80 
EXCL.SRL PC PROFILE
2 DALI CONTROL CHANNELS
220-240V / 50-60Hz

    IP20 

Watt L (mm)

1 x 18
1 x 24
1 x 30
1 x 36
1 x 48

840
1120
1400
1680
2240

389 610 26 18 ED5
389 610 26 24 ED5
389 610 26 30 ED5
389 610 26 36 ED5
389 610 26 48 ED5

SRL LED ARRAY DOWN TW

L 260
PS

HIGH
EFFICIENCY

REQUIREMENTS

SRL - PC SBL PROFILE
389 02 05 SBL
or
SRL - PC PRISMATIC PROFILE
389 02 06 PR

MAX.L / PROFILE: 6m -  / m

DIM 1-10V 

DIM 1-10V 

DIM 1-10V 

DIM DALI SWITCH 

DIM DALI SWITCH 

DIM DALI SWITCH 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

SRL70S - LED ARRAY UP 
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
INCL.PC CLEAR UP
220-240V / 50-60Hz

    IP20  

SRL70L - LED ARRAY UP 
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
INCL.PC CLEAR UP
220-240V / 50-60Hz

    IP20  

SRL - LED ARRAY DOWN + EMERGENCY UNIT
INCL.EMERGENCY UNIT 1H / BLF 14%
INCL.LED ARRAY - 3000K - CRI > 80 - 3280lm/m - 151lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20  

SRL - LED ARRAY DOWN HE + EMERGENCY UNIT
INCL.EMERGENCY UNIT 1H / BLF 14%
INCL.LED ARRAY - 3000K - CRI > 80 - 1750lm/m - 167lm/W
EXCL.SRL PC PROFILE
220-240V / 50-60Hz

    IP20  

Watt

Watt

Watt

Watt

L (mm)

L (mm)

L (mm)

L (mm)

1 x 12
1 x 24

1 x 12
1 x 24

1 x 24

1 x 12

560
1120

560
1120

1120

1120

389 01 620 12 E
389 01 620 24 E

389 02 620 12 E
389 02 620 24 E

389 610 24 E EM1

389 613 12 E EM1

389 01 620 12 ED1
389 01 620 24 ED1

389 02 620 12 ED1
389 02 620 24 ED1

389 610 24 ED1 EM1

389 01 620 12 ED2
389 01 620 24 ED2

389 02 620 12 ED2
389 02 620 24 ED2

389 610 24 ED2 EM1

SRL LED ARRAY UP

SRL LED ARRAY DOWN + EMERGENCY UNIT

L 260
PS

L 260
PS

L 260
PS

L 260
PS

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

L

1 x 12W: L = min. 620 mm
1 x 24W: L = min. 1180 mm

Length profile = ∑ length led array down
# led array down > # led array up

!

2700
5700

K

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R



p

PRO 706

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

SRL M10 MIDISPY / SPY SRL M10 SPY HP

PS

L 250

L 450

DIM

PS

L 250

L 450

DIM

PS

L 450

150

SRL - M10 MIDISPY / SPY 1
389 90 01 
INCL.LED POWER SUPPLY 500mA-DC
EXCL.1 x MIDISPY / SPY M10
220-240V / 50-60Hz

    IP20

SRL - M10 MIDISPY / SPY 1 DIM1
389 90 01 ED1 
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY 1-10V
EXCL.1 x MIDISPY / SPY M10
220-240V / 0I50-60Hz

    IP20

SRL - M10 MIDISPY / SPY 1 DIM5
389 90 01 ED5 
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY DALI
EXCL.1 x MIDISPY / SPY M10
110-240V / 0I50-60Hz

    IP20

SRL - M10 MIDISPY / SPY 2
389 90 02 
INCL.LED POWER SUPPLY 500mA-DC
EXCL.2 x MIDISPY / SPY M10
220-240V / 50-60Hz

    IP20

SRL - M10 MIDISPY / SPY 2 DIM1
389 90 02 ED1 
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY 1-10V
EXCL.2 x MIDISPY / SPY M10
220-240V / 0I50-60Hz

    IP20

SRL - M10 MIDISPY / SPY 2 DIM5
389 90 02 ED5 
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY DALI
EXCL.2 x MIDISPY / SPY M10
110-240V / 0I50-60Hz

    IP20

SRL - M10 SPY HP 
389 91 01 
INCL.LED POWER SUPPLY 500mA-DC
EXCL.1 x SPY HP
220-240V / 50-60Hz

    IP20

SRL - M10 SPY HP DIM1
389 91 01 ED1
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY 1-10V
EXCL.1 x SPY HP
220-240V / 0I50-60Hz

    IP20

SRL - M10 SPY HP DIM5
389 91 01 ED5 
INCL.DIMMABLE LED POWER SUPPLY 500mA-DC
DIMMING BY DALI
EXCL.1 x SPY HP
110-240V / 0I50-60Hz

    IP20

PS

L 250 L 450

90

PS

SRL LED

CRI > 90 SRL 1 LED SRL 2 LED

3000
K LED 6,4W /  / 350mA 2 x LED 6,4W /  / 350mA

REFL
WFL
40°

389 611 933 389 612 933

2700
K LED 6,4W /  / 350mA 2 x LED 6,4W /  / 350mA

REFL
WFL
40°

389 611 923 389 612 923

NON ADJUSTABLE
220-240V / 50-60Hz

      IP20  

NON ADJUSTABLE
220-240V / 50-60Hz

      IP20  

CTRL
DELTA

R
CTRL

DELTA
R

CTRL
DELTA

R

CTRL
DELTA

R
CTRL

DELTA
R

CTRL
DELTA

R
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PROFILES

PRO 707deltalight.comOTHER CRI OR KELVIN ON REQUEST

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

MIDISPY / SPY  M10

REQUIREMENTSFULL INFO TECHNICAL CHAPTER

SPY TUBE
414 01 00

 = B / MMAT / SG / W
53

Ø60

POSITION OF 
ACCESSORY

ACCESSORIESFULL INFO TECHNICAL CHAPTER

HONEYCOMB 50 Ø50  
413 03 01
      B

LINEAR SPREAD LENS 50 Ø50  
413 03 02

SPREAD LENS 50 Ø50  
413 03 03

SOFTENING LENS 50 Ø50  
413 03 04

GLASS SBL 50 Ø50  
413 03 05

MIDISPY TUBE
414 03 00

 = B / MMAT / SG / W
42

Ø42

CRI > 90 MIDISPY M10 SPY M10 SPY HP M10

3000
K LED 9,5W /  / 500mA LED 10,4W /  / 500mA LED 16,8W /  / 500mA

REFL
SP
18°

M10 341 811 931
 = B / W

REFL
FL
33°

M10 341 811 932
 = B / W

M10 341 21 931
 = B / W

REFL
WFL
40°

M10 241 933
 = B / W

2700
K LED 9,5W /  / 500mA LED 10,4W /  / 500mA LED 16,8W /  / 500mA

REFL
SP
18°

M10 341 811 921
 = B / W

REFL
FL
33°

M10 341 811 922
 = B / W

M10 341 21 921
 = B / W

REFL
WFL
40°

M10 241 923
 = B / W

ADJUSTABLE 0-90° / 355°
EXCL.SRL M10 MIDISPY 

      IP20  

REQUIREMENTS
MIDISPY TUBE

ADJUSTABLE 0-90° / 355°
EXCL.SRL M10 SPY 

      IP20  

REQUIREMENTS
SPY TUBE

ACCESSORIES
HONEYCOMB / LENS / GLASS 

ADJUSTABLE 0-90° / 355°
EXCL.SRL M10 SPY HP 

      IP20  

REQUIREMENTS
SPY TUBE

ACCESSORIES
HONEYCOMB / LENS / GLASS 

SPY TUBE B MMAT SG W

MIDISPY TUBE B MMAT SG W



ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW
INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO





PRO 710

CF MØLLER



CF MØLLER



Despite its remarkably slim dimensions, 
thanks to the use of highly powerful led arrays, 
the B-liner wows you with its outstanding
performance and efficiency. 
The perfect solution if you are looking for 
a very compact but powerful lighting
solution, for both down and down-up light.

www.deltalight.com/b-liner-65

B-LINER

http://www.deltalight.com/b-liner-65


OTHER CRI OR KELVIN ON REQUEST PINKEYE DESIGN



p

PRO 714

BLN 65/HDL 75 - WALL FIXATION 90°
377 06 10

BLN 65/HDL 75 - DIRECT FIXATION SET
377 12 00

SUSPENSION 20 SINGLE 1,6
377 20 21
L 1,6m

SUSPENSION 20 SINGLE 6,0
377 20 26
L 6m

Nieuw invoegen

B-LINER 65

TOL EN12020-2

180°

90°

75

65BLN 65 - PROFILE 
384 00 00 

 = ANO / B / W
INCL.PC SBL
MAX.L / PROFILE: 6m
Kg / m

BLN 65 - END CAP 
384 03 01  

 = A / B / W

BLN - CORNER 180°
385 06 01

BLN - CORNER 90°
385 06 06

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   298 98 51
L 6,0m / 3 x 0,75mm2   298 98 56
L 1,6m / 5 x 0,75mm2   298 99 51
L 6,0m / 5 x 0,75mm2   298 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

41

Ø57

65

75

7
5

180°

5 mm
NO MODULE IN THIS AREA  

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

180°

90°

100mm

NO MODULE IN THIS AREA
(ONLY UPLIGHT)

NO MODULE IN THIS AREA
(ONLY UPLIGHT)

100mm100m
m
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PROFILES

PRO 715deltalight.comOTHER CRI OR KELVIN ON REQUEST

BLN - LED ARRAY DOWN 
INCL.LED ARRAY - 3000K - CRI>80 - 3616lm/m - 135lm/W
EXCL.BLN - PC SBL PROFILE
220-240V / 50-60Hz

      IP20  

BLN - LED ARRAY UP (1)

INCL.LED ARRAY - 3000K - CRI>80 - 3616lm/m - 135lm/W
INCL.BLN - PC CLEAR UP PROFILE
220-240V / 50-60Hz

      IP20  

Watt

Watt

L (mm)

L (mm)

DIM 1-10V 

DIM 1-10V 

L

1 x 15: L = min. 620 mm
2 x 15: L = min. 1180 mm

Length profile = ∑ length led array down
# led array down > # led array up

EVG 

EVG 

EVG 

EVG 

1 x 15
1 x 30

1 x 15
1 x 30

560
1121

560
1121

385 610 22 ED1
385 610 42 ED1

384 620 22 ED1
384 620 42 ED1

385 610 22 ED2 
385 610 42 ED2 

384 620 22 ED2
384 620 42 ED2

B-LINER LED ARRAY DOWN

B-LINER LED ARRAY UP

L 260
PS

L 260
PS

(1) only in combination with B-LINER LED ARRAY DOWN

!

DIM DALI SWITCH 

DIM DALI SWITCH 

CTRL
DELTA

R

CTRL
DELTA

R



PRO 716

PINKEYE DESIGN



OTHER CRI OR KELVIN ON REQUEST
PINKEYE DESIGN





HOUBEN & VAN MIERLO / SCHELTENS & ABBENES



UNILINE
TR / 85 / 70

www.deltalight.com/unilinetrimless
www.deltalight.com/uniline85
www.deltalight.com/uniline70

Uniline is Delta Light’s versatile profile
solution for fluorescent tubes.
It can be recessed mounted with or without trim, 
or used as a surface mounted or pendant profile.
Thanks to its variety in T5 combinations,
any possible length can be filled with light,
even when it comes down to centimeters.

DE CORT & DERVICHIAN / GHELAMCO

http://www.deltalight.com/unilinetrimless
http://www.deltalight.com/uniline85
http://www.deltalight.com/uniline70


OTHER CRI OR KELVIN ON REQUEST
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PRO 722

UNILINE TR

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

89

67

81

UNI TR - PROFILE 
355 00 00 

 = ANO 
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

89

67

81
2

UNI TR - END CAP 
355 03 01  

 = ANO

MIDL / UNI - CORNER 180°
352 06 01

180° 180°

85 x (L + 5) x 125  min.6 / max.25

UNI TR - CLIP
355 14 01 

90

UNILINE 85

90

84

68UNI85 - PROFILE 
352 00 00 

 = ANO / W
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

78

2

11

68

84
UNI85 - END CAP 
352 03 01  

 = ANO / W

MIDL / UNI - CORNER 180°
352 06 01

MIDL / UNI  - CORNER 90°
352 06 06

MIDL / UNI - CORNER 135°
352 06 05

92

75 x (L + 10) x 135  max.35

UNI85 - INSIDE CLIP 
352 14 01

135°

90°

180°

UNILINE 70

90

68UNI70 - PROFILE 
351 00 00 

 = ANO / W
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

90

3

68

UNI70 - END CAP 
351 03 01  

 = ALU / W

UNI70 - WALL FIXATION 90°
351 06 10

SUSPENSION 2 SINGLE 1,6
328 12 01
L 1,6m

SUSPENSION 2 SINGLE 6,0
328 12 06
L 6,0m

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   351 98 51
L 6,0m / 3 x 0,75mm2   351 98 56
L 1,6m / 5 x 0,75mm2   351 99 51
L 6,0m / 5 x 0,75mm2   351 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

ANO	 203 99 55 ANO
W	 203 99 55 W

ANO	 203 99 56 ANO
W	 203 99 56 W

5757

41

41

Ø57

135°

90°

MIDL / UNI - CORNER 180°
352 06 01

MIDL / UNI  - CORNER 90°
352 06 06

MIDL / UNI - CORNER 135°
352 06 05

180°

5 mm
NO MODULE IN THIS AREA  

180°

5 mm
NO MODULE IN THIS AREA  

30 mm

180°

NO MODULE IN THIS AREA  



p

PROFILES

PRO 723deltalight.com

UNI - PC PROFILEREQUIREMENT

UNI - PC SBL PROFILE UNI - PC SBL PROFILE CL

UNI - PC SBL PROFILE
352 02 05 SBL

MAX.L / PROFILE: 6m -  / m

UNI - PC SBL PROFILE CL
352 02 06 SBL

MAX.L / PROFILE: 6m -  / m

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

COMPOSITION	 Lmm				    MODULES

1	 1190	 352 79 001 E	 352 79 001 ED1	 352 79 001 ED2	 1x(1x28/54W)
2	 1490	 352 79 002 E	 352 79 002 ED1	 352 79 002 ED2	 1x(1x35/80W)
3	 2150-2277	 352 79 003 E	 352 79 003 ED1	 352 79 003 ED2	 1x(2x28/54W)
4	 2597-2877	 352 79 004 E	 352 79 004 ED1	 352 79 004 ED2	 1x(2x35/80W)
5	 2932-3079	 352 79 005 E	 352 79 005 ED1	 352 79 005 ED2	 1x(1x21/39W) + 1x(2x28/54W)
6	 3079-3115	 352 79 006 E	 352 79 006 ED1	 352 79 006 ED2 	 1x(1x14/24W) + 1x(2x35/80W)
7	 3115-3379	 352 79 007 E	 352 79 007 ED1	 352 79 007 ED2	 1x(1x28/54W) + 1x(2x28/54W)
8	 3379-3410	 352 79 008 E	 352 79 008 ED1	 352 79 008 ED2	 1x(1x21/39W) + 1x(2x35/80W)
9	 3410-3562	 352 79 009 E	 352 79 009 ED1	 352 79 009 ED2	 1x(1x35/80W) + 1x(2x28/54W)
10	 3562-3709	 352 79 010 E	 352 79 010 ED1	 352 79 010 ED2	 1x(2x35/80W) + 1x(1x28/54W)
11	 3709-4269	 352 79 011 E	 352 79 011 ED1	 352 79 011 ED2	 1x(1x35/80W) + 1x(2x35/80W)
12	 4269-4456	 352 79 012 E	 352 79 012 ED1	 352 79 012 ED2	 2x(2x28/54W)
13	 4456-4552	 352 79 013 E	 352 79 013 ED1	 352 79 013 ED2	 1x(2x35/80W) + 1x(1x35/80W) + 1x(1x14/24W)
14	 4552-4816	 352 79 014 E	 352 79 014 ED1	 352 79 014 ED2	 2x(2x28/54W) + 1x(1x14/24W)
15	 4816-5656	 352 79 015 E	 352 79 015 ED1	 352 79 015 ED2	 2x(2x35/80W)
16	 5656-6000	 352 79 016 E	 352 79 016 ED1	 352 79 016 ED2	 1x(2x21/39W) +  2x(2x28/54W)
17	 6000-7030	 352 79 017 E	 352 79 017 ED1	 352 79 017 ED2	 2x(2x35/80W) + 1x(1x35/80W))
18	 7030-8200	 352 79 018 E	 352 79 018 ED1	 352 79 018 ED2	 3x(2x35/80W)
19	 8200-9500	 352 79 019 E	 352 79 019 ED1	 352 79 019 ED2	 3x(2x35/80W) + 1x(1x35/80W)
20	 9500-11000	 352 79 020 E	 352 79 020 ED1	 352 79 020 ED2	 4x(2x35/80W)
21	 11000-12000	 352 79 021 E	 352 79 021 ED1	 352 79 021 ED2	 4x(2x35/80W) + 1x(1x35/80W)
COMBINATION OF COMPOSITIONS 	 >12000

DIM 1-10V DIM DALI SWITCH 

EVG EVG EVG 

L 450

OVERLAY

UNI NS - T16 SERIE DOWN 
2 x T16 / G5
EXCL.UNI - PC SBL PROFILE
220-240V / 0 | 50-60Hz

      IP20   0,1    

CONTINUOUS LIGHTLINE

UNILINE MODULES T16 NON STOP

ED1 / ED2 - 80W NOT ADVISED

Requirements

UNI - PC SBL PROFILE
352 02 05 SBL
or
UNI - PC SBL PROFILE CL
352 02 06 SBL

MAX.L / PROFILE: 6m -  / m
CTRL

DELTA
R

CTRL
DELTA

R



BENTLEY BRUSSELS / DIVISION OF S. A. D’IETEREN



PRO 725deltalight.com

GVA DOMINICANA - ARCHITECT CARLOS AGUILAR



FINNLINE
The Finnline is an extremely thin and
versatile made-to-measure profile
solution. Used either as a down,
up or down-up lighting profile, the
Finnline caters for a very wide range
of applications. 
Despite its slim design, the Finnline allows you
to make surprising combinations, using 
Delta Light’s unique Tweeter and Mini Spy or 
a graphic combination of thin led lines.

www.deltalight.com/finnline

NATHALIE CALLEWAERT

http://www.deltalight.com/finnline


deltalight.comOTHER CRI OR KELVIN ON REQUEST
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PRO 728

165

49

20

10

165

45

FINNLINE

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

180°

FNL - PROFILE 
390 00 00  

 = B / W
MAX.L / PROFILE: 6m
Kg / m

TOL EN12020-2

FNL - CORNER 180°
390 06 01

FNL - END CAP 
390 03 01  

 = B-C / W-C

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   390 98 51
L 6,0m / 3 x 0,75mm2   390 98 56
L 1,6m / 5 x 0,75mm2   390 99 51
L 6,0m / 5 x 0,75mm2   390 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

203 99 55 
 = ANO / B / W

203 99 56 
 = ANO / B / W

5757

41

41

Ø57

SUSPENSION 7 SINGLE 1,6
328 18 01
L 1,6m

SUSPENSION 7 SINGLE 6,0
328 18 06
L 6m

120mm
180°

90°

FNL - CORNER 90°
390 06 06

180°

90°

165mm

NO MODULE IN THIS AREA

NO MODULE IN THIS AREA

FNL - WALL FIXATION 90°
390 06 10

165mm165m
m
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PROFILES

PRO 729deltalight.comOTHER CRI OR KELVIN ON REQUEST

L 250

PS

L 480

PS

160

FINNLINE TWEETER

PATENTED EX-CENTRIC ROTATION SYSTEM®

ACCESSORIESFULL INFO TECHNICAL CHAPTER

TWEETER CLIP Ø45 / H13  
201 03 00
      B / W

HONEYCOMB 40 Ø40  
201 03 01
      ALU / B

LINEAR SPREAD LENS 40 Ø40  
201 03 02

SPREAD LENS 40 Ø40  
201 03 03

SOFTENING LENS 40 Ø40  
201 03 04

GLASS SBL 40 Ø40  
201 03 05

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CRI > 90 FNL - TWEETER FNL - 2 TWEETER

3000
K LED 10,4W /  / 500mA 2 x LED 10,4W /  / 500mA

REFL
FL
33°

390 61 811 932 
 = B / W

390 61 812 932 
 = B / W

REFL
WFL
50°

390 61 811 933 
 = B / W

390 61 812 933 
 = B / W

2700
K LED 10,4W /  / 500mA 2 x LED 10,4W /  / 500mA

REFL
FL
33°

390 61 811 922 
 = B / W

390 61 812 922 
 = B / W

REFL
WFL
50°

390 61 811 923 
 = B / W

390 61 812 923 
 = B / W

ADJUSTABLE 0°-45° / 350°
110-240V / 50-60Hz

      IP20  

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS

ADJUSTABLE 0°-45° / 350°
220-240V / 50-60Hz

      IP20  

ACCESSORIES
TWEETER CLIP + 
HONEYCOMB / LENS / GLASS
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PRO 730

FINNLINE MINISPY

FINNLINE MINISPY
ASYMMETRIC

L 190

PS

6565

L 270

60 80

PS

L 190

PS

6565

L 270

60 80

PS

TOPVIEW L

TOPVIEW L

TOPVIEW R

TOPVIEW R

PATENTED EX-CENTRIC ROTATION SYSTEM®

PATENTED EX-CENTRIC ROTATION SYSTEM®

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CRI > 80 FNL - MINISPY 2 LEFT FNL - MINISPY 2 RIGHT

3000
K 2 x LED 1,6W /  / 500mA 2 x LED 1,6W /  / 500mA

LENS
SP
19°

390 61 22 L
 = B / W

390 61 22 R
 = B / W

110-240V / 50-60Hz

      IP20

110-240V / 50-60Hz

      IP20

CRI > 80 FNL - MINISPY 3 ASYMMETRIC LEFT FNL - MINISPY 3 ASYMMETRIC RIGHT

3000
K 3 x LED 1,6W /  / 500mA 3 x LED 1,6W /  / 500mA

LENS
SP
19°

390 61 32 AL
 = B / W

390 61 32 AR
 = B / W

110-240V / 50-60Hz

      IP20

110-240V / 50-60Hz

      IP20
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PROFILES

PRO 731deltalight.comOTHER CRI OR KELVIN ON REQUEST

DIM 1-10V 

DIM 1-10V 

DIM DALI SWITCH 

DIM DALI SWITCH 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

FNL - LED ARRAY UP
INCL.FNL - PC SBL PROFILE UP
INCL.LED STRIP UP 500mm - 3000K - CRI>80 - 10W/strip - 1940lm/m - 99lm/W
220-240V / 50-60Hz

      IP20  

FNL - LED ARRAY DOWN FINN
INCL.FNL - PC SBL PROFILE DOWN
INCL.LED ARRAY DOWN - 3000K - CRI>80 - 3616lm/m - 135lm/W
220-240V / 50-60Hz

      IP20   

Watt

Watt

L (mm)

L (mm) X (mm)

2 x 10
4 x 10
6 x 10

2 x 15W
2 x 30W

2 x 15W
2 x 30W

1000
2000
3000

1180
1980

1180
1980

100
420

100
420

390 620 22 E 
390 620 42 E 
390 620 62 E 

390 611 22 L E
390 611 42 L E

390 611 22 R E
390 611 42 R E

390 611 22 L ED1
390 611 42 L ED1

390 611 22 R ED1
390 611 42 R ED1

390 611 22 L ED2
390 611 42 L ED2

390 611 22 R ED2
390 611 42 R ED2

FINNLINE LED ARRAY UP

FINNLINE LED ARRAY DOWN FINN

FIX

X

65

TOPVIEW L

L

FIX
65

TOPVIEW R

R

X

FIX

X

65

TOPVIEW L

L

FIX
65

TOPVIEW R

R

X

L 260
PS

L 260
PS

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CTRL
DELTA

R
CTRL

DELTA
R





PRO 733deltalight.com



NOBODY 200
This flat profile can be used as a led or 
fluorescent solution,  either for general 
down, up or down-up lighting.
In addition, adjustable Reo downlight 
modules can be added to the profile for 
directional accent lighting.

www.deltalight.com/nobody200

ARCHITECTURE: GMP · VON GERKAN, MARG AND PARTNERS ARCHITECTS
RUSSIAN ADAPTATION: JSC SPEECH, MOSCOW
INTERIOR DESIGN: MAXIM RYMAR ARCHITECTURAL STUDIO

http://www.deltalight.com/nobody200


OTHER CRI OR KELVIN ON REQUEST



p

PRO 736

CURRENT SUPPLY
L 1,6m / 3 x 0,75mm2   330 98 51
L 6,0m / 3 x 0,75mm2   330 98 56
L 1,6m / 5 x 0,75mm2   330 99 51
L 6,0m / 5 x 0,75mm2   330 99 56

OPTIONS  
CABLE BASE R/S
COVERSET R 62-90-100 / S 62-80-90

ANO	 203 99 55 ANO
W	 203 99 55 W

ANO	 203 99 56 ANO
W	 203 99 56 W

5757

41

41

Ø57

180°

135°

90°

NOBODY 200

END CAP

PROFILE

CORNER

FIXATION

CURRENT
SUPPLY

TOL EN12020-2

200

36
NB200 - PROFILE 
331 00 00 

 = ANO / W
MAX.L / PROFILE: 6m
Kg / m

200

36

6

NB200 - END CAP 
331 03 01  

 = ALU / W

NB200 - CORNER 180°
331 06 01

NB200  - CORNER 90°
331 06 06

NB200 - CORNER 135°
331 06 05

SUSPENSION 2 SINGLE 1,6
328 12 01
L 1,6m

SUSPENSION 2 SINGLE 6,0
328 12 06
L 6,0m

SUSPENSION 2 TWIN 1,6
328 22 01
L 1,6m

170

NB200 - WALL FIXATION 90°
331 06 10

15 mm

180°

180° 135° 90°

50mm 50mm50mm50mm

50m
m

50m
m

100mm
NO MODULE IN THIS AREA  

NO MODULE IN THIS AREA  

70 mm

180°

NO MODULE IN THIS AREA  

40 mm

180°

NO MODULE IN THIS AREA  
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PROFILES

PRO 737deltalight.comOTHER CRI OR KELVIN ON REQUEST

PS

L 200 L 320

PS

 120

NOBODY 200 LED OK

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

CRI > 90 NB200 - 1 LED OK NB200 - 2 LED OK

3000
K LED 10,4W /  / 500mA 2 x LED 10,4W /  / 500mA

REFL
FL
33°

331 61 811 932 
 = A / W

331 61 812 932 
 = A / W

REFL
WFL
50°

331 61 811 933 
 = A / W

331 61 812 933 
 = A / W

2700
K LED 10,4W /  / 500mA 2 x LED 10,4W /  / 500mA

REFL
FL
33°

331 61 811 922 
 = A / W

331 61 812 922 
 = A / W

REFL
WFL
50°

331 61 811 923 
 = A / W

331 61 812 923 
 = A / W

ADJUSTABLE 0°-30° / 350°
220-240V / 50-60Hz

      IP20  

ADJUSTABLE 0°-30° / 350°
220-240V / 50-60Hz

      IP20  
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PRO 738 OTHER CRI OR KELVIN ON REQUEST

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

DIM 1-10V 

DIM 1-10V 

DIM 1-10V 

DIM DALI SWITCH 

DIM DALI SWITCH 

DIM DALI SWITCH 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

EVG 

NB200 - LED ARRAY DOWN 
INCL.LED ARRAY - 3000K - CRI>80 - 3616lm/m - 135lm/W
INCL.1 x PC OPAL DOWN
220-240V / 50-60Hz

      IP20  

NB200 - LED ARRAY UP 
INCL.LED ARRAY - 3000K - CRI>80 - 3616lm/m - 135lm/W
INCL.1 x PC CLEAR UP
220-240V / 50-60Hz

      IP20  

NB200 - LED ARRAY DOWN-UP 
INCL.LED ARRAY DOWN - 3000K - CRI>80 - 3616lm/m - 135lm/W
INCL.LED ARRAY UP - 3000K - CRI>80 - 3616lm/m - 135lm/W
INCL.1 x PC OPAL DOWN
INCL.1 x PC CLEAR UP
1 CIRCUIT
220-240V / 50-60Hz

      IP20 

Watt

Watt

Watt

L (mm)

L (mm)

L (mm)

1 x 30

1 x 30

1 x 30 DWN
+
1 x 15 UP

1220

1220

1220

331 610 42 E

331 620 42 E

331 630 62 E

331 610 42 ED1

331 620 42 ED1

331 630 62 ED1

331 610 42 ED2

331 620 42 ED2

331 630 62 ED2

NOBODY 200 LED ARRAY DOWN

NOBODY 200 LED ARRAY UP

NOBODY 200 LED ARRAY DOWN-UP

L 260
PS

L 260
PS

L 260
PS

1

  

W  30
%  (16)

(BLF)     
W
%

BLF (%): BALLAST LUMEN FACTOR

330 91 0801

NoBody

EMERGENCY UNIT 1H - 5W 

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R
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PROFILES

PRO 739deltalight.com

INCL.CABLING 1 CIRCUIT
CABLING EXTRA CIRCUIT / MODULE 328 90 01

L 450

NB200 - T16 PARALLEL PC OPAL DOWN
2 x T16 / G5
INCL.1 x PC OPAL DOWN
220-240V / 0 | 50-60Hz

      IP20    

2 x 14/24
2 x 21/39
2 x 28/54 
2 x 35

650
950
1250
1550

331 61 224 E
331 61 239 E
331 61 254 E
331 61 235 E

Watt Lmm

331 61 224 ED1
331 61 239 ED1
331 61 254 ED1
331 61 235 ED1

331 61 224 ED2
331 61 239 ED2
331 61 254 ED2
331 61 235 ED2

DIM 1-10V DIM DALI SWITCH 

EVG EVG EVG 

L 450

NB200 - T16 PARALLEL UP
2 x T16 / G5
220-240V / 0 | 50-60Hz

      IP20   

ACCESSORIES
PC CLEAR UP

2 x 14/24
2 x 21/39
2 x 28/54 
2 x 35

650
950
1250
1550

331 62 224 E
331 62 239 E
331 62 254 E
331 62 235 E

Watt Lmm

331 62 224 ED1
331 62 239 ED1
331 62 254 ED1
331 62 235 ED1

331 62 224 ED2
331 62 239 ED2
331 62 254 ED2
331 62 235 ED2

DIM 1-10V DIM DALI SWITCH 

EVG EVG EVG 

NOBODY 200 MODULES T16 DOWN

NOBODY 200 MODULES T16 UP

NB200 - PC CLEAR UP T16 24W
331 52 24

  

NB200 - PC CLEAR UP T16 39W
331 52 39

  

NB200 - PC CLEAR UP T16 54W
331 52 54

  

NB200 - PC CLEAR UP T16 80W
331 52 80

  

NOBODY 200 PC CLEAR UP

L 450

NB200 - T16 PARALLEL PC OPAL DOWN-UP
2 x T16 / G5
INCL.1 x PC OPAL DOWN
220-240V / 0 | 50-60Hz

      IP20   

ACCESSORIES 
PC CLEAR UP

2 x 14/24
2 x 21/39
2 x 28/54 
2 x 35

650
950
1250
1550

331 63 224 E
331 63 239 E
331 63 254 E
331 63 235 E

Watt Lmm

331 63 224 ED1
331 63 239 ED1
331 63 254 ED1
331 63 235 ED1

331 63 224 ED2
331 63 239 ED2
331 63 254 ED2
331 63 235 ED2

DIM 1-10V DIM DALI SWITCH 

EVG EVG EVG 

NOBODY 200 MODULES T16 DOWN-UP

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R

CTRL
DELTA

R



K-ONCEPT





SHELFLINE
A series of miniature profiles,
to be finished with the ledflex 
of your choice. Ideal to softly 
enlighten shelves, cupboards, 
wardrobes or for other indirect 
lighting applications.

www.deltalight.com/shelfline

ANDRE VAN DAMME
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PRO 743deltalight.com

PROFILE PC ENDCAP FIXATION

SHELFLINE 20 ST SHL20 ST-PROFILE 3m 
398 01 00 

 = ANO
INCL.PC SBL
L: 3m

- SHL20 ST-ENDCAP SET 
398 01 03 01 

 = A 
SET OF 2 PIECES

-

 

8.2

15

20

7

17.4

17.43
8

8.2
20

SHELFLINE 18 SHL18-PROFILE 3m
398 02 00 

 = ANO
INCL.PC SBL
L: 3m

- SHL18-ENDCAP SET 
398 02 03 01 

 = A
SET OF 2 PIECES

SHL18-MOUNTING CLIP SET 
398 02 06 11 
SET OF 10 PIECES

 

14.4

18

15 18
3

8

14.3

SHELFLINE 19 SHL19-PROFILE 3m
398 03 00 

 = ANO
EXCL.PC
L: 3m

SHL19-PC CLEAR 3m
398 03 05 CL
L: 3m

SHL19-PC SBL 3m
398 03 05 SBL
L: 3m

SHL19-ENDCAP SET 
398 03 03 01 

 = A
SET OF 2 PIECES

SHL19-MOUNTING CLIP SET
398 03 06 11
SET OF 10 PIECES

 

9.4

19 19

21
5

9.5

10.5

OPTION

 LEDFLEX IN 
 ALL INFO PAG TEC 10

16

15

3.5

SHL18-MOUNTING CLIP 45° SET
398 02 06 45
SET OF 10 PIECES

SHL19-MOUNTING CLIP 45° SET
398 03 06 45
SET OF 10 PIECES

32

21.8

11.2

32

21.8

5.2

15

18

6
10

SHELFLINE PROFILE



ANDRE VAN DAMME






